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Readout 
r -Cantilever Contact 

DUAL (D) 

Termination Type 

.031 x .062 Posts 
(0.79 x 1 57) 

I "'"l - t 
.750 

Features 
• Multi Bus I P1 available in all configurations 
• Accommodates .062 (± .008) PC Board 
• Solvent resistant insulator U.L. recognized 
• Low cost cantilever contacts 
• 3 ampere current rating 
• Contact resistance 10 milliohms max 
• Black Valox insulator 

Even 
Numbered 
Si de 

HALF LOADED (H) 

f 
.750 
(19.05) 

_1 
TIT .225 

�~� �~� �~� _ (5.71 ) 

.062 _ -
(1.57) 

(19.05) 

�~� ---1 
t 

b 

AS SHOWN (KK) 
TWISTED 90° (KL) 

Mounting Style 
.125 Dia. Ho le 
(3.17) 

CLEARANCE 
HOLE (H) 

.045 (1 .14) SQ. POSTS (WW) 

THREADED 
INSERT (I) 

.031 (.79) SQ. POSTS (KJ) 

Ears Removed 

\ It-
I 
I I 

L_I_ 
NO MOUNTING 

EARS (N) 



....... 

Part Number Coding 
Jullins orderline: 

619/744·0125 
Fax/744·6081 

E Z M 22 D KK H 
MATERIALS ( Insulator/ Contact ) ----___ T.. T 

E Valox/Phosphor Bronze .. -----MOUNTING STYLE 
H = Clearance Hole 
N = No Mounting Ears 
I Threaded Insert CONTACT F IN ISH ---------------------.... 

Contact Surface 
Z .0000 10 Gold 
X .000030 Gold 
G .000010 Gold 
Y .000030 Gold 

Termination 
.000100 Tm 
.000100 Ti n 
.000005 Gold 
.000005 Gold 

.000050 
Nickle 
underplate 

-----TERMINATION TYPE 
KK = .031 (.79) x .062 (1.57) Post as Shown 
KL = .031 (.7 9) x .062 (1.57 ) 'Post Twisted 90° 
KJ = .031 (.79) Square Post 
WW = .045 (1.14 ) Square Post 

~-----------READOUT 
D = Dual 

CONTACT CENTERS ----------------------
M .156 (3 .96) 

H = Half Loaded 

-------NUMBER OF CONTACT POSITION S 
10 thru 50 (See Tabl e) 

Dimensions 

tAut1\ 
\\uS\ 

NUMBER 
PART NUMBER t OF A 

CONTACTS ±.008 
EZM10 _ __ 10/20 1.404 
EZM1 5 _ __ 15/30 2.184 
EZM18 18/36 2.652 
EZM22 _ __ 22/44 3.276 
EZM25 * 25/50 3.744 
EZM28 _ __ 28/56 4.212 
EZM30 * 30/60 4.524 
EZM31 _ __ * 31/62 4.680 
EZM36 36/72 5.460 

All dimensions are in inches. Dimensions in ( ) are in millimeters . 

. 250 
(6.35) 

li-, 
720 ! 

.350 (8.89) 
Insertion Depth 
I 

(1829)T 

1 ___ c,,--rrn-T1 

B 
±.o08 
1.724 

2.506 
2.972 

3.596 
4.064 

4.532 
4.844 

5.000 
5.780 

.156 (3.96) 
Typ . 

INCHES 
C D 

±D15 ±.010 
1.848 2.158 

2.628 2.938 
3.096 3.406 

3.720 4.030 
4.188 4.498 

4.656 4.966 
4.968 5.278 

5.124 5.434 
5.904 6.214 

E 
±.020 

2.408 

3.188 
3.656 

4.280 
4.748 

5.216 
5.528 

5.684 
6.464 

---,
Refer to 

~ i~~rination I 

I, 
u 
I 

.188 (4.78)-l 
Typ . 

F A 
± .015 ±0.20 
1.604 35.66 

2.385 55.47 
2.852 67.36 

3.476 83.21 
3.944 95.09 

4.412 106.98 
4.724 114.91 

4.880 118.87 
5.660 138.68 

L 

B 
±0.20 
43.79 

63.60 
75.49 

91 .34 
103.23 

115.11 
123.04 

127.00 
146.81 

[0 I I I 
Contact Identification 
246 . . .86 
135 . .85 

Alternate Identifications 
Available. Consult 
Factory. 

MILLIMETERS 
C D E 

±0.38 ±o.25 ±0.51 
46.94 54.81 61.16 

66.75 74.63 80.97 
78.64 86.56 92.86 

94.49 102.36 108.71 
106.38 114.25 120.60 

118.26 126.14 132.49 
126.19 134.06 140.41 

130.15 138.02 144.37 
149.96 157.84 164.18 

F 
± .038 
40.74 

60.53 
72.44 

88.29 
100.18 

112.06 
119.99 

123.95 
143.76 

g EZM43 _ __ 43/86 6.552 6.872 6.996 7.306 7.556 6.752 166.42 174.55 177.69 185.57 191.92 171.50 
EZM50 _ __ * 50/100 7.644 7.964 8.088 8.398 8.648 7.844 194.16 202.28 205.43 213.31 219.66 199.24 

t For complete part number add readout , termination type and mounting style from Part Number Coding (e.g. EZM22DKKH). 
tConsult factory for availabili ty. 
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Readout 

Features 
• Accommodates .062 (± .008) PC Board 
• Blue Valox or Green Ryton insulator 
• Between contact polarization available 
• Special 36 & 43 contact connectors having 

reverse contact position identification 
• Special 28 contact connector with center barrier 

divider 
• 3 ampere current rating 
• Contact resistance 10 milliohms max 

Polarizing Key 
Order Separately 

PLM-K1 PLM-K2 
-l .21 I- -I I- .23 

I (5 .33) I I I (5.84) 

.030 ~ TI2T k'll? Fn 
(.76) ---U- I ~5) ~\U -W 

--l l-10 -l f-08 
(2.54) (2.03) 

.09 
(2 .29) 

SINGLE (S) DUAL (D) 
HALF 

LOADED (H) 

FOR KEYING 
IN BETWEEN 
CONTACTS 

FOR KEYING 
IN CONTACTS 

Termination Type 
( RA) .125 (3.17) For All Positions 

(SA) .230 (5.84) 28 thru 36 Posit ions 

(SA) .190 (4.82) 43 Position 

Tolerance: RA ± .025 (.64) 

(SA) ± .040 (1.0) r [ i
050 

. u (1 27) 

~:~ ~i:( ~~~~ 
.156 ± .025 
(3.96 ± 64) 

RIGHT ANGLE 
DIP SOLDER (RA, SA) 

.137 (RT ) .137 (RX) 

.225 (RK ) 1(3A 8) (3 A 8) A08 (RP) ALTERNATE 
(5 .71 )425 (RY ) 225 (RU ) (10A) EYELET SHAPE 

( 10 8) (57 1) Avai lable with Dual or Half 

Ih ~~ . .~ L1P~'~~'" LljeadO(1~id)~:~;1~25 L r- 225 (571) 0 I I 210 (SU) ± .025 

.140 J L' I 1 .- ·z (5.33 ± 64) 
(3.56) .200 (5.08) --j I-- Matenal Thickness 

(SE) 007 ( 18) Crimped / ~:~ ~~~ (~;I~ 
Fits .051 (13) Min . Di a. Ho le (RE ) .014 (.36) to Center ~ 

SINGLE/ NARROW WIDE DIP SOLDER EYELET CENTERED DIP SOLDER 
~~~.SR~~~~~ (RX. RU . RP ) (RE. SE) (SX. SU) 

Mounting Style 

28 

CLEARANCE 
HOLE (H) 

#4-40NC-2B Thd . 

THREADED 
INSERT (I) 

.116 (2.95) Dia. Ho le 
(CL fo r #4 Screw ) 

FLOATING 
BOBBIN (F) 

Ears Removed 

~-I-]} l I 

4-
NO MOUNTING 

EARS (N) 

.125 (3.17) Dia. Ho le 



36 & 43 Positions with Reverse Contact Identification 
and Shorter Card Slot Length 

Part Number Coding 
E Z M 43 D RT H -S37 

~ullins orderline: 
619/744·0125 
Fax/744·6081 

J II See page 35 fo' addt;oo~ mo,M;cat;oos 
MATERIALS (Insulator/Contact)-----.... - MODIFICATIONS 

E = ValoxiPhosphor Bronze (Standard) -S37 = Reverse Contact 10 & Shorter Card Slot 
H = ValoxiBeryllium Copper Length 
R = Ryton/Phosphor Bronze -S92 = Center Barrier Molded in Card Slot 
A = Ryton/Beryllium Copper 
C = Ryton/Beryllium Nickle (Consult Factory) MOUNTING STYLE 
N = Peek/Beryllium Copper (Consult Factory) H = Clearance Hole 
W= Peek/Beryllium Nickle (Consult Factory) N = No Mounting Ears 
F = Ryton/Pfinodal* (Consult Factory) S = Side Mounting 

I = Threaded Insert 

CONTACT FINISH----------.. F = Floating Bobbin 

Contact Surface ....---TERMINATION TYPE 
RA = .125 Right Angle Dip Solder RP = .200 x .408 Dip Solder Z = .000010 Gold 

X = .000030 Gold 
G = .000010 Gold 
Y = .000030 Gold 
Contact Surface 
T = .000100 Tin 

. S = .000010 Gold 

Termination 
.000100 Tin 
.000100 Tin 
.000005 Gold 
.000005 Gold 
Overall Plating 
.000100 Tin 
.000010 Gold 
.000010 Gold 

000050 
Nickle 
underplate 

SA = Long Right Angle Dip Solder SX = .110 (2.79) Centered Dip Solder 
RT = Singlel. 140 x .137 Dip Solder SU = .210 (5.33) Centered Dip Solder 
RK = Singlel. 140 x .225 Dip Solder SE = .007 (.18) Thick Eyelet .140 x .225 
RY = .140 x .425 Dip Solder RE = .014 (.36) Thick Eyelet .140 x .225 
RX = .200 x .137 Dip Solder 

M = .000030 Gold 
RU = .200 x .225 Dip Solder 

CONTACTCENTERS-................................ ~ ~-----READOUT 
0= Dual M = .156 (3.96) 

NUMBER OF CONTACT POSITIONS------.. 
(From table) 28 for barrier style and 

S = Single (Available with Overall Plating 
and RT, RK, RE, RZ Termination Only) 

H = Half Loaded 
36 or 43 for reverse contact identification 

D-I mens-Ions Dimensions in ( ) are in millimeters, all others are in inches. Tolerances with Ryton Insulator material may 
vary slightly due to shrinkage differential ; consult factory. 

2.028 
(5151) 

FOR 28 CONTACT 
POSITIONS 

• r 

Refer to 
Mounting 
Style 

FOR 36 & 43 CONTACT 
POSITIONS 

( + 11~11~II~f ill~II~II~11 t] [t 11~11~llt ill~II~II~11 ?] 
I . 

Contact Markings 
(Letters G, I, 0 & Q Not Used) 
1 2 3 .... . ... 26 27 28 

I 
Contact Markings 
(Letters G, 1,0 & Q Not Used) 
A B ...... R ...... V 

ABC D E F 1 2 ...... 36 . . .. 43 

FOR 28 POSITIONS FOR 36 & 43 POSITIONS 

t For complete part number add readout , termination type and mounting style from Part Number Coding (e.g . EZM280RTH-S92). 
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Readout 

.050 TYPll--(1.27) I 
I 
I 

I 
I 

.100f 
(2.54)_1 _ 

S = SINGLE 

Features 
• Breakable or cut to size 

• Multiple modifications available 

• First matel last break grounding contacts available 

• Contacts can be selectively loaded 

• Temperature: -65°C to + 125°C 

• UL Flammability Rating : 94V-O 

• Current Rating: 5 amperes 

Materials 
• Insulator Material : Black thermoplastic polyester 

• Contact Material : CA51 0, phosphor bronze 

• Plating : Gold or tin (See PIN code) 

(1.78) 
I I I I 

I I 

CROSS-SECTION 

r-----I- .100 TYP ~ ]1-100(2.54) TYP 
I I (2.54) .D70 TYP 

I 
I .100 (2.54) II " 

J 

.256 

~ .060 (1.52) 

~00(2~4) 

D = DUAL 

OPEN END ~ :1 
I .100 

TWO POSITION JUMPER 
Part Number: SSC02SYAN , SPC02SYAN or STC02SYAN 

Termination Type 
STRAIGHT TAIL RIGHT ANGLE TAIL 

PIN HEAD TAIL 
CODE DIM . DIM. 

PIN HEAD TAIL 
CODE DIM . DIM . I I 

HEAD DIM. I 
BA .230 (S8il .100 (2.S4) 
BB .230 (S84 .200 (S 08) 

AA .230 (5 .84) .120 W OS) 
AB .230 (S84i .230 5.84) LI 

BC .230 (S .84) .300 (7 .62) 
BD .230 (S84) 400 (1016) 

AC .230 (S.84) .320 (8 .13) 
AD .230 (584) 420 (1067) 

I 

BE .230 (S.84) .SOO (12 .70) 
BF:!: .230 (S 84) .600 (1224) 

AE .230 (S.84) .S20 (13.21) 
AF .230 (5 84) .620 (1S. 7S) 

BG:!: .230 (S .84) .700 (17.78) 
GA .318 (808i .100 (254) 
GB .318 (8 .08) .200 (S.08) 
GC:!: .318 (808) .300 (7 .62) 
GO:!: .318 (8.08) 400 (10.16) 

AG .230 W8il .720 (~82~l 
AH .230 S.84 .820 20.83 
FA .318 (8.08) .120 (3.0S) 
FB 318 (8.08) .220 (559) 
FC .318 (8.08) .320 (8 .13) 
FD .318 (8 08) 420 (10.67) 

-I I 
HEAD DIM. I 
L~ 

FE .318 (8.08) .520 (1 3. 21) 
ZA .120 (305) .120 (305i 

tConsult factory for availability in dual readout. 
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ZC .120 (3 .05) .260 (6.60) 
ZD .120 (3.05) .610 (1549) 



.025" Square Post Headers 
PZC Series (.100"x .100" Grid) 

Part Number Coding 
cSullins orderline: 

619/744·0125 
Fax/744·6081 

p Z C 31 D AA 
SERIES-----------'T T 

P = .025 Sq Post Head _ 

CONTACT FINISH-----------' 
Head Surface .000050 

Nickle 
underplate 

N -MXXX 

C=MODIFICATIONS 
(Consult Factory) 
Omit for Standard 

MOUNTING STYLE 
N = Standard 
R = Retent Lead (Consult Factory) 

l = .000010 Gold 
X = .000030 Gold 
G = .000010 Gold 
Y = .000030 Gold 
T = .000100 Tin 

Tail Surface 
.000 100 Tin 
.0001 00 Tin 
.000005 Gold 
.000005 Gold 
.000100 Tin '--------TERMINATION TYPE 

AA, AB , AC , AD, AE , AF, AG,AH, 
FA, FB, FC, FD, FE, CONTACT CENTERS -----------' 

C = .100(2.54) 

J = .150 (Consult Factory) 

BA, BB, BC, BD, BE, BF, GA, GB, GC, GO, 
lA , ZC, lD , Per Termination Type Page 30 

NUMBER OF POSITIONS,--------' 
01 th ru 36 

'---------READOUT 
S = Single ° = Dual (e.g. 32 Dual = 64 contacts) 

Dimensions 
(Straight Tail Shown) 

~~ 
SINGLE READOUT 

DUAL READOUT 

NUMBER OVERALL 
PART NUMBERt OF LENGTH 

CONTACTS 
SINGLEIDUAL A 

PZC01 _ _ N 1/2 .100 (2 .54) 
PlC02 N 2/4 .200 (508) 
PlC03 __ N 3/6 .300 (7.62) 
PZC04 __ N 4/8 400 (1016) 
PlC05 _ _ N 5/ 10 .500 (12.70) 
PlC06 N 6/ 12 .600 (1524i 
PlC07 _ _ N 7/ 14 .700 (17.78) 
PlC08 N 8/16 .800 (20.32) 
PlC09 __ N 9/18 .900 (2286) 
PZC10 _ _ N 10/20 100 (2540) 
PZC11 __ N 11 /22 1.10(27.94) 
PZC12 N 12/24 120 (3048) 
PZC13 __ N 13/26 1.30 (33.02) 
PZC14 N 14/28 140 (3556) 
PZC15 _ _ N 15/30 1.50 (38.10) 
PZC16 N 16/32 1.60 (4064) 
PZC17 __ N 17/34 1.70 (43 .18) 
PZC18 _ _ N 18/36 1.80 (45 .72) 

.050 TYP 
(1.27) 

------j r .025 SO TYP 
(0.64) 

--.J _.100 (2.54) TYP 
1- ----- A ------1 

NUMBER 

t- HEAD 

t- TAIL 

OVERALL 
PART NUMBERt OF LENGTH 

CONTACTS 
SINGLEIDUAL A 

PZC19 _ _ N 19/38 1.90 (48.26) 
PZC20 N 20/40 2.00 (50.80) 
PZC21 __ N 21/42 2.1 0 (53 .34) 
PZC22 __ N 22/44 2.20 (5588) 
PlC23 __ N 23/46 2.30 (5842) 
PlC24 N 24/48 240 (6096i 
PlC25 _ _ N 25/50 2.50 (63.50) 
PZC26 N 26/52 2.60 (6604) 
PZC27 __ N 27/54 2.70 (68 .58) 
PlC28 N 28/56 2.80 (71 .12) 
PlC29 __ N 29 /58 2.90 (73.66) 
PZC30 N 30/60 3.00 (76.20) 
PZC31 __ N 31 /62 3.10 (78.74) 
PlC32 N 32/64 3.20 (8128) 
PZC33 _ _ N 33/66 3.30 (83 .82) 
PZC34 N 34/68 340 (8636) 
PZC35 __ N 35/70 3.50 (88 .90) 
PZC36 N 36/72 3. 60 (9144) 

tFor complete part number add readout and termination type from Part Number Coding (e.g. PZC18DAAN). 
31 



32 

Features 
• All plastic, right angle, female receptacle . 

• 9, 15,25 and 37 positions. 

• Standard footprint. 

• Selective plating with 10 or 30 micro-inches of gold. 

• Large cavity lead-in designed for blind mating. 

General Specifications 
MATERIALS 

Insulator: Black, glass filled thermoplastic polyester Val ox UL94V-0. 
Contacts: Phosphor Bronze. 

ELECTRICAL 
Insulation Resistance: 5000 Megaohms. 
Dielectric Withstanding Voltage: 1500 VAC minimum. 
Current Rating: 5 Amperes. 
Contact Resistance: 10 milliohms maximum at rated current. 

ENVIRONMENTAL 
Solvent Resistance: Perchloroethylene, Freon 113, Freon 11 , Trichloroethylene. 
Operating Temperature: -65°C to + 125°C. 

Mounting Style ..----- ------ .125 (3.18) DIA. HOLE 

H - Standard Mounting 
.125 Dia. Clearance Hole 

I - Threaded Insert 

x - Threaded Standoff 

\THREADED STANDOFF (BRASS) 

\ --l .055 (1 .40) MAX 



, D-Subminiature Connectors 
I 
I 
, 

Part Number Coding 
~ullins orderline: 

619/744·0125 
Fax/744·6081 

D Z F 25 P DA H - MOOO 

D-SUBMINIATURE CONNECTOR ___ ---IT J 
CONTACT FINISH ----------......1-

Contact Surface 
Z = ,000010 Gold 
X = ,000030 Gold 

Termination 
,000100 Tin 
,000100 Tin 

.000050 
Nickle 
underplate 

CONTACT CENTERS ----------......1 
F= ,109 

NUMBER OF CONTACTS ----------...... 
09 , 15, 25,37 

T ... _____ MODIFICATION 
(Omit For Standard) 

'-------- MOUNTING STYLE" 
H =.125 Hole 
I = Threaded Insert 
X = Threaded Standoff 

i..-________ TERMINATION TYPE 
DA = Right Angle 

'----------- INSULATOR CONFIGURATION 
P = All Plastic M = Metal Shell 

• Consult Factory For Availability Of Mounting Styles Not Listed 

Dimensions 

FITS .043 (1.09) 
MIN. OIA . HOLE 

NUMBER 
Part Number t OF 

CONTACTS 

DZF09PDA_ 9 

DZF15PDA_ 15 

DZF25PDA_ 25 

DZF37PDA_ 37 

A 

.436 

.763 

1.308 

1.962 

B 

.624 

.952 

1.492 

2.140 

REFER TO 
MOUNTING STYLE 

.247 
(6.27) 

INCHES 

C 

.646 

.974 

1.514 

2.162 

0 

.984 

1.312 

1.852 

2.500 

.240 
(6.10) n

'96 ~ (24.38) 

r ·115 
(2.92) 

~~ ~L .140(3.56) -r-
.59 ~ ~ .112 (2.84) 

(14.99) 

.043 (1 .09) MIN. OIA. HOLES (696) 

(2 .77) 1F
274 

\ 

.109TYP·1 . 

i= 
e, ,e, , '~! ;. ',',', ',' --+-::-:-:-~-:-5(':::~6-::-'~9-:--::) 

_.120 (3.05) OIA. (2 HOLES) 

• 0 (REF.) 

PC BOARD PATTERN 

MILLIMETERS 

E A B C 0 E 

1.224 11.07 15.85 16.41 24.99 31.09 

1.552 19.38 24.18 24.74 33.22 39.42 

2.092 33.22 37.90 38.46 47.04 53.14 

2.740 49.83 54.36 54.91 63.50 69.60 

t For complete part number add mounting style from Part Number Coding (e.g . DZF09PDAH) 
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PC Computer and PC Bus 
Edgecards 

.... " ................ " .. Q .... .. 

~ il • " II .. " ~ k I> " " ,." ~ .. 

Dimensions 
BIFURCATED 

HAIRPIN BELLOWS 

INSERTION DEPTH 297 (7.54) 

430 

Features 
• Hi-Rei hairpin bellows contact (full loop bellows 

contact on request) 

• Retention feature holds edgecard to .062 " PC 
Board prior to soldering (for thicker board on 
request) 

• 18 & 31 positions molded together as 49 posi-
tion with card slot barrier 

• Tin plated terminal post for good solderability 

• .015 " x .025 " tail cross section fits .035 " hole 

• Full body standoff at each end of connector 

• Black insulator (blue available on request) 

• Wire wrap, card extender, right angle, other vari
ations available on request 

• CSA and UL recognized 

I~ (10L ~. ) Materials 
f== H 

.060 ! , .100 

• Insulator material: Black thermoplastic polyester 

(1.52) -I 1--(254) 

~\.i)~ ~\ec" 
F ~ ,"'''TIc'''N''F' 'ELA'VrurrRE 

.015 x .025 

200 
(5.08) 

• Contact material : phosphor bronze 

• Plating: 10 or 30 mil gold on contact surface 
100 mil tin on termination 

(.38) x (.64) 

.3. ra- [r=-:-:-~o l (904) --------

L ------

~_~ il l 
18 OR 31 POSITIONS 

(36 OR 62 CONTACTS) 

NUMBER OF 

3200 (508)L 1.900 
CARD SLOT. BARRIER--~ 2001-

r - -- (8128) I (4826) 1 

[~=~=-=:== ~~=~l 
[I ~ I II 

49 POSITIONS 
(98 CONTACTS) 

WITH CARD SLOT BARRIER 

PART NUMBER t POSITIONSI RETENTION FITS BOARD CARD SLOT INCHES 
CONTACTS FEATURE HOLE SIZE BARRIER A B C 

EZC18DCWN-S371 18 /36 NO .035 NO 1.700 1.900 2.060 
EZC18DCWN-S524 18/36 YES .043 NO 1.700 1.900 2060 

EZC31DCWN-S371 31/62 NO .035 NO 3.000 3.200 3.360 
EZC31 DCWN-S524 31 /62 YES .043 NO 3.000 3.200 3.360 

EZC49DCWN-S420 49/98 NO .035 YES 5.100 5.300 5.460 
EZC49DCWN-S518 49/98 YES .043 YES 5.100 5.300 5.460 

t For .000030 Gold on Contact Surface replace "z" with "X" in Part Number (e.g. EXC49DCWN-S518) 

34 

.062 (157) 

~~~ 
FITS .043 DIA. HOLE 

RETENTION FEATURE ON MIDDLE 
TERMINALS FOR PART NUMBERS 

F 

1.950 
1.950 

3.250 
3.250 

5.340 
5.340 

EZC18DCWN -S524 
EZC31 DCWN-S524 
EZC49DCWN-S518 

MILLIMETERS 
A B C 

43 .18 48.26 52 .32 
43 .18 48.26 52.32 

76.20 81.28 85.34 
76 .20 81.28 85.34 

129.54 134.62 138.68 
129.54 134.62 138.68 

F 

49 .53 
49 .53 

82 .55 
82 .55 

135.64 
135.64 



Modifications 

Consult factory for further details. 

(S243) 
CENTER CRIMP STANDARD 

(S453) 
.100 ROW 

(S870) 
.140 ROW 

DIP SOLDER 

(S1 3) (S288) (S563) 
CARD EXTENDER FOR .032 TO .250 THICK PCB 

HALF LOAD (M8) 

RIGHT ANGLE 

(M30) 
SURFACE MOUNT 

:U] JLlfL" 

~ I*= 
(M25) 

TWO INSULATOR 

(S581) SURFACE MOUNT 

(M13) 
CARD EXTENDER 

(S227) 
.150 X .500 

___ -----KEY BETWEEN CONTACTS 

/~-------- KEY IN CONTACT 

[~@~-----==~=-=="="IID=---"'"=-~E~~~~~~ 
~COUNTER SINK '~-----OPEN CARDSLOT 

(S711 ) 
/~----------- HIGH PROFILE KEY 

- - - - - --I 

1- - _1- - - __ I 

r----,.-y-~----'- r , 

~ 
-'-WITH OR WITHOUT STANDOFF 

CONTACT 10 IN WHITE ON SIDE 
CENTER STANDOFF 

150 STANDOFF (S 555) 

r-:-=-;-::---lr-rr----------, -,- - - - - - - -
_____ , (S396) 

, ' 
" ".---SLOTTED EARS 6 8 10 12 14 16 18 20 I \ _____ ~ 

OODOO 00 I I '--....:..::._..L..J.J __ ~ ____ _ --'- ~ __ _____ , 

(S125) 
UNTRIM 

(S24 AND S262) 
CONTACT 10 IN WHITE 

CONTACT POINT 
.140TO .170 FROM 

BOTTOM OF CARDS LOT 
(FIRST MAKE/LAST BREAK) 

BREAK BEFORE MAKE 
(SHORTING CONTACT) 

~ •• --- DAUGHTERBOARD 

- MOTHERBOARD 

(S826) 

.135 
FAX (619) 744-6081 



EDGECARDS 
HEADERS 

Tel 619 - 744 - 0125 
Fax 619 - 744 - 6081 

Post Office Box 189 • San Marcos, California 92079-0189 • U.S.A. 


