














































































































































































































































































































































































































Model 50-60-75-85 [29]

CABLES AND CONNECTORS 735

14-CABLE ASSEMBLY RH. m
12-CABLE ASSEMBLY L.H
L
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CABLES AND CONNECTORS 85

-133-

MECH. CODE

FE—CABLE ASSEMBLY RH
16-CABLE ASSEMBLY LH
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MECH. CODE [MECH. CODE
38 MEMORY PROTECTION 75/85 39 CARDHOLDING PLATEN
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DUAL LANGUAGE/DEAD KEY DISCONNECT

MECaﬁm

MANUAL VELOCITY

MECH. CODE

42
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MECH. CODE

MECH. CODE

PIN FEED PLATEN
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MECH. CODE

U.S. & W.T. PACKING PARTS

U.S. & W.T. PACKING INSTRUCTIONS i

PACKING INSTRUCTIONS
1. Fasten bumper (65-8) onto front of keyboard as shown if the bottom
cover is the molded plastic cover. Place top cover back on machine.
2. Move carrier to far left. Install foam pad over correction tape and ribbon
and partially under cover (65-7).
3. Fold the glare shield forward and the page-end indicator backward. Place
two pieces of tape across the acoustical hood.
. Place label next to switch (65-10).
. Place two pieces of tape over the center and bottom covers.
. Insert wedge (65-3).
. Insert keyboard wedge (65-9).
. Thread screws through holes in bottom cover.

o ~No oA

NOTE: If spacers are missing from machine, order four (4) each (65-2).

9. Tape bottom of carton together. Draw outer and inner flaps together as
closely as possible before sealing. Tape should extend over ends of carton
a minimum of 3.00” (76.2 mm).
10. Place bottom cushion in carton.
11. Place linecord under machine in void area, and place machine in cushion.
12. Place top cushion over machine.
13. To close top of carton, repeat step 9.
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IBM 50/60/75/85 Electronic Typewriter READER'’S
Adjustment Parts Manual COMMENT
Order No. SR-28-0088-0 FORM

You may use this form to communicate your comments about this publica-
tion, its organization, or subject matter, with the understanding that IBM
may use or distribute whatever information you supply in any way it believes
appropriate without incurring any obligation to you. Your comments will
be sent to the author’s department for whatever review and action, if any,
are deemed appropriate.

Note: Copies of IBM publications are not stocked at the location to which
this form is addressed. Please direct any requests for copies of publications,
or for assistance in using your IBM system, to your IBM representative or to
the IBM branch office serving your locality.

Thank you for your cooperation. No postage stamp is necessary if mailed in
the U.S.A. (Elsewhere, an IBM office or representative will be happy to
forward your comments or y ou may mail directly to the address given on
the next page.)
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Model 50-60-75-85 [29]

CAUSE OF FAILURE CODE CAUSE OF FAILURE CODE
Bent/Warped 01 Stripped 15
Binding/Sticking 02 Wiring Defective Or Routed Improperly 16
Broken/Cracked 03 Weak 17
Burned/Pitted/Burred 04 Worn 18
Jam-Paper/Tape/Card 05 No Trouble Found 19
Dirty/Contaminated/Corroded 06 Other 20
Loose/Solder Conn. 07
Lubrication 08 Operator Preference” 22
Noise (Mech.) 09 Sound Distortion 23
Off/Off Registration 10 Beat The Operation 24
Open 1 Flicking 25
Out Of Adjustment 12
Out Of Alignment 13 Noise Electrical 27
Shorted/Grounded 14 Low Contrast 28
New Defective Partt 30

*Operator Preference — Adjustment due to operator opinion which is not a malfunction of the machine.
tNew Defective Part — Part which failed at the time it was installed, or within 90 days thereafter.
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