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COMPUTING SYSTEMS 

2 
FIG. 20 is a portion of the logical diagram of ~h.e 

read-write, digit-cycle, word-cycle and subcommand llll-

Thomas P. Holloran, Brookville, and Patrick B. C~ose, 
Dayton, Ohio, assignors to The National Cash RegIster 
Company, Dayton, Ohio, a corporation of Maryland 

Original application Dec. 15, 1959, Ser. No. 859,598, now 
Patent No. 3,112,394, dated Nov. 26, 1963. Divided 
and this application Oct. 7, 1963, Ser. No. 314,094 

tiating circuitry; . . 
FIG. 21 is an additional portion of the logIcal dtagram 

5 of the read-write, digit-cycle, word-cycle and subcommand 
initiating circuitry; 

FIG. 22 is a logical diagram of the bit-counter; 
FIG. 23 is a logical diagram of the digit-counter; 

3 Claims. (CI. 340-172.5) FIG. 24 is a logical diagram of the high-order section 
lOaf the word-selecting register; 

The present ap'plication is a division of copending ap­
plication Serial No. 859,598, filed December 15,1959, by 
P. I3. Close et aI., (now United States Patent No. 3,112,-
394) and assigned to the same assignee as the pre.sent 15 
divisional application and related generally to a .unlque 
general purpose type of electronic digital ,computmg sys­
tem. 

With the ever increa<;ing enormity and complexity of 
record keeping and accounting systems in th~ busin~ss 20 
world of today, there is accordingly an ever ll1~l:eas~ng 
demand, by necessity, for the adaptation and u.tJlJzatl~:Jll 
of high-speed mechanization techniques compallble with 
such systems. Even though the installation of large scale 
data processors and electronic computing equip~ent has 25 
partially satisfied the needs of the larger busmes.s es­
tablishments, unfortunately they are not economIcally 
within the realm of practical usage by the smaller business 
establishments. Consequently, the long-telt need by small-
er businesses is yet to be satisfied. 30 

It is a primary object of the present invention to devise 
an ambiguous-word type computer which is capable of 
utilizin" in an extremely simple manner, an addres~ 
increm~nting and decrementing format for an internally 
stored program whereby a single instructio.n of the ¥ro- 3;) 

gram is capable of initiating a sequence of lIke operatIOns 
on a multitude of word significations. 

The features of the present invention which are believed 
to be novel are set forth with particularity in appended 
claims. The organization and manner of operation of 40 
the invention, together with further objects and advan­
tages thereof, may best be understood by . refere.nce to 
the following description taken in connectIOn with the 
accompanying drawings, in the several figures of which 
like reference characters identify like elements, and in 4[; 
which: 

FIGS. 1 and 2, when joined together at the dashed 
lines, form a simplified block diagram of the computer 
circuitry; 

FIG. 3 is a simplified block diagram of the adder-sub- 50 
tracter portion of the computer circuitry; 

FIGS. 4 thru 10 disclose the schematic circuit diagrams 
of all of the various building blocks utilized in construct­
ing the circuitry portion of the computer; 

FIGS. 11 and 12, when joined at the dashed lines, form 55 
a schematic circuit diagram of the coincident-current 
magnetic core memory; 

BG. 13 is a portion of the logical diagram of the 
a dde t"-SlI b tracter ci rcuitry; 

FIG. 14 is the remaining portion of the logical diagram 60 
of the adder-subtracter circuitry; 

FIG. 15 is a logical diagram of section-l of the in­
struction register; 

FIG. 25 is a logical diagram of the low-ordcr section 
of the word-selecting register and a logical diagram of 
of the Y-drivers; 

FIG. 26 is a logical diagram of the X and Y grounders; 
FIG. 27 is a logical diagram of thc memory sense 

amplifiers; . 
FIG. 28 is a logical diagram of the rack-readout cIr­

cuitry; 
FIG. 29 is a logical diagram of the R-counter; 
FIG. 30 is a logical diagram of a portion of the digit­

cycle initiating circuitry; 
FIG. 31 is a lo;;ical diagram of the K digit-register 

and associated circuitry; 
FIG. 32 is a logical diagram of the J digit-register 

and associated circuitry; 
FIG. 33 i, a logical diagram of the F-countcr and com-

pare circuitry; . 
FIG. 34 is a logical diagram of the instruction register 

transfcr circllitry' 
FIGS. 35 thru' 40 are logical diagrams of the various 

word-cycle, time-delay and subcommand initiating fiip­
flops; 

FIG. 41 is a logical diagram of the rack-stopping 
solenoids and flip-flops; 

PIG. 42 is a logical diagram of various solenoid con­
trol and light indicating circuitry; 

FIG. 43 is a portion of the logical diagram of the ledger 
card handling circuitry; 

FIG. 44 is an additional portion of the logical diagram 
of the ledger card handling circuitry; 

FIG. 45 is a logical diagram of the various timing 
dock and push-button control circuitry; 

FIG. 46 is a logical diagram of the magnetic recording 
reproducing and control circuitry; . 

FIG. 47 is a schematic diagram of a portIOn of the 
tape punch control circuitry; 

FIG. 48 is a timing chart illustrating the instantaneous 
logical states of the various control lines utilized during 
a memory read-write cycle of operation; 

FIG. 49 is a timing chart illustrating the instantaneous 
logical states of the various synchronizing clock lines; 

FIG. 50 is a timing chart illustrating the instantaneous 
logical states of the various control lines utilized during 
a magnetic recording and reproduction cycle of oper­
ation; 

FIG. 51 logically illustrates the various portions of the 
circuitry utilized by the computer in carrying-out an add­
pairs-of-numbers (APN) instruction. 

Inasmuch as the following descriplionof a physical em-

FIG. 16 is a logical diagram of the decoder portion of 
section-I of the instruction register; 

FIG. 17 is a logical diagram of the section-2 of the in­
struction register; 

bodiment of the present invention is of considerable length 
and complexity and is essentially divided into a multi­
plicity of separ;te sections, the various section headings 
are herein serially numbered and listed below in order to 
facilitate immediate reference to the various portions of 

65 the specification. 

FIG. 18 is a logical diagram of sections 3 and 4 of the 
instruction register; 

FIG. 19 is a logical diagram of section-5 of the in- 70 
struction register and the compare circuitry relating to 
sections 3 and 4 of the instruction register; 
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Before going into a detailed description of the indi­
vidual units making up the electrical circuitry of the 
computer shown by the block diagram thereof in FIGS. 

5 

4 
having its base connected to input terminal 651 and its 
collector connected to output terminal 652. The symbol 
for this type of inverter is the notation "II" enclo,ed by 
a circle, as shown at the bottom of the block. When a 
negative potential is applied to the base of transistor 650 
via input terminal 651, base current flows outwardly from 
the base thereof toward input terminal 651. ]f the col­
lector electrode of transistor 650 is connected to a nega­
tive potential via output terminal 652, emitter current 

10 flows from the emitter to the collector of transisor 650. 
Assuming a sufficient flow of base current, the resistance 
between the collector and the emitter becomes a verv low 
value, and, as a result, output terminal 652 is essel;tiaHy 
at ground potential, indicative of a TRUE signal. When 

15 either ground or a positive potential is applied to the base 
of transistor 650, the resistance between the collector 
and the emitter, and the resistance between the base and 
the emitter, are all of a substantially high value. Con­
sequently, the values of both the base and collector cur-

20 rents go essentially to zero, and the voltage at output 
terminal 652 is thereafter negative. 

Inverter (12) shown in FIG. 4B is substantially the 
same as inverter (11) of FlG. 4A, with the exception that 
the emitter electrode of transistor 650 is now returned 

25 to terminal 663 instead of ground potential. Inverter 
(13) of FIG. 4C is essentially the same as inverter (11) 
but is additionally provided with a clamping diode 653, 
connected between the collector of transistor 650 and bias 
terminal 654, to "clamp" the collector to the negative op-

30 erating potential at bias terminal 654. Inverter (14) is 
essentially the same as (11) but, additionally, has a drop­
ping resistor 659 in its output circuit. Inverter (IS) is 
essentially the same as (II) but is additionally provided 
with a dropping resistor 655 connected between the col-

35 lector of transistor 650 and bias terminal 656. (16) is sub­
stantially the same as (11), with dropping resistor 660 in 
its input circuit. (19) is substantially the same as (16) but 
further includes resistor 661, connected between the base 

1 and 2, there will now be described the building blocks 40 
with which these individual units and interconnections 
therebetween are constructed. A building block is here-

of transistor 650 and bias terminal 662, to insure that the 
transistor remains non-conductive when so rendered. In­
verlers (17), (I8), (110), and (112) through (116) are 
subslantially the same as (II), except that they are addi­
tionally provided with variolls combinations of bias drop-in defined as a structure which is basic to the operation of 

the individual units of the computing system, and is used 
repeatedly in the system for amplification, logic, or other 45 
control purposes. By establishing a set of building blocks 
and understanding the rules for their interconnection, 
such a complex computing system as that heretofore gcn­
erally described is more readily understood. The build-

ping resistors 655, 657, 658, and 661, clamping diodes 
653, aml input dropping resistor 660. (Ill) is substan­
tially the same as (IS), with dropping resistor 664 con-
nected between the emitter of transistor 650 and ground 
potential. Inverter (117) is substantially the same as 
(17), except for the addition of input coupling condenser 
667 and base resistor 668. The purpose of condenser 
667 is to provide a large surge current in order to over-

ing blocks that are of particular importance are in- 50 
verters, amplifiers, triggers, and logical circuits such as 
AND's and OR's, etc. drive the transistor momentarily, to decrease the rise time 

of the output signal and thus increase switching speed. 
(118) through (123) and (125) utilize varioLls combina-

2. Inverter building blocks 
The building block to be first described is the inverter, 

which, as the name implies, effects an inversion of the 
signal applied to the input thereof. In a transistor circuit, 
the grounder-emitter amplifier is capable of performing 
such an operation. Thus, in order for the inverter to per­
form such a task, it mnst produce an output signal that 
is "up" when the input signal is "down," or, stated an­
other way, it must produce a signal indicative of binary 
"one" upon the application of a signal to its input in­
dicative of binary "zero"; conversely, it must produce a 
binary "zero" signal upon the application of a binary 
"one" to its input. However, throughout the following 
description of the electrical circuitry of the instant com­
puter, for the purposes of clarity, when the output sig-
nal is "up"-i.e., substantially at or above ground po­
tential-it will be referred to as being 'TRUE," in­
dicative of a binary "one." However, when the output 
signal is "down"-Le., below ground potential at a po­
tential of approximately -6 volts, it will be referred to 
as being "FALSE," indicative of a binary "zero." 

With reference to FIG. 4A, there is shown a simple 
grounded-emitter type inverter comprising transistor 650 

55 tions of the dropping resistors, clamping diodes, and cou­
pling condensers previously described. ]n (124). diode 
671 keeps the base of transistor 650 substantially at 
ground potential until the potential at terminal 651 be­
comes negative to render the transistor conductive. In 

60 (126), bypass conductor 665, connected between collector 
and ground of the transistor, provides a short circuit to 
elimil13te or attenuate undesirable high frequencies. In 
(]27), condenser 672 and resistor 670, each connected be­
tween collector and base of transistor 650, provide an 

(i;) inverse feedback to limit the gain of the stage at high 
frequencies. In (128), condenser 666 and resistor 664 
provide a suitable negative feedback voltage proportional 
to emitter current to limit the gain of the inverter stage, 
and also provide a degree of temperature compensation 

70 thereof; resistors 655, 658, 668, and 670 provide the neces­
sary operating bias potentials thereto; condensers 665, 
672, and 680 function as filter condensers which remove 
unwanted extraneous signals; and condenser 667 functions 
as a coupling condenser which A.C. couples input ter-

75 minal 651 to the base of transistor 650. Inverter (129) 
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is essentially a conventional emitter-input grounded-base 
amplifier with a series dropping resistor 678 in its base 
circuit. 

3. Emitter-followa building blocks 

The next building block to be described is the emitter 
foHower, which gets its name from its vacuum-tube coun­
terpart, the cathode follower. The emitter follower type 
of amplifier provides power gain, has no phase inversion 
at low frequencies, has a slight attenuation of the input 
potential signal, and has a slight change in the D.C. level 
of the signal from input to output. With reference to 
FIG. 6, there are shown various types of emitter follower 
circuit configurations, each having a symbol which com­
prises the designation "E" normally followed by a nu­
meral and both designations encompassed by a circle, as 
shown at the bottom of each sub·section (a) through (k) 
of FIG. 6. 

As shown in sub-section (a), emitter-follower (E1) 
comprises a transistor 650 having its emitter returned to 
ground or reference potential through resistor 664. The 
collector is connected to bias terminal 656 to normally 
receive a suitable negative D.C. operating potential there­
from. Input terminal 651 is connected to the base. and 
output terminal 652 is connected to the emitter, of the 
transistor. 

In operation, if the input signal and consequently the 
base of the transistor are TRUE-Le., at ground poten­
tial-the transistor 650 is rendered substantially non-con­
ductive, and the output at terminal 652 is therefore sub­
stantiaHy at ground potential, or TRUE. However, when 
the input signal is FALSE-i.e., at a potential of -6 
volts-the transistor is rendered conductive, and the po· 
tential at output terminal 652 is substantially equal to the 
negative potential on the base. Thus, when the input 
is TRUE, the output is TRUE, and. when the input is 
FALSE, the oulput is FALSE. Emitter fo[]ower (E2) in 
sub-section (b) is essentially the same as (E1), with the 
exception that the lower end of resistor 664 is returned 
to bias terminal 663 instead of ground potential. In (E3), 
output terminal 652 is connected to the emitter of tran· 
sistor 650 through series dropping resistor 664. (E4) is 
substantially the same as (E2) but for the addition of 
resistor 673 between output terminal 652 and the emitter 
of the transistor. (E5) is essentially the same as (E3), 
with the addition of resistor 661 connected between the 
base of the transistor and bias terminal 662. (E6) is sub­
stantially the same as (E2) but for the addition of bias 
dropping resistor 655. (E7) is substantially the same as 
(E4), except that, in this instance, resistor 673 is now 
paralleled with bypass condenser 666. Emitter followers 
(E8) through (E10) and (El) utilize various combina­
tions of dropping and bias resistors and coupling and by­
pass condensers, as previously described. (EI), how­
ever, functions somewhat as both an inverter and an 
emitter follower in that an inverted output appears at out­
put terminal 674, while simultaneously an output potential 
appears at terminal 652 which is of the same polarity or 
phase as the input signal. 

6 
der to perform such logical operations, it is generally 
necessary to utilize nonlinear circuit elements, such as di­
odes and transistors and the like. 

With reference to sub-sections (a) through (g) of 
5 FIG. 5. there are shown various logical OR circliit con­

figurations. In (a). there is illustrated a logical OR 
building block of type (Dt) comprising a plurality of di­
odes 679. each having its cathode connected to the other. 
A "pull·down" resistor 690 is connected to the junction 

10 of the diodes 679 and to bias terminal 689. which nor­
mally has a negative D.C. operating pc>tential applied 
thereto. A plurality of input terminals, in this instance 
shown as 675 through 678. are individually connected to 
the anode of a different one of diodes 679. and output 

15 terminal 688 is connected to the junction of the diodes. 
In operation. if the input signal to anyone or all of 

terminals 675 through 678 is TRUE, or at a positive po­
tential, the corresponding diode in each instance is cc>n­
ductive, its internal impedance is reduced substantially to 

20 zero. and consequently the potential appearing at output 
terminal 6118 is substantially equal to the input potential. 
However. if the input signals to all of input terminals 
675 through 678 are each at a negative potential, the out­
put signal at terminal 688 goes negative via the negative 

25 potential at terminal 689 and resistor 690. However, the 
negative potential at terminal 688 is not permitted to go 
more negative than the least negative potential at one 
of input terminals 675 through 678. ThllS. it is evident 
that the output of a logical OR circuit is TRUE (or posi-

30 tive) if any of the input signals to terminals 675. 676. 677, 
or 678 is TRUE (or positive); the output is effectively 
FALSE only when all of the inputs are FALSE. The 
symbol med herein for a logical OR is circul~r segment 
design~tian having the represcntative input lines extend-

3;; ing through the helf-circle and terminating at tbe circum­
ference thereof. as illustrated at the bottom of each of 
sub-section~ (a) tbrough (g). 

Logical OR of type (D2), shown in (b) of FIG. 5, 
is substantially the same as type (Dt). hut for the aodi-

'10 tion of dropping resistor 691 connccted bctween the junc­
tion of diodes 679 and resistor 690. In (c), a type (e) 
logical OR comprises <1 plurality.of condemers 683, each 
connected to the other and connected to output terminal 
688. A plurality of input terminals. illustratively shown 

45 as 675 through 678, are each connected to the remain­
ing end of one of the condensers 683. In a tyre (CR) 
logical OR. the cendcnser 683 and the resistor 687 are 
each connected to output terminal 688, input terminals 
675 and 676 being individually connected to the remain-

50 ing end of the condenser and the resistor. Type (CRD) 
logical element is simibr to type (CR) except for the ad­
clition of diode 679 connected hetween resistor 687 and 
output terminal 688. Type (R) OR comprises but a 
single resistor 691 connected between input terminal 675 

55 and output terminal 688, and type (RDl) OR comprises a 
series-connected resistor 691 and diode 679, connected 
between input terminal 675 and output terminal 688. 

5. Logical "and" building blocks 

With reference to FIG. 7, there is illustrated a loeical 
AND building block of type (Dt) which compris~s a 
plurality of diodes 679, each having their anodes con­
nected together and connected to output terminal 6e8. 
A plurality of input terminals. illustratively shown as 675 

For the sake of simplicity and brevity, the preceding 
building blocks were discussed but briefly. However, for 60 
a more detailed and comprehensive description thereof, 
reference is made to the "Handbook of Semiconductor 
Electronics," by L. P. Hunter, published by McGraw-Hill 
Book Company, Inc., wherein many similar circuit con­
figurations are found. 65 through 678, are each individually connected to the cath­

ode of a different one of diodes 679. A "pull-up" re­
sistor 690 is connected to the junction of diodes 679 and 
to bias terminal 689, which is normally supplied with a 
suitable positive D.C. operating potential having a magni-

4. Logical or building blocks 

Performing logical operations is a well-known funda­
mental to the operation of a computer. The most basic 
logical operations are those of AND and OR. Even 
though many of the logical operations performed in dig­
ital computers are concerned with arithmetic operations 
such as addition, subtraction, division, and multiplication, 
herein many of the logical operations are assembled into 
decision-making and information-routing circuits. In or-

70 tude, in most instances. of 6 volts. 
In operation. when the input signal to each of the in­

put terminals 675 is TRUE-i.e., at zero or ground po­
tential-the output signal at terminal 688 goes substan­
tially to ground potential via the positive potential at bias 

75 terminal 689 and resistor 690. However, if anyone or 
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more of the input ~ignals goes FALSE (-6 volts), the 
corresponding diode is conductive, and, consequently, 
the output signal at terminal 688 is substantially at -6 
volts (FALSE). Therefore, it is seen that in a logical 
AND circuit, as just describcd, the output signal remains 5 
FALSE as long as anyone or more of the input signals 
are FALSE; the output signal goes TRUE only when all 
of the input signals go TRUE and at no other time. 

Type (D2) AND circuit shown in (b) is essentially 
the same as the (Dl) type except for the addition of 10 
dropping resistor 691 connected between the anodes of 
the diodes 679 and tbe output terminal 688. The (D3) 
type shown in (e) is substantially the same as the (D2) 
type but for the addition of bypass condenser 695 con­
nected in parallel with the dropping resistor 691. In the 15 
(D4) type of logical AND circuitry shown in (d), pull-
up resistor 690 has been omitted and replaceu with a cir­
cuit comprising tramistor 700, having its base connected 
to the junction of the diodes 679. The collector of the 
transistor 700 is connected to bias terminal 689, having 20 
a negative D.C. operating potential of approximately 6 
volts applied thereto. The emitter of transistor 700 is 
connected to output terminal 688 and is also connected 
to one end of resistor 701, the opposite end of resistor 
701 being connected to bias terminal 702 having a posi- 25 
tive D.C. operating potential of approximately 6 volts 
applied thereto. By the use of such an emitter follo\ver 
type amplifier essentially as a pull-up resistor, a power 
gain of the output signal results, the input and output sig­
nals thereto being at all times of the same polarity as pre- 30 
viously described with respect to the cmitrer follower 
type building blocks. 

The (D5) type AND circuit shown in (e) is substan­
tially the same as the (Dl) type except for the addition 
of bias resistor 692, connected betWeen input terminal 35 
675 and bias terminal 693, which has applied thereto a 
negative D.C. operating potential. The (DR) type AND 
shown in (f) is somew'hat different, in that resistor 696 
now constitutes the PUll-lIP resistor even though it is 
connected to one of the input terminals such as 675. In 40 
operation, if the input signal to either or both of input 
terminals 675 and 676 is FALSE (-6 volts), the signal 
at output terminal 688 is likewise FALSE. However, 
if the input signal to both of the input terminals is TRUE 
(ground potental), the signal at output terminal 688 is 4:; 
likewise TRUE, as in the logical AND circuits just de­
scribed. 

In (g) there is shown a resistor type of logical AND 
circuitry (Rl) which comprises a plurality of resistors 
696, each connected to output terminal 688 and having 50 
the remaining end thereof individually connected to one 
of a plurality of input terminals, illustratively shown as 
675 through 678. A pull-up resistor 690 is connected 
at one end to the junction of resistors 696 and is con­
nected at its remaining end to bias terminal 689, which 53 
has applicd thereto a positive D.C. operating potential. 
This particular type of AND circuitry, however, does not 
render a TRUE or FALSE output signal respectively rep­
resented by a zero or a negative potential. In this in­
stance, the TRUE or FALSE representation is by a posi- 60 
live or a negative output signal which is fed as an input 
signal to a suitable amplifier which re-establishes the pro-
per voltage levels therefrom; i.e., zero and minus poten­
tials indicative of TRUE and FALSE, respectively. 

The operation of the device is as follows: The variolls (ii) 

resistor values are properly chosen so that, when all of 
the input signals to terminals 675 through 678 are TRUE 
(ground potential), the output signal at terminal 688 is 
positive by an amount proportional to the resistor divider 
network. However, should anyone or more of the input 70 
signals be FALSE (negative), the output signal is also 
negative by an amount proportional to the resistor divider 
network, consequently FALSE also. AND circuit (R2) 
shown in (It) is substm1tially the same a, type (Rt) ex­
cept for the addition of dropping resistor 691 connected 75 

8 
between the junction of resistors 696 and output ter­
minal688. 

In (i) there is shown a transistor type logical AND 
(Tl) which utilizes a pair of transistors 700 and 709. 
Input terminal 675 is connected to the base of transistor 
700 through coupling condenser 703, whereas input ter­
minal 676 is connected to the base of transistor 709 
through series connected resistors 711 and 712. Bias re­
sistor 713 is connected to the junction of resistors 711-
712 and is connected to bias terminal 714, which has ap­
plied thereto a suitable positive D.C. operating potential. 
The base of transistor 700 is returned to ground potential 
through resistor 710 and is also connected to the collector 
thereof through parallel-connected resistor 704 and con­
denser 705. The emitter of transistor 700 is connected to 
the collector thereof through series-connected resistors 
707 and 708. The junction of resistors 707-708 is re­
turned to A.C. ground through condenser 706 and is con­
nected to bias terminal 689 through dropping resistor 
690 connected therebetween, bias terminal 689 having 
applied thereto a suitable negative D.C. operating poten­
tial. The emitter of transistor 700 is directly connected 
to the collector of transistor 709, whereas the emitter of 
transistor 709 is directly returned to ground potential. 
Output terminal 688 of the logical AND gate is directly 
connected to the collector of transistor 700. 

In operation, if the input signal at terminal 676 is 
sufficiently negative, transistor 709 is rendered conductive 
and thus presents a very low resistance from the emitter 
of transistor 700 to ground. Consequently, transistor 700 
functions in the same manner as a conventional "class A" 
inverter type amplifier such that A.c. signals of the proper 
frequency appearing at terminal 675 appear amplified and 
inverted at output terminal 688. However, if the input 
signal at terminal 676 is ground, transistor 709 is rendered 
non-conductive and thus appears as a very high resistance 
from the emitter of transistor 700 to ground. Conse­
quently, since no emitter current can flow through tran­
sistor 700, signals appearing at input terminal 675 are 
not amplified by transistor 700. Thus it is seen that, 
when input terminal 676 is negative, A.C. signals appear­
ing at terminal 675 appear amrlified and inverted at out­
put tcrminal 688; when input terminal 676 is ground, 
A.C. signals appearing at terminal 675 do not so appear 
as amplified and inverted at output terminal 688. 

Tn (j) there is shown a second type of transistor logical 
AND (T2), which also utilizes a pair of transistors 700 
and 709. Input terminal 675 is connected to the base of 
transistor 700 through coupling condenser 703, whereas 
input terminal 676 is connected to the base of transistor 
709 through series-connected resistor 71. The emitter 
of transistor 709 is returned through series-dropping re­
sistor 713 to bias terminal 714 having a suitable positive 
unidirectional operated potential applied thereto. The 
emitter of transistor 700 is returned to ground potential 
through a parallel-connected resistor and condenser net­
work 664 and 666, whereas the base of transistor 700 is 
returned through series-dropping resistor 710 to bias ter­
minal 689, which has a ,;uitable neg3tive unidirectional 
bias potential applied thereto. The collector of transistor 
700 is connected to bias terminal 689 through series-drop­
ping resistor 690 and is also connected to the collector of 
transistor 709 with both of the collectors of transistors 
700 and 709 being connected to output terminal 688. 

In operation, if the input signal at terminal 676 is 
TRUE, transistor 709 is rendered non-conductive and ap­
pears as a very high resistance from output terminal 688 
to ground. Transistor 700 normally is conductively­
biased ncar saturation in such a manner that output ter­
minal 688 is near ground potential. Thus, when positive­
going pulses appear at input terminal 675, they appear am­
plified and inverted at output terminal 688. However, if 
input terminal 676 is FALSE, transistor 709 is rendered 
conductive, and its collector current flows through resistor 
690 to bias terminal 689. This collector current is of 
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sufficient magnitude that, even though no collector cur­
rent were present in transistor 700, the potential at output 
terminal 688 is substantially ground. Thus, when posi­
tive-going signals appear at terminal 675, the resulting 
change in collector current of tr~nsistor 700 produces es­
sentially no appreciable change of potential of output ter­
minal688. Therefore, when input terminal 676 is TRUE, 
positive-going pulses at input terminal 675 appear as am­
plified and inverted at output terminal 688; however, when 
input terminal 676 is FALSE, output te[,minal 688 re­
mains essentially at ground potential, even though input 
positive-going signals appear at terminal 675. 

6. FFipflop alld lI1ultivibratnr bllifding bfocks 

The "flipflop" building block is normally composed 
of two inverters, as shown in FIG. 8, whi~h arc con­
nected in cascade with the input of each one being con­
nected to the output of the other. As shown in section 
(a) of FIG. 8, flipflop of the (Ft) type consists of two 
grounded emitter transistors 722 and 723 having input 
terminals 717 and 718 respectively connected to the base 
electrode, and output terminals 719 and 720 respectively 
connected to the collector electrode of tramhtors 722 and 
723. The ba,e of transistor 723 is connected to the 
collector of transistor 722 through par~lIel connected 
resistor 734 and condenser 735, whereas the base of 
transistor 722 is connected to the collector of transistor 
723 through parallel connected resistor 736 and con­
denser 737. The base of each of transi,:tors 722 and 
723 is returned to ground potential through resistors 729 
and 728, respectively, whereas the collector thereof is 
respectively conneckd through dropping resistors 725 and 
727 to bias terminals 724 and 726. which have npplied 
thereto a suitable negative llnidirection~.t operating po­
tential. 

10 
is applied from terminal 724 to the base of transistor 723 
via network comprising resistors 725, 734, and 728, and 
coupling condenser 735, to insure that transistor 723 
remains conductive. As before stated, insufficient base 

5 current is supplied to tramistor 722, and, consequently, 
transistor 722 remains non-conductive. Thus, the flip­
flop is now operating in the other of its two stable 
states. 

To summarize: When the input signal at terminal 717 
10 momentarily goes negative, the flipflop is triggered to one 

of its two stable states, so that the output at the terminal 
719 is TRUE (if not already TRUE) and the output at 
terminal 720 is FALSE; however, when the input to ter­
minal 718 momentarily goes negative, the flipflop is 

15 reset to its initial state, so that the output at terminal 
719 is now FALSE and the output at terminal 720 is 
now TRUE. If, for some reason, the input signals to 
both of terminals 717 and 718 simultaneously go mo­
mentarily negative, the flipflop will change state regard-

20 less of the state in which it was initially. 
In order to simplify the following description of the 

computer circuitry as much as possible, input terminal 
717 will hereinafter be referred to as the "reference in­
put," input terminal 718 the "prime inpllt," output ter-

25 minal 719 the "reference output," and output terminal 
720 the "prime output." 

In (c), flipflop of type (F3) is essentially the same as 
(Fl) with the omission of base resistor 728, whereas, 
in (e), flipflop of type (F5) is essentially the same as 

30 (Ft) with the omission of base resistor 729. In (b), 
(d), and (I), fiipflops of type (F2), (F4), and (F6) are 
essentially the same as flipflops (Fl), (F3), and (F5), 
respectively, except for the addition of clamping diodes 
731 and 733, which ~Ire lltilized to fix the OFF level of 

35 the collector voltages of transistors 722 and 723, respec­
tively, as heretofore stated, when the transistor is non­
conductive. In (g), flipflop of type (F7) is essentially 
the same as llipflop (Fl) ~vith the omission of coupling 
condensers 735 and 737. 

In order to describe a mode of operation, it will first 
be assumed that transi,[or 722 is nOIl-~onductive and 
transistor 723 is conductive. Thus, when the input sig-
nal to terminal 717 goes negative, transistor 722 is now 40 
rendered conductive, the internal impedance thereof drops 
essentially to zerO, and consequently the output signal 

With reference to (Ii), there is shown a "single-shot" 
type flipJlop (FS) which is somewhat of the same circuit 
configuration as (Fl), except that in (FS) there <lre 
omitted base resistors 728 and 729, resistor 736, prime 
input terminal 718, and refcrence output terminal 719. 

at terminal 719 is thereafter TRUE (i.e., at ground po­
tential). In addition, when transistor 722 is rendered 
conductive, the base of transistor 723 is momcntarily 
driven positive via coupling condenser 735, and, con­
sequently, transistor 723 is rendered non-conductive. 
Transistor 723 b~ing non-conductive, the output signal 
at terminal 720 is FALSE. A negative bias potential 
applied from terminal 726 to. the base of transistor 722 
via resistor divider network 727-736-729 insures tklt 
transistor 722 remains conductive when the input sigmll 
to terminal 717 is no longer present. Comequently, as 
terminal 719 is essentially at ground potential, very little 
base current is supplied to transistor 723 via resistor 734, 
and, as a result, transistor 723 remains non-conductive. 
Thus, the flipflop is now operating in one of its two stable 
states. It is to be noted at this point that during normal 
operation, a crystal diode, forming a part of a suitable 
triggering circuit, to be de~cribed later, is usually con­
nected in series with each of input terminals 717 and 718 
in such a manner that the states of both of transistors 
722 and 723 remain unchanged even though the input 
signals to terminals 717 and 718, via their re~pective 
triggcring circuit diode, effectively changes from FALSE 
back to a TRUE condition, respectively. In other words, 
the only time the states of transistors 722 and 723 change 
is only when the input signal to one of tbeterminals 717 
and 718 goes from TRUE to FALSE. Now, when the 
input signal to terminal 718 goes negative, tran"j;,tor 723 
is rendered conductive, the output <It terminal 720 is now 
TRUE, and the base of transistor 722 is momentarily 
driven positive and thereby renders transistor 722 non­
conductive. Tran;,i,tor 722 king non-conductive, the 
olltputat terminal 719 is FALSE, and a negative bias 

45 However, there have been added a bias resistor 739, 
connecting the base of transistor 722 with bias terminal 
738, which has a negative unidirectional operating po­
tential applic:d thereto, and a coupling condenser 752, 
coupling the base of transistor 722 to reference input 

50 terminal 717. 
The mode of operation of (F8) is not, however, as 

straightforward as the mode of operation of the just­
de"cribed flipfiops. In (F8), as a negative unidirectional 
bias potential from terminal 738 is normally maintained 

55 on the basc of transistor 722, it is normally conductive 
and thus maintains the base of transistor 723 substantially 
at ground potential via resistor 734. The base of tran­
sistor 723 being at ground potential, the transistor is there­
fore normally non-conductive, and, consequently, the 

60 prime output at terminal 720 is normally FALSE. How­
ever, when the reference input goes from FALSE to 
TRUE (i.e., at ground potential), the base of transistor 
722 is momentarily driven positive by condenser 752, and 
thus transi:otor 722 is immediately cut off and applies a 

05 negative potential spike via condenser 735 to turn on tran­
sistor 723. "Vhen transistor 723 is rendered conductive, 
the prime output at terminal 720 immediately goes TRUE. 
Since the charge on condenser 737 cannot change instan­
taneollsly, the base of transistor 722 is driven to some 

70 pmitive potential to maintain tr<lnsistor 722 non-conduc­
tive even though the input signal at terminal 717 is no 
longcrpresent. After a predetermined time delay, deter­
mined primarily by the discharge rate of condenser 737, a 
negatiVe bias potential again appears on the base of tran-

75 sistor 722 to render it conductive. When transistor 722 is 
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rendered conductive, the base of transistor 723 is momen­
tarily driven positive and thereafter maintained essentially 
at ground potential by resistor 734 to turn off transistor 
723, and thus the prime output at terminal 720 is again 
FALSE. 

To summarize: The prime output is normally FALSE; 
a positive-going reference input gives an immediate TRUE 
prime output; however, after a predetermined time delay, 
the prime output changes from TRUE back to FALSE. 

In section (a) of FIG. 9, there is shown a 50-kc. multi­
vibrator building block (MV1) which comprises two 
grounded-emitter transistors 722 and 723, each having its 
collector electrode respectively connected, through drop­
ping resistors 725 and 727, to bias terminals 724 and 726, 
which have negative unidirection opemting potentials 
applied thereto. The ,collector output of transistor 722 
is conne'cted to the base input of transistor 723 via cou­
'piing condenser 735. whereas the collector output of tran­
sistor 723 is connected to the base input of transistor 722 
via coupling condenser 737. The base of transistors 722 
and 723 are respectively connected through dropping re­
sistors 742 and 750 to bias terminals 741 and 749, each 
having a negative unidirectional operating potential ap­
plied thereto. The base of transistor 722 is connected to 
the cathode of crystal diode 748, whose anode is con­
nected to the junction of resistors 744 and 746. Resistor 
744 is ,connected at its opposite end to bias terminal 743, 
which has a positive unidirectonal operating potential ap­
plied thereto, whereas resistor 746 is connected at its op­
posite end to bias terminal 745, which has a negative uni­
directional operating potential applied thereto. 

The mode of operation of mllltivibrator (MVl) is as 
follows: When the circuit is first activated, the positive 
unidirectional operating potential at terminal 743 is the 
first to be turned on to apply a positive bias to the base of 
transistor 722. Therefore, when the negative bias poten­
tials at 724, 741, and 749 are simultaneously turned on, 
transistor 722 is rendered non-conductive, the reference 
output at terminal 719 is FALSE, and a negative potential 
spike is applied to the base of transistor 723 via coupling 
condenser 735 to cause transistor 723 to be conductive. 
When transistor 723 is rendered conductive, the prime 
output at terminal 720 is TRUE, and condenser 737 begins 
to charge to a potential substantially equal to the negative 
bias potential at terminal 741. When condenser 737 is 
sufficiently charged, the potential on the base of transistor 
722 is negative to the extent that transistor 722 is rendered 
conductive, the reference output goes from FALSE to 
TRUE, transistor 723 is rendered non-conductive, and 
consequently the prime output simultaneously goes from 
TRUE to FALSE_ When condenser 735 is sufficiently 
charged from the negative source at terminal 749, the 
base of transistor 723 is then negative to the extent that 
the transistor is rendered conductive, the prime output 
goes from FALSE back to TRUE, transistor 722 is ren­
dered non-conductive, and the reference output goes from 
TRUE back to FALSE- This sequence of events is re­
peated at a rate determined by the time constants in the 
charging and discharging paths of coupling condensers 
735 and 737. In the instant computer, multivibrator 
(MVl) operates at a frequency of 50 kilocycles_ 

In (b), multivibrator (MV2) is essentially the same as 
(MV1) except that bias resistors 744 and 746 and crystal 
diode 748 are omitted and replaced by coupling con­
densers 752 and 753 respectively connected to the base 
of transistors 722 and 723. A dropping resistor 754 is 
connected at one end to the junction of ,condensers 752 
and 753 and is connected at the remaining end thereof to 
input terminal 751_ 

5 

12 
puter, multivibrator (MV2) operates at a frequency of 
400 cycles per second. However, in order to synchronize 
the change of state of the output of (MV2) with a "'clock-
ing" network, to be described hereinafter, a "clocking" 
signal from such network is fed as the input to terminal 
751 of (MV2) and synchronization of the 400-cycle out-
put of (MV2) with the "clocking" network takes place. 

Assuming that transistor 723 has just been rendered 
conductive and transistor 722 has just been rendered non-

10 conductive, the base of transistor 722 is driven positive 
via condenser 737, as previously described, and condenser 
737 is now charging toward the negative potential at ter­
minal 741. At the same time, a rectangularly-shaped 
clock pulse at input terminal 751 causes positive-going 

15 and negative-going potential spikes to be superimposed 
on the potential appearing on the base of transistor 722 
in such a manner that, when the potential on the base of 
transistor 722 is approaching the value sufficient to render 
transistor 722 conductive, a succeeding negative-going 

20 potential spike, caused by the clock pulse at terminal 751, 
is sufficient to render transistor 722 conductive. Thus, 
even though the time period of (MV2) is much longer 
than that of the synchronizing clock pulse, the change of 
state of (MV2) takes place at the same time the clock 

25 input goes from TRUE to FALSE. 
The single-shot flipflop of type (F9), as shown in (c), 

comprises a pair of grounded emitter transistors 722 and 
723, whose collectors are individually returned to nega­
tive bias terminals 724 and 726 through dropping re-

30 sistors 725 and 727, respectively. The base of transistor 
722 is returned to ground potential through resistor 729 
ami is also connected to input terminal 717. The base of 
transistor 722 is further connected to the collector of 
transistor 723, whereas the base of transi,(or 723 is con-

35 necled to the collector of transistor 722 through series­
connected resistor 755 and condenser 735, the base of 
transistor 723 being further connected to a negative bias 
terminal 749. 

The mode of operation of flipflop (F9) is essentially the 
40 same as that of the previomly-described flipflop (F8). 

and, consequently, a further detailed description thereof 
is not deemed necessary. The essential difference be­
tween (F9) and (F8) is that in (£'9) the mode of trig­
gering is such that a momentary negative-going potential 

45 at input terminal 717 causes a change of state of the flip­
flop, whereas in flipflop (F8) a momentary positive-go­
ing potential at input terminal 717 callses a change of 
state thereof. 

Flipflop of the (FlO) type, as shown in (d). is of sub-
50 stantial identical circuit configuration with (F9), except 

for the addition of bypass condenser 756, which by­
passes to ground undesirable extraneous signals. Flip­
flops (Fll) through (F13) are essentinlly the same as 
the previously described flipfiops. The main difference is 

55 the addition of a third transistor 758, which is connected 
in series with the emitter circuit of transistor 722. In a 
sense, transistors 722 and 758 operate together in the 
form of a transistor type of logical AND circuitry, in 
that it is necessary for both to be conductive in order for 

60 the reference output to be TRUE. As is evident from 
the previolls description, this can happen only when the 
inputs to both of terminals 717 and 751 are simultane­
ously negative. Flipflop of type (FI4), shown in (h), 
is essentially the same as the previously described (Fl) 

65 type. except for the omission of base resistors 728 and 
729. Flipflop of type (F15) is essentially the same as 
flipflop of type (F8), except that in (F15) condenser 735 
is removed. 

Ignoring for the mOment condensers 752 and 753 and 70 
resistor 754, the mode of operation of multivibrator 
(MV2) is substantially the same as that of (MV1), the 
frequency of (MV2) being determined, as before, by the 
time constants in the charging and discharging paths of 
coupling condensers 735 and 737_ In the instant com- 75 

7_ Miscellaneous building block!> 

With reference to (a) and (b) of FIG. 10, there are 
shown two types of pulse-shaping triggering circuits 
(Tel) and (Te2) which are utilized to provide "spike­
type" triggering impUlses for the various flipflops, in (c) 
and (d) are simple resistor-condenser networks, and in 
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(f) is shown a resistor-condenser filter and biasing cir­
cuit which is used in conjunction with the various push­
button controls, all of which are to be further shown 
hereinafter. As the modes of operation of the various 
types of circuitry (a) through (d) and (f) are well known 
to those skilled in the art, a detailed description thereof 
is not deemed necessary for a full and complete under­
standing of the present invention. 

Tn section (g) of FIG. 10 there is shown a photocell cir­
cuit configuration (PCA) utilizing photocell 160 as the 
controlling element therein. In such circuitry, the anode 

14 
nal 803, which has a negative unidirectional operating po­
tential applied thereto. The emitter thereof is directly 
connected to output terminal 801 and is also connected 
through series dropping resistor 805 to bias terminal 804, 

5 which has a positive unidirectional operating potential 
appled thereto. The base electrode of transistor 802 is 
connected to one electrode of photoresistive element 806, 
whose remaining electrode is bypassed to ground potenti3I 
through condenser 807. The junction of condenser 807 

10 and photoresistor 806 is connected to the junction of 
resistors 808 and 809, remaining end of resistor 809 being 
grounded and the remaining end of resistor 808 being COll­

nected to bias terminal 810, which has applied thercto a 
of photocell 160 is grounded, and its cathode element is 
connected to output terminal 793. The cathode of photo­
cel1160 is also connected through dropping resistor 797 to 
bias terminal 796 having a positive unidirectional oper- 15 
ating potential applied thereto. The anode of crystal 
diode 795 is connected to the junction of output terminal 
793, resistor 797, and photocell 160. Its cathode is by­
passed to ground potential through condenser 799. The 
cathode of diode 795 is also connected to input terminal 
792 through dropping resistor 794, and resistor 800 is con­
nected between input terminal 792 and ground potential. 

negative unidirectional operating potential. 
The mode of operation of photocell pre-amplifier 

(PCPA), again, is somewhat similar to the mode of opera­
tion of (PCA), previously described. When photoresistor 
806 is exposed to radiant energy from a suitable light 
source, its internal resistance becomes a very low value, 

20 and, consequently, a negativcpotential is applied to the 
base of transistor 802, so that the output potential at 
terminal 801 is substantially that which appears on the 
base thereof, all in the same manner as previously de­
scribed with respect to emitter-follower (E2) shown in 

As will be seen later, input terminal 792 is adapted to be 
selectively "open-circuited" or "short-circuited"; when 
open-circuited, the resistance between terminal 792 and 
ground is determined by the value of resistor 800, whereas, 
when short-circuited, the resistance between terminal 792 
and ground is zero. 

The mode of operation of (PCA) is somewhat straight­
forward. Assuming that terminal 792 is open-circuited 
and photocell 160 is non-exposed to the radiant energy 
from light source 164, the internal resistance of photo­
cell 160 is at a maximum value such that the output po­
tential at terminal 793 is at a maximum positive level. 
However, when photocell 160 is exposed to the radiant 
energy from light source 164, its internal impedance is 
decreased to a low value, and, consequently, the output 
at terminal 793 is decreased to a smaller value of posi­
tive potential. As will be seen later, the output from 
terminal 793 is normally fed as an input to a previously 
described inverter type amplifier which establishes the 
proper TRUE and FALSE logic signal levels in a well­
known manner. The value of resistor 797 is properly 
chosen so as to be substantially greater than the value of 
resistor 794. Consequently, when input terminal 792 is 
short-circuited to ground potential, the output signal level 
at terminal 793 drops essentially to zero potential whether 
or not photocell 160 is exposed to light source 164. 

With reference to FIG. IOe, a second type of photo­
cell circuit configuration includes a transistor 650 having 
its emitter electrode connected to output terminal 652 
and having its collector electrode connected through 
dropping resistor 655 to bias terminal 656, which has a 
negative unidirectional operating potential applied there­
to. The base electrode of transistor 650 is connected to 
the junction of the anode of photocell 681 and bias drop­
ping resistor 661, the opposite end of resistor 661 being 
connected to bias terminal 662, which has a positive uni­
directional operating potential applied thereto. The cath­
ode of photocell 681 is connected directly to bias terminal 
684, which has a negative unidirectional operating po­
tential applied thereto. 

The mode of operation of such a circuit configuration 
is as follows: When photocell 681 is non-exposed to 
radiant energy, so that its resistance is at a maximum 
value, the potential on the base of transistor 650 is at a 
maximum positive value, and transistor 650 is thereby 
rendered non-conductive. However, when photocell 681 
is exposed to radiant energy, its resistance is reduced to 
a substantially low value, so that a negative potential 
from terminal 684 is applied to the base of transistor 650 
and thereby renders transistor 650 conductive. 

In section (h) there is shown a photocell pre-amplifier 
circuit configllration (PCPA) which comprises a transistor 
802 having its collector electrode connected to bias tenni-

25 section (b) of FlG. 6. However, when photoresistor 
806 is not exposed to radiant enel'gy, transistor 802 is 
virtually non-conductive, and the polarity of the output 
potential at terminal 801 is positive. As before stated 
with respect to .photocell network (PCA), the output at 

30 terminal 801 appears as an input to a suitable amplifier 
which establishes the proper TRUE and FALSE logical 
signal levels. 

With reference to section (i) of FIG. 10, there is il-
1ustrated a "peak-detector" circuit configuration (PD) 

35 which is utilized to detect the .peaks of negative-going im­
pulses, the reasons for which will become more apparent 
hereinafter. Such a detector comprises a grounded­
emitter transistor 813, whose collector electrode is con­
nected to output terminal 812 and is also connected 

40 through dropping resistor 815 to bias terminal 814, which 
has a negative unidirectional operating potential applied 
thereto. The base input of transistor 813 is returned to 
ground potential through series-conected resistors 816 and 
817, and is also connected to one end of a paralIel-

45 connected condenser and resistor network 818-819. The 
opposite end of the condenser-resistor network 818-819 
is connected to the anode of crystal diode 820, whose 
cathode is coupled to input terminal 811 through con­
denser 825. The junction of condenser 825 and crystal 

50 diode 820 is connected through series-connected resistors 
822 and 823 to bias terminal 824, which has a positive 
unidirectional operating potential applied thereto. Fi­
nalIy, a resistor 821 is connected between the junction 

55 of 'resistors 822-823 and the junction of resistors 816-817. 
The relative values of the various resistor components 

are properly chosen so that a relatively small-valued 
positive bias appears on the base of transistor 813 to 
render the transistor normally non-conductive, so that the 

60 output at terminal 812 is normally FALSE (i.e., negative). 
However, a positive bias of slightly greater value appears 
on the cathode of crystal diode 820 to "back-bias" and 
thereby render diode 820 non-conductive. Thus, when 
the leading slope of a negative-going impulse appears at 

6;'i input terminal 811, crystal diode 820 remains non­
conductive until the leading slope reaches a predetermined 
threshold level, thereby preventing any undesirable low­
level noise impulses from entering the system. However, 
afte'r the leading slope of the negative-going impulse ex-

70 ceeds the negative threshold level, diode 820 is rendered 
conductive, the incoming impulse .is differentiated, and the 
negative-going potential "spike," derived from the differ­
entiation, is applied to the base of transistor 813 and si­
multaneously begins ,to charge condenser 818. When 

75 the negative-going spike is applied to the base of transistor 
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813, the transistor is rendered conductive, and the output 
at terminal 812 is thereafter TRUE. However, when the 
peak of the negative-going impulse begins to appear at 
terminal 811, the slope of the impulse is now much less 
than before, so that condenser 818 begins to discharge and 
thereby decreases the magnitude of the negative bias po­
tential on the base of transistor 813. When the peak of 
the incoming impulse appears at terminal 811, its slope 
being zero, condenser 818 is now fully discharged, and a 
positive bias is applied to the base of transistor 813 to 
render the transistor non-conductive. As a result, the 
output at terminal 812 reverts from a TRUE condition 
back to a FALSE condition at a time coincidental with 
the arrival of the negative peak of the incoming impulse. 

During operation of the memory of the present com­
puter, it was found that, when the ambient temperature 
of a ferromagnetic memory core is increased above normal 
room temperature, less drive current is needed to "switch" 
the core from one stable state of magnetic remanence to 
the other. Conversely, when its operating temperature 
is decreased, a drive current of greater magnitude is neces­
sary. Conscquently, means are provided for automat­
ically increasing and decreasing the drive current to the 
memory, depending upon whether its temperature has re­
spectively decreased or increased above nominal room 
temperature. 

With reference to the final building block in section 
(j), there is shown a temperature-compensated current 
regulator (TCCR) which comprises a current control sec­
tion 840, a regulator section 841, and a "dummy load" 
voltage section 842. The current control section 840 com­
prises a transistor 827, whose base is connected to the 
anode of a Zener diode 833, the cathode of diode 833 
being returned to ground potential. The emitter of tran­
sistor 827 is connected to terminal 867 and is also re­
turned to ground potential through resistor 835. The 
collector and base electrodes of transistor 827 are re­
spectively returned to bias terminal 832 through resistors 
831 and 8,34, bias terminal 832 having a suitable negative 
operating potential applied thereto. Two series-connected 
thermisters 829 and IBO are connected between terminal 
868 and ,ground potential, whereas resistor 836 is con­
nected between terminal 868 and the anode of Zener diode 
837, the cathode of diode 837 being returned to ground 
potential. A dropping resistor 838 is connected between 
the junction of resistor-diode 836-837 and bias terminal 
839, which has a suitable negative unidirectional operating 
potential applied thereto. 

Regulator section 841 comprises a transistor 828 hav­
ing its collector electrode connected to terminal 867, 
the base electrode connected to terminal 868, and the 
emitter electrode connected to the base of transistor 844. 
The emitter of transistor 844 is returned to ground poten­
tial through resistor 849 and also through series-con­
nected resistor 850 and potentiometer 851. The collec­
tor of transistor 844 is connected to output terminal 843 
through dropping resistor 845, and is also connected 
through dropping resistor 846 to the anodes of parallel­
connected crystal diodes 847 and 848. Each cathode of 
diodes 847 and 848 is connected to terminal 869, which 
is bypassed to ground potential by means of filter con­
denser 860. 

The dummy-load voltage section 842 of the current 
regulator comprises transistor 852, whose emitter is con­
nected to terminal 869 and is also returned to ground 
potential through resistor 859, which is bypassed by con­
denser 866. The collector of transistor 852 is connected 
through dropping resistor 857 to bias terminal 856, which 
has a suitable negative unidirectional operating potential 
applied thereto. The base of transistor 852 is connected 
to the emitter of transistor 853 and is also connected 
through dropping resistor 855 to bias terminal 854, which 
has a negative unidirectional operating potential applied 
thereto. The collector of transistor 853 is directly con­
nected to bias terminal 865, which has a negative uni-

16 
directional operating potential applied thereto, whereas its 
base is connected to the movable arm of potentiometer 
861. One end of potentiometer 861 is returned to ground 
potential through resistor 862, and its opposite end is con-

6 nected through resistor 863 to bias terminal 864, which 
has a negative unidirectional operating potential applied 
thereto. 

During operation, thermisters 829 and 830 are physi­
cally positioned in close proximity to the memory matrix, 

10 and, being in such contiguous relationship with respect to 
the ferrite cores of the memory, the resistance of each 
thermister either increases or decreases in response to 
a corresponding decrease or increase of the operating 
temperature of the memory cores. Zener diode 833 

16 maintains a regulated bias potential of approximately 
-6 volts on the base of transistor 827, and, as transistor 
827 is being operated as an emitter follower type ampli­
fier, a regulated collector bias potential of approximately 
-6 volts is also applied to the collector of transistor 828, 

20 which is likewise operating as an emitter follower type 
amplifier. Zener diode 837 maintains a regulated bias 
potential of approximately -6 volts at the junction of 
resistors 836 and 838. Consequently, the variation of 
bias potential on the base of amplifier 828 is dependent 

25 solely upon the combined values of the resistances of 
thermisters 829 and 830, which, in turn, are dependent 
upon the operating temperature of the computer memory. 
Therefore, it is evident that the negative bias voltage on 
the base of transistor 844 is likewise dependent primarily 

30 upon the operating temperature of the computer memory. 
During operation of the computer, there are times 

when there is no information either being "stored" or 
being "read Ollt" of memory. Consequently, there are 
times when transistor 844 is not supplying any drive 

35 current to the memory. Due to the fact that the "alpha 
cutoff" characteristic of transistor 844 is less than one 
megacycle, its switching speed is not sufficient for the 
desirable switching requirements of the ferrite cores. 
Therefore, transistor 844 is maintained conductive at all 

40 times, and its output current is switched to the ferrite 
cores, when needed, or is adsorbed by dummy load 842, 
as the situation dictates. 

The two emitter follower type amplifiers 852 and 853 
of dummy load 842 function together essentially as a 
600 rna. low impedance bias supply and provides a bias 

45 potential of approximately -8.5 volts at terminal 869, 
depending upon the setting of potentiometer 861, which 
adjusts the magnitude of the output voltage. Under the 
condition in which the various memory "driver" and 
"grounder" amplifiers, which are to be described in detail 

50 hereinafter, are non-conductive, diodes 847 and 848 are 
biased in the forward direction by the negative potential 
at terminal 869, and, consequently, the drive current, 
delivered by transistor 844, passes through diodes 847 
and 848 and is adsorbed by the dummy load. However, 

55 when the memory drivers and grounders are rendered 
conductive, the collector bias voltage on transistor 844 
becomes approximately -10 volts and, consequently, is 
then more negatiVe than the bias voltage at terminal 869. 
Therefore, diodes 847 and 848 are rendered non-con-

00 ductive and prevent any further drive current from flow­
ing therethrough. As a result, all of the drive current 
supplied by transistor 844 flows from terminal 843 and 
is delivered to the memory drivers and grounders. 

The emitter bias on transistor 844 is adjusted by 
05 potentiometer 851 so that a "half-select" drive current 

of approximately 170 rna. is delivered thereby at a core 
operating temperature of 30 degrees centigrade. How­
ever, due to the action of thermisters 829 and 830 as 
previOUsly described, the base bias on transistor 844 is 

70 automatically adjusted so that a range of "half-select" 
drive currents of from approximately 145 rna. at a tem­
perature of 50 degrees centigrade to approximately 210 
rna. at a temperature of 20 degrees centigrade is supplied 
to the memory cores via the driver and grounder ampli-

75 fiers. Due to the fact that transistor 844 is operating 
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as a class A amplifier, a constant current is supplied 
thereby at a given temperature even with changing load 
conditions thereon. Thus it is seen that transistor 844 
is continually supplying a constant current for a given 
temperature, which current is automatically switched 
from the memory drivers and grounders to the dummy 
load, and the magnitude of current not varying substan­
tially with a switching of loads. 

In the instant computer, it is necessary to utilize three 
such constant-current regulators: one is utilized to supply 
half-select drive current to the ferrite cores located in 
addresses A and B of the memory; one is utilized to 
supply half-select drive current in the X direction through 
the memory cores located in each of the forty rows; and 
the other is utilized to supply half-select drive current in 
the Y direction through memory cores in addresses ¢cp 

through 99. all of which will be described in detail here­
inafter. However, to avoid the necessity of constructing 
three identica I temperature-compensated current regula­
tors, as just described, it has been found expedient to 
construct but a single current regulator which is sub­
stantially identical to the one shown and described, with 
the exception that three identical regulator sections 841 
are utilized instead of one, and all three are connected 
in parallel at terminals 867, 868, and 869. Output termi­
nal 843 of each of the three regulator sections is con­
nected to one of lines "CRA," "CRX," and "CRY" 
shown in FIGS. 20 and 26. However, for the sake of 
simplicity of description and illustration, each of the 
temperature-controlled current regulators 7000, 7001, and 
7002 is illustrated a,~ separate units even though, in fact, 
all are part of a composite unit as just described. 

8. Magnetic core memory 

As previously mentioned, binary information is mag­
netically stored in the computer in a ferrite core memory. 
The core memory consists of a muliplicity of toroidally­
shaped cores which possess a substantially square mag­
netic hysteresis-loop characteristic. Each core has an 
outside diameter of .080 inch and an inner diameter of 
.050 inch, and is approximately .025 inch thick. It is 
well known to those skilled in the art that, due to the fact 
that the ferrite core possesses a substantially square 
hysteresis-loop characteristic, it therefore has two stable 
states of magnetic remanence, each of which is respec­
tively indicative of a binary "one" and a binary "zero." 
If a current-carrying conductor is threaded through the 
hole in the core, current in one direction through the con­
ductor causes the core to be permanently magnetized in 
one direction, whereas current flow in the opposite direc­
tion through the conductor causes the core to be perma­
nently magnetized in the opposite direction. Thus, a core 
is permanently magnetized in one direction or the other, 
depending upon the direction of current flow in the conduc­
tor threaded through the hole in the core. To summarize, 
when a core is magnetized in 'One direction, it represents 
a binary "one," and when the core is magnetized in the 
other direction it represents a binary "zero." Four cores 
are utilized as a group to collectively represent a single 
decimal digit, although, with the use of the binary form 
of notation, each group of four cores could possibly rep­
resent a number from "0" to "IS." However, in the 
present computer, only the numbers "0" through "9" are 
actually stored in the memory. 

In order to reverse the magnetic remanence of the core 
from a binary one t'O a binary zero notation, or from a 
binary zero to a binary one by reversing the direction of 
magnetization thereof, a magnetomotive force of approx­
imately three hundred and sixty milliampere turns is re­
quired at 25 degrees centrigrade. This is obtained by the 
equivalent of passing 360 milliamperes of current through 
a single conduct'Or threaded through the aperture of the 
core. A magnetomotive force of one-half this value-i.e., 
180 milliampere-turns-does not appreciably disturb the 
magnetic remanence of the core. 

18 
After a core has been magnetized in a predetermined 

direction to represent a binary "one" or a binary "zero," 
it remains in that state of magnetic remanence indefinitely. 
The magnetic remanence state of the core is reversed only 

5 by a "full-amplitude" current impulse passing through tk 
conductor threaded through the core. However, at Cer­
tain predetermined times, it is necessary to "read" or 
determine the state of magnetic remanence of each core. 
Therefore, an additional conductor or "sense wire" is alsLl 

10 threaded through the core aperture, so that, whenever the 
magnetic state of the core is changed from a binary "zero" 
to a binary "one" representation, or from a binary "one" 
to a binary "zero" representation, a voltage impulse is 
induced in the "sense wire" indicative of the reversal of 

15 magnetic remanence of the core. Thus it is seen that an 
impUlse is induced in the "sense wire" only when the 
magnetic state of the core is reversed. In order to deter­
mine whether a particular core has been previoLlsly mag­
netically conditioned to represent a binary "one" or a 

20 binary "zero," a full-amplitude current of approximately 
360 milliamperes is sent through the first-mentioned con­
ductor in a direction to "set" the core to a binary "zero" 
representation. However, if the core had been previously 
set to a binary "zero" representation, a voltage impulse is 

25 not induced in the "sense wire." However, if the core 
was previously in a binary "one" representation, its nug­
netic remanent state is rev·ersed, and, consequently, a 
voltage impulse is induced in the "sense wire" indicative 
of the reversal of the magnetic state of the core. After 

30 the magnetic state of the core is sensed. however, its mag­
netic state is immediately thereafter indicative of a binary 
"zero" representation regardless of its initial state. It is 
therefore necessary to restore the core to its original mag­
netic state normally by sensing a full-amplitude current 

35 impulse through the first-mentioned conductor to set the 
core back to a binary "one" representation if the core 
was previously in that particular state. 

The core memory, utilized by the instant computer, has 
a capacity of one hundred ten-decimal-digit numbers 

4.0 which are hereinafter termed "words." Due to the fact 
that a negative word is stored in the memory as a posi­
tive complement, there is no need for a binary sign bit, 
as is conventional in most computers. A word is selec­
tively stored in the memory in one of a hundred different 

45 locations which are called "addresses" and which are 
numbered from cp¢ through 99. In addition to the one 
hundred normal addresses, there are two additional ad­
dresses labeled A and B. The words stored in addresses 
¢cp through 99 not only represent arithmetic data, but also 

50 represent "instructions" which are utilized by the com­
puter to dictate the sequence of operations therein. The 
words previously stored in addresses ¢¢ through 99 of the 
memory may be changed by instructions given by the 
computer; however, the words located in addresses A and 

GG B are used by the computer to store intermediate results 
during arithmetic computations and cannot be changed 
directly by instructions. 

With reference to FIGS. 11 and J 2, there is schemat­
ically shown the ferrite core memory utilized by the 

GO present computer. Such a memory comprises four thou­
sand and eighty type N-400--0RO ferrite cores at present 
manufactured by the assignee of the instant application. 

The ferrite cores of the memDrv are selectively ar­
ranged in a pattern of rect~lnglll:Jrly-shaped cor.fi~ura· 

G;; tion having one hundred two veriical .:olumns and forty 
horizontal'rows thereof. The first ore hundred col­
umns, as viewed from left to right. respectively repre­
sent memory address locations ¢Of through 99. whereas 
the two remaining rightmost columns respectively repre-

70 <ent address locations A and B. In each of the columns. 
from the tOT'most to the bOH01l1ll10st core. the forty cores 
are arranged in a s~lCcession of ten groups, with each 
group containing fOllr coree. E~('h group of four cores 
is repre~entative of a decimal digit or a predetermined 

73 order, wherea'; ali of the groups of a particll1:ir column 
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collectively represent all of the orders of a word ten 
decimal digits in length. Each of the ten successive 
decimal digits of the wo'rd located in any address is re­
spectively identified as the "first-order" digit through the 
"tenth-order" digit, where the first order is the lowest or I> 
"penny" digit and the tenth order is the highest order 
digit of the number or word. The four cores used to 
store the first-order digit of a word which is residing in 
an address in the memory are located in the first row 
through the fourth row, counting from bottom to top. 10 
The four cores used to store the second-order digit of 
the word are located immediately above in the fifth 
through the eighth rows; in the drawing, only the fifth 
and eighth rows are shown, rows six and seven being 
omitted for the sake of simplicity. The fOllr cores used 15 
to store the third-order digit are located immedi3tely 
above in rows nine through twelve, where rows nine and 
twelve are the only ones illustrated, rows ten and eleven 
being omitted for the reasons just mentioned. The lo­
cation of each higher-order digit progresses upward, as 20 
just described, so that the tenth or highest-order digit 
is located at the top of the column in the last four rows 
shown; i.e., thirty-seven through forty. Therefore. it is 
seen, the maximum storage in each memory address is a 
ten-digit number which will hereinafter be called a 21> 
"word," the lowest-order digit thereof being located at 
the bottom of each address and the highest-order digit 
thereof being located at the top of each address. 

As the instant computer utilizes the well-known 
"binary-coded decimal-digit" system of numerical rep- 30 
resentation, each of the fOllr core~ in a group making up 
a particular order decimal digit of the word is known as 
a "binary-bit." The binary-bits are consecutively 
labeled (a), (b), (c), and (d), where bit (a) is the 
lowest-order bit represented by the magnetic state of the 35 
cores located in rows #1, #5, #9, and #37, and bit 
(d) is the highe'it-order bit represented by the magnetic 
state of the cores located in rows #4, #8, # 12 ... 
and #40. As previously mentioned, each group of four 
cores is capable of represcnt<lting a particular order nu- (0 
merical digit having a value from ''0'' through "9." For 
example, to represent a decim~ll digit having a value of 
"0," all of the fOllr cores in a group ,Ire selectively ~ct 
to binary bit representations (0000): for a decimal digit 
having a v<llue of "I," the cores are set 10 (0001) binary "1.'; 
bit representations: a decimal digit having a value of h2," 
the cores are set to bit representations (0010): a "3" is 
represented by (0011); "4" by (0100): "5" by (0101): 
"6" by (OlIO): "7" by (0111); "'8" by (l000); and 
finally, to represent a decimal digit having a value of 51) 
"9," the cores are sequentially set to binCiry bit repre­
sentations (100 I). 

To illustrate, supposing that the word 0000000695 is 
stored in memory at address ¢</>. In the leftmost verti-
cal column, the four lowermost cores, indicated by ref- .).) 
erence nnmerals 885 through 888, are respectively con­
ditioned to collectively represent binary bits (010 I) in­
dic3tive of the first-order digit "5." In other words, core 
885, representative of binarv bit "a," is set to binary 
"1"; core 886, representativ~ of bin3ry bit "/;," is also 60 
set to binary "0"; core 887, representative of binary bit 
"e," is set to binary 'T'; and" finally, core 888, repre­
sentative of bit "d," is set to binary "0" representation. 
Collectively, the magnetic state of cores 885 through 
888 represents the penny digit "5." The next group of G;; 
four cores, located directly above group 885 through 
888, are set to binary bit representations (100 I) and 
collectively represent the second-order decimal digit 
"9." The next group of four cores are sct to bina~ry 
bit representations (0110). collectively representing the 70 
third-order decimal digit "6." All of the remaining 
cores in address ¢¢ are individually set to binary "0" 
representations. Thus, with the non-significant decimal 
digits, removed, the word becomes "695." 

In one mode of operation, when a column of cores is 75 

23 
to be "read out" to dctermine the word stored in that 
particular memory address, the cores are seqllentially 
read, one at a time, starting with the core at the bot­
tom of the address and conclllding with the core at the 
top of the address. For example, in address ¢¢, core 885 
is read first to produce the binary value of bit "a" of 
the first-order digit; core 886 is read next to produce 
hit "h" of the first-order digit; core 887 is read next 
to produce bit "e"; and core 888 is next read to produce 
bit "d" of this digit. The next fOllr bits, representing 
the second-order digit, are successively read out, and 
the remainder of the bits for sllccessive higher-order 
digits are thereafter sequentially read out in the same 
seqllence, concluding with bit "d" of the tenth-order deci­
mal digit. 

After a core has been read out, it is generally desired 
to restore the core to its original magnetic state as be­
fore being read. That is, after each bit-representing core 
is read out, if the core was originally set to represent 
a binary "1," the core is returned to the "1" state fol­
lowing reading thereof. Therefore, following the reading 
of each bit, a predetermined unit of time is permitted 
to lapse before the next bit is read OLlt; it is during this 
time lapse that the core, just read, is returned to the 
"1" state if it had previously been set to that state. 

For the sake of simplicity of the following description, 
the vertical or column orientation of the memory will 
hereinafter be termed the Y dire·ction, and the horizontal 
or row orientation will hereinafter be termed the X di­
rection. 

Even though, in reality, each of the memory cores has 
five conductors threaded therethrough for purposes to be 
more flllly described hereinafter, only three of these 
conductors are to be considered at this time in describing 
a mode of operation of the memory in terms of the elec­
trical schematic diagram thereof shown in rIGS. II and 
12. The first of the three just-mentioned condllctors is 
a "sense winding" 871, which stans at terminal 872 at 
the lower left corner of the memory and is alternately 
threaded through each row of cores bounded by addresses 
¢¢ through 99. As shown, sense winding 871 is su~ces­
.'iively threaded from left to right through all of the corcs 
of the first row, is threaded from right to left throur;h 
the cores of the second row, from left to right through the 
third row, and alternately continues on from row to row. 
Finally, sense winding 871 is thr·eaded from right to left 
through the topmost or fortieth row of cores, and termi­
nates at terminal 873. All of the cores in addrcss </>rj; arc 
threaded in the Y direction by common current-carry­
ing conductor 878, which is shown positioned to the left 
within the apertures thereof. Also, all of the core"~ lo­
cated in the first row bounded by address ¢¢ and address 
B are threaded in the X direction by a common current­
carrying conductor 879, which is shown centrally posi­
tioned within the apertures thereof, address B being the 
rightmost one of the memory addresses. 

It will now be assumed that it is desired to read alit 
the contents of address ¢<P. Thus, in order to read bit 
"a" of the first-order decimal digit of the word stored in 
address ¢¢, a half-amplitude or "half-select" current im­
pulse is delivered to conductor 878, and, simultaneously 
therewith, a half-select current impulse is present in COIl­

ductal' 879. The two half-.,elect impul5Cs are in snch di­
rections that the magnetomotive forces associated there­
with are additive in the region of core 885, with the re­
sultant force being of sufficient magnitude to magnetically 
saturate the core in a direction indicative of a binary 
"zero." Due to the fact that core 885 is the only core in 
the entire memory that has received the necessary mag­
netomotive force to cause a reversal of its magnetic state, 
all of the remaining cores essentially remain magnetically 
undisturbed. It is known that whenever the state of 
magnetic remanence of anyone of the memory cores is 
reversed, a voltage impulses is induced thereby in sense 
winding 871. However, due to the fact th~t in the pres-
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ent memory only one core at a time is sensed, there is no 
ambiguity as to which core W,IS responsible for the im­
pulse induced in the sense winding. 

22 
through ench of the cores of the memory; each of the four 
wires transmits current in only one direction, ns will be 
shown hereinafter. The fifth wire through memory cores 
in addresses ¢¢ through 99 is sense wire 871, heretofore 
describeJ. A separate sense winding 891, which origi­
nates at terminal 892 nnd terminates at terminal 893, is 
alternately threaded. in one direction and then the other. 
through the forty rows of cores making up memory ad­
dresses A and B in the same manner as memory sense 

Therefore, if core 885, whose magnetic state is indica­
tive of bit "a" of the first-order digit of the number, is G 
storing a binary "I," its magnetic state is reversed by 
the coincidental X and Y read impulses, and, con­
sequently, a vol!age impulse appears between terminuls 
872-873 of the sense winding 871, indicating thilt core 
885 wus previously storing a binary "1." If core 885 had 
previously been storing a binary "0," however, a voltage 
impulse does not appear across the output terminals of 
the memory sense winding, thus indicating a binary "0" 
storage. 

10 winding 871. 
Before attempting to give a more detailed description of 

the memory, it is to be appreciated that each of the rows 
of cores, from the first to the fortieth row, is connected 
in a same circuit configuration with respect to the others. 

After core 885 ha.5 been read, its magncticsta1e is 
thereafter indicative of a binary "0," as previow,ly men­
tioned. Thus, if the magnetic state of the core was in­
dicative of a binary "0" before being read, there is no 
need for "resetting" the core after it is read. However, 
if the state of the cor,e was indicative of a binary "I" be­
fore being read, it is often necessary to "reset" the core 
to a binary "1" representation after it has been read. 
To do this. the directions of both of the current impul"e~ 
applied through the X and Y conductors are effectivdy 
reversed simultaneously. This callses a corresponding re­
versal of the additive magnetomotive force in the vicinity 
of the core, which reverses the magnetic state thereof. 
Again, as only a half-select current impulse is applied to 
each of the X and Y conductors, core 885 i, the only core 
in the entire memory that i.s magnetically affected thereby. 

Now that core 885 has been read and afterwards re­
set to its initial state, core 886 is read next to determine 
the binary value of the bit "b" of the first-order digit of 
the word. Again, a half-select current impulse is applied 
in the Y direction to conductor 878, and, essentially, /I 

half-select current impUlse is simultaneously applied in 
the X direction to the conductor of the ,second row cor­
responding to 879. As before, both half-select currents 
are in such directions to effect storage of a binary "0" in 
core 886. If the state of core 886 was indicative of it 

"1" before being read, the current in each of the X and 
Y conductors threaded therethrough is reversed to reset 
core 886 to "1" after it is read. This reading and writing 
sequence of operation is sequentially continued from core 
to core until all forty cores of address have been read and 
thereafter restored to their respective magnetic states. 

The just-described combined reading and writing cycle 
of operation of each core is hereina fter called a "read­
write" cycle. The time required to complete a read-write 
bit cycle in the instant computer is approximately 40 mi­
croseconds. During the first 30 microseconds of the read­
write cycle, the core is set to a binary "0" representa­
tion; during the remaining 10 microseconds of the cycle. 
the core is often reset to a binary "1" representation if it 
was originally in that state. However, if the core was 
originally in a binary "0" state before being read, there 
is no resetting operation necessary during the last IO-mi­
crosecond interval. Therefore, to read out an entire ten­
digit word from an address in memory requires n total 
time of 40X 40, or 1.600, microseconds. 

Due to the fact that, in the present memory, it is not de­
sired to reverse the current flow in a conductor. an addi­
tion'll conductor is individually threaded in the "X" di­
rection through each of the rows of cores. This is illus­
trated by conductor 880. shown threaded through the 
cores of the first row and disposed parallel with respect 
to conductor 879, previously described. By the same 
token. an additional conductor is also individually thread-
ed in the Y direction through the cores· of each of memory 
addresses </></> through 99, and also addresses A and B. 
This conductor is illustrated by conductor 881, shown 
threaded through the cores of address </></> and disposed 
parnllel with respect to conductor 878, previously de­
scribed. Thus, two conductors are thrended in the X di­
rection and two conductors are threaded in the Y direction 

15 Likewise. each of the columns of cores, from addresses </>¢ 
through 99 and including addresses A and B, is also of 
the same circuit configuration with respect to the others. 
Thus, a description and full comprehension of the mode 
of operation of address ¢¢ with respect to the first row of 

20 cores for producing bit "a" of the first-order digit of the 
word stored in address ¢¢ should suffice for the remaining 
bits of that digit, and also the remaining digits of that 
word. As the mode of operation of address ¢¢ is exactly 
the same as that of the remaining memory addresses, a 

25 further description of the remaining addresses, again. 
would result only in unnecessary repetition. It is also to 
be apprecinted that. in an attempt to simplify the schemat­
ic representation of the memory as shown in FfGS. 11 and 
12, addresses ¢¢ through ¢9 are consecutively shown. read-

30 ing from the extreme left to the right; addresses I</> and 
19 are shown next, with addresses 11 through 18 being 
omitted, as indicated by the vertical "break" in the draw­
ing between addresses 1</> and 19; following in sequence 
are addresses 21', 29, 3</>, 39, 4¢, 49, 5</>, 59, 6</>, 69, 7¢, 

35 79, 8¢, 89, and 9</>, through 99, and finally addresses A 
and B; addresses 21-28,31-38,41-48.51-58,61-68,71-
78, and 81-88 are omitted. Starting from the bottom of 
the drawing, the first four rows are shown which make up 
the low-order digit of the word stored in memory; rows 

40 #5 and #8 are shown next, with rows #6 and #7 omitted 
as indicated by the horizontal "break" in the drawing be­
tween rows #5 and #6; following in sequence are rows 
#9, # 12, #13, #16, #17, #20, #21, #24, #25, #28, 
#29, #32 #33, #36, and #37 through #40; rows #10-

4ii #11, #14-#15, #18-#19. #22-#23, #26-#27, #30-
# 31, and # 34-35 are omitted. 

With particular attention directed to the first row 'of 
cores, on emergence from the rightmost end of the first 
row of cores, conductor 880 is connected to conductor 

50 882, which passes below the first row and is connected at 
its opposite end to line XDa, located at the bottom left 
corner of the memory. The leftmost end of conductor 
879 also is connected to line XDa, and its opposite end is 
connected to the cathode of one of crystal diodes 876, its 

Gii anode being connected to line XG</>; and, finally. the re­
maining left end of conductor 880, on emergence from the 
leftmost end of the first row of cores, is connected to the 
cathode of one of crystal diodes 877, whose anode is con-

(i0 
nected to line (XG</»'. 

Whenever line XDa is activated, that line is effectively 
connected to a source of potential of approximately -12 
volts. Thus, if line XG¢ is simultaneously activated 
therewith, that line is effectively connected to terminal 843 
of n temperature-compensated current regulator, of the 

(i5 type previously described with respect to FIG. 109, so 
that a half-select drive current impUlse flows from line 
XG</> through diode 876 from right to left through conduc­
tor 879 and out at line XDa. However, if line (XG¢)' is 
simultaneously activated instead of line XG¢, line (XG¢)' 

70 is effectively connected to terminal 843 of the current reg­
ulator, so that a half-select current impulse from line 
(XG</»' flows through diode 877, thereafter flows from 
left to right through the upper loop of conductor 880. and 
is returned to line XDa by way of conductor 882. Con-

7G sequently, it is seen thnt, when line XDa is activated, the 
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half-select drive impulse flows in one of two directions 
through the cores of the first row, depending upon wheth­
er XG", or (XG¢)' was simultaneously activated with line 
XDa. 

The electrical connections for rows #2 through #4, 3 
respectively representing bits "b," "c," and "d" of the first­
order digits of the words stored in memory, are exactly 
the same as for row # I, the anodes of the four crystal di­
odes 877 each being connected to line (XG¢)' and the 
anodes of the four crystal diodes 876 being connected to I I) 
line XG",. When line XDh is activated, the line is effec­
tively connected to a potential source of -12 volts, as was 
line XDa. Thus, when line XG", is activated simultane­
ously with XDb, the half-select current impulse flows 
from right to left through the cores of the second row; if 13 
(XG",)' is activated instead of XG"" a half-select current 
impulse flows from left to right through the cores of the 
second row. By the same token, if XDc and XG", are 
simultaneously activated, a half-select current impulse 
flows from right to left through the third row of cores; a 20 
simultaneous activation of XDc and (XG",)' effectively 
causes a reversal of current flow through the third row of 
cores. Finally, XDd and XG"" or XDd and (XG",)' 
operate together to effectively send a half-select impulse 
from right to left or from left to right, respectively, 23 
through the fourth row of cores in the same manner as just 
described. 

As just described, the first four of diodes 877 (i.e., the 
ones respectively associated with rows # I through #4) 
have their anodes connected together and returned to lines 30 
(XG¢)'. The second group of four diodes 877. asso­
ciated with rows #5 through #8. of which only rows #5 
and # 8 are illustrated, alI have their respective anodes 
connected to line (XGl)'. The anodes of the third group 
of diodes are each connected to Line (XG2) '. the anodes 35 
of the fourth group being connected to (XG3)', and so 
on up the column, with the anodes of the tenth group of 
diodes 877 being connected to line (X G9) '. Also. as 
shown, the left end of each of the conductors correspond-
i ng: to 879 and 882 associated with rows # 1. # 5. # 9, ,10 
#13 ... #33, and #37. which rows sllcces,ively cor­
respond to bit "a" of each successive-order decimal digit 
of the word stored in memory. are connected together 
and returned to line XDa. Likewise. although not fully 
illustrated, the left end of each of the conductors corre- 4;; 
sponding to 879 and 882 but associated with rows #2, 
#6. #10, #14 ... #34, and #38, which rows suc­
cessively correspond to bit "b" of each successive-order 
decimal digit of the word in memory. are connected to­
gether and returned to line XDh. By the same token, ;,(\ 
although not fully illustrated. the left end of each of the 
conductors corresponding to 879 and 882 but associated 
with rows #3,#7,#11,#15 ... #35,and#39.which 
rows successively correspond to bit "e" of each successive­
order decimal digit of the word in memory, are connected G.; 
together and returned to line XDc. And finally, the left 
end of the conductors corresponding to 879 and 882 but 
associated with rows #4, #8. #12, #16 ... #36, and 
#40, which rows successively correspond to bit "d" of 
each successive-order decimal digit of the word in mem- GO 
ory. are connected together and returned to line XDd. 

With respect to the vertically-disposed column of diodes 
located to the right of address B and indicated as 876, 
the first bottom group of four diodes thereof associated 
with rows # 1 through #4 each has its anode connected n,; 
to line XG¢; the second group of four diodes 876 located 
directly above the first group have their anodes returned 
to common line XGl; the anodes of the third group of 
diodes 876 are connected to line XG2, and so on, with 
the anodes of the last four diodes 876 at the top of the 70 
column and associated with rows #37 through #40 being 
connected to common line XG9. 

Referring to the lowermost row of diodes 874 located 
below row # 1, counting from left to right, the anodes 
of tbe first ten of diodes 874 respectively associated with 75 
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addresses ¢¢ through ",9 are connected to line YGq). 
With respect to the next group of diodes 874 located 
immediately to the right of the first group of diodes and 
respectively associated with addresses 11 through 19, of 
which only addresses 11 and 19 are illustrated and ad­
dresses 12 through 18 are omitted. their anodes are con­
nected to line YGl; the anodes of the third group of 
diodes 874 respectively associated with addres;es 20 
through 29 are connected to line YG2; and so on, with 
the anodes of the last group of ten diodes 874, respec­
tively associated with addresses 9<jJ through 99. being COI1-

nected to line YG9. With respect to the upper row of 
diodes 875. which arc located directly above row #40, 
the first group of ten diodes which are respectively asso­
ciated with addresses ¢'" through 99 have their anodes 
connecled to line (YG¢)' in the same manner as the low­
er row of diodes 874. The anodes of each successive 
group of ten diodes 875, counting from left to right. arc 
respectively connected to lines (YGI)' through (YG9)'. 

To complete the electrical connections to memory ad­
dre,ses <jJ<jJ through 99, the upper ends of vertical conduc­
tors corresponding to 878 and 883, which are respective­
ly associated with addresses ¢¢, I",. 2"" 3<jJ, .•• 8<jJ, and 
91). are connected to line YD¢. The upper ends of verti­
cal conductors corresponding to 878 and 883, which are 
respectively associated with addresses 01, 11,21,31, ... 
81, and 91, are connected to line YDI. Only addresses 
¢ I and 91 of this group are illustrated, the remaining 
addresses of this group being omitted for simplicity pur­
poses. Likewise. the upper ends of vertical conductors 
878 and 883. which are respectively associated with ad­
dresses ",2. 12. 22. 32 .... 82. and 92, are connected 
to line YD2. This sequence of connections continues 
from lines YD3 through YD9, where YD9 is connected 
to vertical conductors corresponding to 878 and 883, 
which are respectively associated with addresses ¢9, 19, 
29. 39 ... 89. and 99. 

To summarize: Selective energization of line YD", es­
sentially selects all addresses whose low-order digit is a 
"0"; YDI essentially selects all addresses whose low-order 
digit is a "I"; YD2 cssentially selects all addresses whose 
low-order digit is a "3"; and so on from YD3 through 
YD9. where YD9 essentially selects all addresses whose 
low-order digit is a "9." Forgetting about "prime-nota­
tions" for the present. selective energization of line YG¢ 
essentially selects all addresses whose high-order digit is 
a "0"; YGl essentially selects all addresses whose high­
order digit is a "I "; YG2 essentially selects all addresses 
whose high-order digit is a "2"; and so 011 from YG3 to 
YG9. where selective energization of line YG9 essentially 
selects all addresses whose high-order digit is a "9." 
Thus. suppose that it is desired to select a particular ad­
dress; say address 9q\. To accomplish this, YD¢ is 
energized corresponding to the low-order digit "0" of 
the address, and, simultaneously therewith, YG9 is ener­
gized corresponding to the high-order digit "9" of the 
address. Thus, when YO¢ and YG9 are ;.imultancow,ly 
energized, a binary "I" representative half-select current 
flows upwardly from line YG9 through all of the cores 
in address 9¢ and out at line YD",. To select address 99, 
YD9 and YG9 are energized simultaneously. 

As far as "prime notations" are concerned, it is to be 
pointed out at this time that throughout the electrical 
circuitry of the computer signal lines bearing a "prime" 
notation-i.e., (XG<jJ)' and (YG",)' et al.~ssentially 
have diametrically opposite states or energization condi­
tions to their respective "primeless" counterparts; i.e., 
XG",. YG¢, et al. For example. lines (YG",)' through 
(YG9)' are effective to selectively send a half-select 
drive-current impulse downwardly through anyone of 
addresses "'¢ through 99 to "half-select" a particular 
address to a binary "0" representation, whereas lines 
YG", through YG9 are effective to send a half-select 
impUlse upwardly through anyone of the same respec­
tive addresses to "half-select" that particular address to 
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a binary "1" representation. It is also to be appreciated 
at this point that, when the state of a signal line bearing 
a "prime" notation is de-energized or is FALSE, the 
"prime less" signal line counterpart is respectively "ener­
gized" or is TRUE, and vice versa. In other words, l5 
when one is energized, the other is de-energized; when 
one is TRUE, the other is FALSE, etc. 

In the X direction of the memory, line XDa selects 
those ten rows corresponding to a bit "a" of each order 
decimal digit of the word; line XDb selects those ten 10 
rows corresponding to bit "!i"; line XDc selects the ten 
rows corresponding to bit "c"; and, finally, line XDd 
selects the final ten rows corresponding to bit "d" of 
each order decimal digit of the word. Lines (XGrp)' 
through (XG9)' are effective to send a half-select drive- ]5 
current impUlse from left to right through anyone of 
rows # 1 through #40 to "half-select" a particular row 
to a binary "0" representation, whereas lines XG¢> 
through XG9 are effective to send a half-select impulse 
from right to left through anyone of the same respective 20 
rows to "half-select" that particular row to a binary "I" 
representation. 

Thus, combining X and Y sele·ction of the memory, 
in order to store a binary" 1" representation in a core, 
say core 885 as an example, which is located at the junc- 25 
tion of row # 1 and address ¢rp, lines YD¢>, YG¢, XDa, 
and XG¢ are all simultaneously energized. To store a 
hinary "0" representation therein, lines YD¢>, (YG¢)', 
XDa, and (XG¢»' are all effectively energized simul­
taneously. To store binary information in core 886, 30 
line XDh is energized instead of line XDa. The man-
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for bit "c" comprises logical AND 1110, inverter 4239, 
and emitter follower 4252; and, finally, the X-driver for 
bit "d" comprises logical AND 1111, inverter 4240, and 
emitter follower 4253. 

During a read-write cycle of operation for reading a 
word from an address in memory, line SMC goes TRUE 
for 1600 microseconds to allow line XDW to effectively 
"condition" the selccteu X-driver to effectively be turned 
"ON" at, and for, the proper amount of time. At 40 
microseconds interval,;, lines BaM through BdM sequen­
tially go TRUE for a period of 40 microseconds each, 
and then respectively go FALSE. Consequently, at the 
beginning of the read-write cycle, output line XDa is 
energized, and a potenti,ll of approximately -12 volls 
appears thereon. Line XDa stays energized for a maxi­
mum period of 40 microseconds and then is de­
energized. Forty microseconds after line XDa was first 
energized. output line XDb is energized for a maximum 
period of 40 microseconds, and then is de-energized. 
Forty microseconds after line XDb was first energized, 
line XDc is energized for a maximum period of 40 
microseconds. Finally, 40 microseconds after line XDc 
was first energized, line XDd is energized for a maxi­
mum period of 40 microseconds, lines XDa through 
XDd of FIG. 60, of course, being identical to lines XDa 
through XDd of FIGS. 11 and 12, as previously stated. 
Thus it is evident, as a maximum total time of 160 
microseconds is required to read each digit out of 
memory, that a maximum time of 1600 microseconds 
is required to read a ten-digit number out of a particular 
address in memory. 

10. Bit-coullter 

The bit-counter, logically shown in the upper portion 

ner of X and Y selection of addresses A and B is 
exactly the same as the manner of selection of memory 
addresses ¢¢ through 99. Consequently, further de­
tailed description thereof is not deemed necessary. 35 of FIG. 22, includes two type "F2" flip-flops 6041 and 

6042, connected as a scale-of-four binary counter, and 
is utilized to select the binary bit of the word to be read 
out of an address in memory during a read-write cycle, 

Before proceeding further with the description of the 
logical control circuitry of the computer, it is to be 
pointed out that an attempt has been made to simplify 
and thus alleviate the inherent complexity of the sche­
matic representation in order to facilitate a full and 40 
complete understanding of the circuitry, both as to its 
organization and as to its mode of operation. For ex­
ample, throughout the drawings, all input lines are ap­
propriately labeled and are positioned to the leftmost 
side of the various building blocks previously described, 45 
and the various output lines thereof also are appro­
priately labeled and are positioned to the rightmost side 
of the building blocks. However, for illustrative pur­
poses only, but a selected few of the input and output 
lines are actually shown connected. It is, of course, to 50 
be understood that, in order to obtain a full and com­
plete electrical circuit diagram of the computer, it first 
is necessary to substitute the appropriate type of build-
ing block circuitry (taken from FIGS. 4 through 10) for 
each of the correspondingly-labeled building blocks 55 
which are logically illustrated throughout the drawings. 
Afterwards, all like-labeled lines (whether input lines, 
output lines, or otherwise) are to be connected together, 
thus forming a complete circuit diagram from the 
schematic representation thereof. GO 

9. X-driwrs 

as illustrated in the block diagram of FIG. 1. When 
the computer is first turned ON, or when pushbutton 
RSI (FIG. 37) is actuated, flip-flops 6041 and 6042 are 
unconditonally set TRUE by reset line (RS)' going 
FALSE. That is, the states of flip-flops 6041 and 6042 
are sllch that reference output lines BCa and BCb, re­
spectively therefrom, are TRUE, and prime output lines 
(BCa)' and (BCh), are both FALSE. 

The bit-counter usually counts in a forward direction, 
as will be shown later. However, there are times when 
the bit-counter is required to effectively count in a re­
verse direction. When counting in a reverse direction, 
the read· write word cycle begins by reading out the 
high-order bit of the high-order digit; i.e., bit "d" of 
digt #9. The signal which provides for this reverse 
operation of the bit-counter comes from line DBD. 
When line DBD is TRUE (line (DBD)' thus being 
FALSE), the bit-counter counts in a reverse direction. 
Conversely, when line DBD is FALSE (line (DBD)' 
thus being TRUE), the bit-counter COllnts in a forward 
direction. 

If it be desired that the bit-counter is to count in a 
forward direction, lines (DBD)', BCa, and BCb must 
first be TRUE. Therefore, as all three inputs to 10gic~1 
AND 1158 are simultaneously TRUE, lines Sd and BdM 
are also TRUE, the remainder of output lines Ba through 

With reference to the lower right-hand section of 
FIG. 20, there are schematically illustrated four 
"X-drivers," which are utilized to selectively energize 
input lines XDa through XDd, previously described in 
connection with (he core memory shown in FIGS. 11 
and 12. Each of the X-drivers comprises a two-input 
logical AND of type "Rl," an inverter amplifier of type 
"'112," and an emitter follower amplifier of type "E3," 
each connected in cascade with respect to the others. 
More specifically, the X-driver for bit "a" includes logical 
AND 1108, inverter 4237, and emitter follower 4250; 
the X-driver for bit "/)" comprises logical AND 1109, 
inverter 4238, and emitter follower 4251; the X-driver 

G5 Be and BaM through BdM being FALSE. When input 
line eyc goes from TRUE to FALSE, the prime inputs tll 
both of flipflops 6041 and 6042 go from TRUE to FALSE. 
Consequently, both flipflops 6041 and 6042 change state, 
so that lines BCa and BCb go FALSE and lines (BCa)' 

70 and (BCb), go TRUE. As lines (DBD)', (BCa), and 
(BCb)' are now TRUE, all of the inputs to logical AND 
1152 are simultaneously TRUE, and thus output line BII 
is TRUE, with the remaining outputs Bb through Bd 
being FALSE. When line eyC goes from FALSE back 

75 to TRUE, the state of both fiipflops remains lIn~hangcd. 



3,302,178 

27 
However, when line CYC again goes from TRUE to 
FALSE, the reference input to flipflop 6041 goes from 
TRUE to FALSE. At this time, lines BCa and (BCb)' 
are TRUE, and lines (BCa)' and BCb are both FALSE. 
Thus, as inputs (DBD)', BCa, and (BCb)' of logical 
AND 1154 are simultaneously TRUE, output line Bb 
is TRUE, and remaining outputs Ba, Be, and Bd are 
FALSE. When line CYC goes from TRUE to FALSE 
a third time, all input lines to logical AND 1156 are 
simultaneously TRUE, and output line Be is likewise 
TRUE, with lines Ba, Bb, and Bd being FALSE. Finally. 
when CYC goes from TRUE to FALSE a fourth time, 
line Bd is TRUE, with lines Ba through Be being FALSE. 

To summarize, only readout line Bd is initially set 
TRUE when the computer is first turned "ON" or when 
pushbutton RS1 (FIG. 37) is actuated; the remaining 
readouts, Ba through Be, are FALSE. At this time, for 
each successive occurrence of a TRUE-to-F ALSE reversal 
of line CYC, the bit-counter is incremented by a count of 
one binary bit. Thus, with four such reversals of line 
CYC, the bit-counter counts Ba, Bb, Be, and back to Bd. 
When the bit-counter is to count backwards, line DBD 
is rendered TRUE instead of line (DBD) '. Consequent-
ly. at this time, line Ba instead of line Bd is TRUE; re­
maining lines Bb through Bd are FALSE. Thereafter, 
for each successive occurrence of a TRUE-to-FALSE re­
versal of line CYC, the counter is decremented by a count 
of one bit. Thus, with four such reversals of line CYC, 
the bit-counter counts Bd, Be, Bb, and back to Ba. It 
is to be appreciated, of course, that lines BaM through 
Bd;'",! are all al times of the same "tate as lines Ba through 
Bd, respectively. It is also to be appreciated, as before 
stated, that lines BaM through BdM of FIG. 22 are 
respectively identical to lines BaM through BdM of FIG. 
20 and anywhere else they may appear in the computer 
circuitry. 

11. X alld Y grounders 

In the left portion of FIG. 26, there are diagramatically 
shown two sets of ten X-grounders, one set of ten rep­
resented by output lines XG¢ through XG9, and the 
other represented by output lines (XG¢)' through 
(XG9l'. Each of the twenty X-grounders comprises a 
serially-connected network of a two-input logical AND 
of type "'R1," an inverter amplifier of type "112." and an 
invcrter amplifier of type "12." The emitter electrodes 
of inverters 3268 through 3287 are connected together 
and returned via line CRX to output terminal 843 of 
temperature-compensated current regulator 7001, which 
has previously been shown and described in detail in con­
nection with section (g) of FIG. lO. 

The mode of operation of each of the X-grounders is 
somewhat straightforward. When both inputs to anyone 
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is utilized, among other purposes. to select a particular 
order digit of the word stored in an address in memory. 
The digit counter includes four type "F2" flipflops 6043 
through 6046 effectively connected in cascade in a man-

5 ner such that, each time line AD goes from TRUE to 
FALSE, the following takes place: flipflop 6043 changes 
state; except during a so-called "recycling" mode of op­
eration, which wili be described hereinafter, flipflop 6044 
changes state if the state of line Da goes from TRUE 

10 to FALSE; flipflop 6045 changes state if the state of line 
Db goes from TRUE to FALSE; and flipflop 6046 changes 
state if the state of line Dc goes from TRUE to FALSE. 

For example, for a count of "0," flip-flops 6043 through 
6046 are in a FALSE state; that is, their states are such 

15 that lines Oa through Od are FALSE and lines (Da), 
through (Dd)' are all TRUE. If it is desired for the digit 
counter to count in a forward direction (i.e., 0, 1, 2, 3, 
... 7, 8, 9), line (DBD)' is selectively set TRUE. 
After flipflops 6043 through 6046 are set FALSE, all of the 

20 inputs to logical AND 1178 are simultaneously TRUE. 
Thus, readout line D¢ is also TRUE and thereby repre­
sents a count of "0." Thereafter, the first time line AD 
goes from TRUE to FALSE, flipflop 6043 changes state, 
and line D1, at that time, is the only readout line that is 

25 TRUE, thus indicative of a count of "1." The second 
time line AD goes from TRUE to FALSE, flipflops 6043 
and 6044 both change states, so that line D2 is TRUE, 
with the remaining readout lines being FALSE. The 
counting continues until a count of "9" has been reached, 

:lO as indicated by lines Da and Dd being TRUE. There­
after, the next time line AD goes from TRUE to FALSE, 
llipflops 6043 and 6046 both change state, so that lines 
Da through Dd are thereafter FALSE and lines (Da), 
through (Dd)' are thereafter TRUE, thus representing 

35 the original count of "0." 
When the computer is first turned "ON," or when push­

button RS1 (FIG. 37) is actuated, the digit counter is 
preset to a count of "9" by reset line (RS), going from 
TRUE to FALSE. There is no need to preset the digit 

40 counter to "9" at any other time, as it is always returned 
to a count of "9" at the conclusion of every "word cycle" 
or "sub-command," which are to be described hereinafter. 

To summarize: the ten readout lines D¢ through D9 
individually and sequentially go from FALSE to TRUE, 

45 representing counts from "0" through "9" respectively. 
That is, line D¢ is TRUE when the digit counter is at a 
count of "0," line D1 is TRUE when the digit counter is 
at a count of "1," etc. When the digit counter counts in 
a forward direction. it starts at a count of "9," and for 

50 each successive TRUE-to-FALSE change of state of line 
AD, output line D¢ goes TRUE, and, thereafter, a suc­
cessively higher-order readout line goes TRUE, the re­
maining readout lines, of course, being FALSE in each of logical AND's 1281 through 1300 are simultaneously 

TRUE, that particular AND circuit effectively causes a 55 
constant-current operating potential of approximately 
-10 volts to be applied to its respective output lead; i.e., 

instance. 
At certain times, it is desirable to read a word out of 

memory in reverse order by starting with the tenth-order 
digit thereof. In this instance, flipflops 6043 through 
6046 still essentially count in a forward direction, how­
ever; only the manner of decoding the outputs thereof is 

one of leads XG¢ through XG9 or (XG¢)' through 
(XG9)'. 

The Y-grounders shown in the right section of FIG. 
26 are of essentially identical circuit configuration to the 
just-described X-grounders, and, as their mode of opera­
tion is also essentially the same as that of the X-grounders, 
a detailed description thereof would result in unnecessary 
repetition. The prime difference between the X and Y­
grounders is that lines WR and (WR)' are individually 
ANDED with lines D¢M, D1 through D8, and D9M 
for the X-grounders and individually ANDED with lines 
Wl¢ through W19 for the Y-grounders, lines D¢M, D1 
through D8, and D9M being the output leads of a digit 
counter to be described next. 

12. Digit COlillter 

With reference to FIG. 23, there is shown a scale-of­
ten binary counter, herein called a "digit counter," which 

60 changed. Such a change is made simply by causing line 
DBD to be TRUE instead of line (DBD)'. "Vhen line 
(DBOl' is TRUE, the digit counter counts in a forward 
direction; however, when line DBD is TRUE, the digit 
counter starts at a COllnt of "0." Thereafter a succession 

65 ci1 TRUE-lo-FALSE transitions of line AD produces a 
retrogressive count of 9, 8, 7, 6, . . . 1 and back to O. 

As illustrated in the block diagram of FIG. 2, readout 
lines D1> through D9 arc also utilized by the computer for 

70 various control purposes, in addition to memory digit se­
lection. In addition to the read-out lines following the 
forward-reverse logic, there is an additional readout line 
D9L, which is TRUE each time lines Da and Del are 
simultaneously TRUE, regardless of whether the digit 

75 counter is operating in a forward or a reverse direction. 
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13. Y-dril"ers 

30 
the remalllmg flipflors of both sections of the word­
selecting register. Tn the rightmost section of FIG. 25 there are .<;hown 

ten Y-drivers. whose output lines are respectively labeled 
YO</> through 1'D9. Each driver includes a serially-con­
nected nelwork comprising a two-input type "RI" 10gic]1 
AND. a type "112" inverter. and a type "E3" emitter fol­
lower amplifier. As previously described. by sdective 
energization of line YD¢. all 3ddres,es whose low-order 
digit identification is a "zero" are effectively ",elected": 
i.e .. addresses ,p¢. I¢. 2¢ .... Rr/>. and 9r/>: by selective 
energization of line YO] all addresses ending in a "one" 
are effectively selected; i.e., II. 21. 31. ... ·81. and 91; 
by selective energizalion of line YD2. all addresse, ending 
in a "two" are effectively selected; and so on. with line 
YD9 effectively selecting all addresses ending in a "nine"; 
i.e .. addresses </)9, 19. 29 •... 89, and 9'1. Selective 
energization of lines YD¢ through YD9 is effected !"Iv 
logically ANDING line YOW with each of lines W¢¢ 
through W¢9 which originate at the decoder portion of the 
low-order digit sec:tion of a "word-selecting:" regisler ncx! 
to be described. 

With reference 10 FIG. 24, the four flipflops which are 
utilized 10 store the high-order decimal di"it of the nllm-

5 ber stored in the word~selccting register ar~ 6(J>47 through 
6050. The stale of llipllnp 6047 represents the low-order 
bit "a," th~ slate of flipnop 6048 represents the second­
order bit "/1," the slate of flipflop 6049 represents the 
third-order bit "c," and Ihe state of flipflop 6050 rcpre-

10 ,ents the fourth or high-order bit "d" of the decimal digit. 
Output lines Wla lhraugh WId and (Wla)' through 
(Wldl' from tlipllops 6047 through 6050 are connected 
as inputs to a decoder network comprising ten type "R1" 
logical AND's 1226 through 1235, which are individually 

Hi cascaded wilh a type "Dl" logical OR, a type "15" in­
verter, and a type "1]5" inverter. As in the lo\.v-ordcr 
section of the word-selecting register, as previously men­
tioned. it,s high-order sedion is also unconditionally preset 
to "zero" by line (PW¢)', which presets the reference out-

20 puts of f1iptlops 6047 through 6050 FALSE. 

14. W(),.d-S~!('clil1g r(,gis/er 

Included in the high-order section of the word-selecting 
register are ten readoLlts which decode the decimal digit 
representation as represented by the states of flipliops 
6047 through 6050, the readouts being by way of output The word-selecting register is a two-digit register which 

is utilized to temporarily store a lwo-decimal-digit number 
representing the address location of the word in memory 
from which reading is to take place. That is, the word 
located in memory at the address corresponding to the 
number stored in the word-selecting register will be the 
next word read out upon occurrence of a read-write work 
cycle. The word-selecting register includes eight type 
"F2" flipflops, four of which effectively store, in binary­
coded form. the low-order digit. and the remaining four 
effectively store. in binary-coded decimal form, the~ high­
order digit of the address-representing number stored 
therein. 

2i"i lines Wl¢ Ihrough \V19, For example, when the high­
order digit in the word-selecting register is a "0," only 
line Wl¢ is TRUE. Line Wll is TRUE only when the 
high·order digit is a "1," and so all, so that line W19 
is TRUE only when the high-order digit is a "9." The 

30 ten output lines Wl¢ through W19 arc each logically 
ANDED with each of lines WR and (WR)', as shown in 
FIG. 26, to selectively energize the V-grounders which 
effectively select the high-order digit of the address in 
memory of the word to be read out upon occurrence of 

3ii the next read-write cycle. 

With reference to FJG. 25, the four flipfiops which are 
utilized to store the low-order decimal digit of the number 
in the word-selecting register are 6051 through 6054. 40 
Flipflop 6051 effectively store., low-order bit "{/," flipflop 
6052 effectively stores second-order bit "h," flipflop 6053 
effectively stores the third-order bit "c," and flipflop 6054 
effectively stores the fourth or high-order bit "d" of the 
low-order decimal of the number. 

Output lines W¢a through W¢d and (W¢a)' through 45 
(W¢d)' from flipflops 6051 and 6054 are connected as 
inputs to a decoder network comprising ten type "R." 
logical AND's 1261 through 1270, which are individually 
cascaded wilh a type "Dl" logical OR. a type "IS" in­
verter. and a type "I1S" inverter. Thus, when the low- 50 
order section of the word-selecting register is storing a 
ccunt of "zero," output lines W¢a thrOtlgh W¢d are 
FALSE, and lines (W¢a)' through IW¢d}' are TRUE. 
As all of the input lines to logical AND 1261 are simul­
taneollsly TRUE, output lines W¢¢ is TRUE, indicative 55 
of the "zero" storage in flipflops 6051 through 6054. In 
a like manner, it is seen that only one of output lines W¢¢ 
through W¢9 of the decoder is TRUE at any given instant, 
and a TRUE state of each is indicative of a corresponding 
one of decimal digits "0" through "9" being stored in the 60 
low-order section of the word-selecting register. 

There are two "presets" for the word-sekcting register. 
The first preset is by means of selective energization of 
line (PW¢)', which unconditionally presets the word­
selecting register to "00," The second preset is by means 65 
of selective energization of line STl, which presets the 
word-:;electing register to "01" representation as indicated 
by a TRUE state of line W¢l, lines W¢¢ and W¢2 
through W¢9, of course, being FALSE. However. both 
the low·orcler section and the high-order section of the 70 
word-selecting register must first be set to zero via line 
(PW¢)' in order for line STI to be effective to preset the 
word-selecting register to "01." The reason for this is 
that, as shown, line ST! is effective only in presetting the 
state of flipflop 6051 and does not affect the slates of 75 

15. Summary of \\'ord-seleCliofl 

There has now been shown and described the mode 
of selection of a particular string or addresses of cores 
and how a particular binary bit of a particular digit of 
the word is selected during a rcad-write cycle of operation. 
However, in summary, the word-selecting register effec­
tively stores a two-digit decimal number which corre­
sponds to the address in memory that is to be effected dur­
ing the next read-write cycle. Even though there are, 
in fact, only twenly readout lines W¢¢ through W19 for 
the word-selecting register, in combination they effectively 
function as one hundred readouts. In other words, one 
of lines Wl¢ through W19 is TRUE, indicative of the 
high-order digit of addresses ¢¢ through 99. At the 
same time, one of lines W¢¢ Ihrough W¢9 is TRUE, 
indicative of the low-order digit of the address. As an 
illustrative example, address 96 is represented by lines 
W19 and W¢6 simultaneously being TRUE; address 48 
is represented by lines WI4 and W¢8 simultaneollsly being 
TRUE, and so on. Thus, a half-select current is allowed 
to flow in the "Y" directi'an only in the vertical string of 
cores located in the address corresponding to the number 
stored in the word-selecting regi.,ter. The number in 
the word-selecting register remains therein during Ihe 
entire time the ten-digit word is being read out of memory. 
Other suitable means have been provided for selecting 
addresses A and B, as will later be seen_ 

The 11it and digit counter combination determines which 
row of cores is to receive a half-select current impUlse 
during a read-write cycle. That is, the output of the bit 
counter determines which bit is to be read out-i.e., bit 
"a," "b," "c." or "d," and the digit counter determines 
which order digit is to be read out. For example, if the 
bit counter is at "a" and the digit counter at "1," a half­
~elect current impulse is permitted to flow only through 
the row of cores corresponding to the low-order bit of 
the second-order digit. If the bit COlliller is at "d" and 
the digit counter at "9," a half-select current impu]"e is 
permitted to flow only through the row of cores corrl':-
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~ponding to the high-order bit of the tenth-order digit, 
and so on. 

16. SYllchrollizing clocks 

32 
state of line ICC again is rendered TRUE and the state of 
line (leC)' is again rendered FALSE. As this sequence 
of events is continually repeated during operation of the 
computer, it is evident that the output from the 400-cycle 

Before going into a detailed description of a complete 
read-write cycle of a word stored in a particular address 
in memory, it is deemed desirable, at this point, to briefly 
describe the various "clocks" which are utilized by the 
computer for synchronization purposes, to insure the 
proper sequence of data handling apd transfer ... 

5 multivibrator 6126 is effectively synchronized with the 
output from the 50-kc. multivibnttor 6125. 

With reference to FIG. 45, a 50-kilocycle multlVlbrator 10 
6125, substantially identical to the one heretofore shown 
and described in connection with section (a) of FIG. 9, 
has the reference output thereof essentially connected, 
through AND gates 1778 and 1779, to both the re~erence 13 
and the prime inputs of flip-flop 6127. As multlvlbrator 
6125 is essentially a 50 kc. square-wave generator, the 
signal voltage appearing on the reference output lead MY 
thereof is as shown by the topmost waveform in FIG. 49. 
If at "Tlj\.lE-l" the state of line MY is reversed from 
TRUE to FALSE, the state of line MY reverses from 20 
FALSE back to TRUE ten microseconds later at "TIME-
2." Ten microseconds later, at "TIME-3," the state of 
line MY aoain reverses from TRUE to FALSE, and so on. 
As heretofore mentioned, the state of line (MY)' is effec- 23 
tively 180 degrees out of phase with the state of line MY. 

If it is assumed that directly preceding TIME-l the 
states of lines MY and C31 are both TRUE, as shown, 
at TIME-I the reference input to flipflop 6127 is reversed 
from TRUE to FALSE. Consequently, flipflop 6127 is 30 
tri<>oered so that the state of line C31 is rendered FALSE 
an~tthe state of line CD is rendered TRUE. At TIME-
3 when the state of line MY again is reversed from TRUE 
t; FALSE, the state of line C31 is rendered TRUE and 
the state of line C13 is rendered FALSE. This sequence 33 
of events is continually repeated uuring operation of the 
c(}mputer. 

At TIME-2, the state of line (MY)' is reversed from 
TR UE to FALSE, and consequently, flipflop 6128 is trig' 
"ered so th,]t the state of line C42 is thereby rendered -10 
f'ALSE and the state of line C24 is thereby rendered 
TRUE. At TlME-4, when the state of line (MY)' again 
reverses from TRUE to FALSE, the state of lines C42 
and C24 are reversed. At TIME-I, when the state of line 
C3I reverses from TRUE to FALSE, flipflop 6129 is trig- 43 
gered so that the state of line C41 is thereby rendered 
FALSE, and simultaneously therewith, the state of line 
C41 is rendered TRUE. Thirty microseconds later, the 
state of line C24 reverses from TRUE to FALSE. There, 
fore, at TIME-4, flipflop 6129 is reset to its initial state, 50 
so that immediately thereafter the state of line C41 is 
rendered TRUE and the state of line C14 is simultaneous, 
ly rendered FALSE. 

As shown, output lines C31, C13, C42, and C24 are 
variously connected as inputs to flipflops 6129 through 55 
6132 to provide suitably phased clock pulses on output 
lines C41, C14, C43, C34, C23, and C12. It is to be 
noted that the highest-order numeral desi.gnalion thereof 
denotes the time at which the state of that particular line 
is rendered TRUE and the lowest-order numeral designa, 60 
tion denotes the time at which the state of that particular 
line is rendered FALSE. For example, the state of line 
C41 is rendered TRUE at each TlME-4 and FALSE at 
each TIME-I, the state of line C23 is rendered TRUE 
at each TlME-2 and FALSE at each TlME-3, and so on. 65 

The 400-cyc1e multivibrator 6126 has a "period" of 
approximately 1.24 milliseconds. Consequently, due to 
the synchronizing action with respect \0 the state of line 
C41, as heretofore described in connection with section 
(b) of FIG. 9, the state of line ICC is rendered TRUE 70 
and the state of line (lCC) , is rendered FALSE at 
TIME-I; approximately 1.24 miUiseconds thereafter, at 
TIME-I, the state of line ICC is rendered FALSE and 
the state of line (ICC)' is rendered TRUE. Again, ap­
proximately 1.24 mi!.1iscconds thereafter, at TlME-1, the 75 

17. Detailed read-write cycle 

With reference to FIG. 20, during a complete read, 
write cycle of a word stored in a particular address in 
memory, line SMC is TRUE for a period of 1600 micro­
seconds, and line MYW is TRUE for a period of 1650 
microseconds. Therefore, as all the inputs to logical 
AND 1096 are simultaneouslv TRUE at TlME-3. line 
YDW also !!oes TRUE at TIME-3 and slays TRUE for 
a period 0(20 microseconds until TIME-I: at TIME-t, 
line YOW goes FALSE and stays FALSE for 20 micro, 
seconds until TIME-3; at TlME-3 line YDW again goes 
TRUE, and so on. Thus, it is seen, at TIMES 1 and 3, 
line YOW goes FALSE and TRUE, respectively, for 
periods of 20 microseconds each. This is done to permit 
one of Y,driver output lines YD1' through Y09 (FIG. 25) 
to be selectively energized for a period of 20 microsec, 
onds hy selected ones of output lines W1'¢ through W¢9 
of the de<.:oding portion of the low-order section of the 
word-selecting register, as will more fully be described 
hereinafter. 

As previously described in connection wilh FIG. 26, 
selected pairs of Y·,grounder output lines YG¢-(YG¢)" 
YG1-( YGl)' ... YG9-(YG9)' arc conditioned at pre, 
determined times by a corresponding one of output lines 
Wl¢ through VV19 of the decoding portion of the high, 
order seclion of the word·selecting register (FIG. 24), 
a selected one of each pair being selectively energizeu 
by one of lines WR and (WR )'. As shown in FIG. 26, 
lines WR and (WR)' alternately effect energization of 
only one of the Y ·grounder output lines. That is, only 
one of the Y ·grounder output lines is energized at any 
given time; when that particular Y ·grounder output line 
is de-energized, another Y"grounder output line is ener, 
gized, and so on. This i;, clearly illustrated in the timin!; 
chart of FIG. 48, which is to be referred to, from time to 
time, during the following detailed description uf a com­
p}..;te read·write cycle. 

11 will be as~umed that it is desirous to read a word 
out of memory address 1"p, that the reading operation 
is to begin with the lowermost core in address '/>1), and 
that all data read out is to be re-stored in address </>¢. 
Thus, to begin the reading operation, lines (WR)' and 
WI¢ (FIG. 26) simultaneously go TRUE, thereby ener, 
gizing Y -grounder output line (YG¢)' at TllVIE-l. as 
shown in the just-mentioned timing chart of FIG. 4\1. 
Simultaneously therewith, lines XOW and BaM (FIG. 
20) go TRUE, thereby enci"'gizing X-driver output line 
XDa at TiME-I. Also simultaneously therewith, line'; 
D¢M and (WR)' (FIG. 26) are TRUE to energize X, 
grounder output line (XG¢), also at TIME-I. Conse­
quently, as both the X-driver, XDa, and the X-grounder 
(XG</»' (FIG. II) are simultaneously energized at TIME-
1, a current impulse of half-sel~ct magnitude (approxi, 
mately 180 ma.) flows from left to right through tilt: 
bottom row of cores to "half-select" each of the cores 
in the row toward a binary "zero" representation, as pre· 
viously described, the binary value of the low-order bil 
of the first-order digit of the word stored in memory 
address ¢¢ being represented by the initial state or direc­
tion of magnetization of core 885, as before stated. 

Twenty microseconds later, at TIME-3, line YOW 
I FIG. 20) goes TRUE to effect energization of Y -driver 
output line YD<p (FIG. 25). Thus, as the V-driver out­
put line YD<p and V-grounder output line (YG<p)', shown 
in FIG. II, are both, for the first time, simultaneously 
energized at TIME-3, a current impUlse of half·select 
magnitude (approximately 180 rna.) flows downwardly 
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through the leftmost column of cores to "half-select" each 
of the cores in address cp<p toward a binary "zero" repre­
sentation. As the magnetic fields 'produced by the two 
half-select currents are additive in the region of core 885 
only, immediately foHowing TIME-3 core 885 is the only 
core in the entire memory that is magnetically set to a 
binary "zero" representation at this time. If it is assumed 
that core 885 previously was in a magnetic remanent state 
representative of a binary "one," the state of magnetiza­
tion of the core is reversed immediately following TIME-
3. Consequently, with respect to terminal 872, a negative­
going output pulse is induced in memory sense winding 
871 (FIG. 11) having a peak amplitude occurring approxi­
mately 3 microseconds after TIME-3. 

The negative-going output pulse induced in memory 
sense winding 871 renders memory sense amplifier 4399 
(FIG. 27) conductive during presence thereof, so that the 
uppermost input to logical AND 1163 goes TRUE during 
presence of the pulse from memory, as shown in FIG. 48. 
Assuming that the signal on the lowermost input to AND 
1163 from flipflop 6149 is also TRUE, both of the com­
mon·load transistors making up AND 1163 (FIG. 7j) 
are rendered non-conductive, so that the signal applied to 
the reference input of flipflop 6055 goes FALSE approxi­
mately 3 microseconds after TIME-3 and flipflop 6055 
is trigged thereby, so that output line MSA goes TRUE, 
indicating that a binary "one" had previously been stored 
in core 885 (FIG. 11); output line (MSA)', when TRUE, 
indicates that the core was previously storing a binary 
H zero." 

At TIMF~4, line (WR)' goes FALSE (FIG. 26) and 
line WR goes TRUE. Therefore, X and V-grounder lines 
(XGcp)' and (YScp)' are both de-energized, and simul­
taneously therewith, X and V-grounder lines XGcp and 
YGcp are energized. As core 885 (FIG. 11) was previous­
ly storing a binary "one," X and V-driver output Jines 
XDa and YDcp remain energized, and, consequently, a full­
select current impulse flows through the core in the op­
posite direction to "re-set" the core back to its initial 
binary "one" state immediately following TIME-4. 

However, if the core had been initially storing a binary 
"zero," instead of a binary "one," a voltage impUlse 
would not have been induced in the memory sense wind­
ing, and, consequently, output line MSA (FIG. 27) re­
mains FALSE instead of going TRUE, thus indicative of 
the binary "zero" storage in core 885. In that instance 
when line !,fSA remains FALSE, line MXW (FIG. 20) 
likewise remains FALSE, and, consequently, not all of the 
inputs to logical AND 1098 are TRUE, as before. As a 
result, line XDW goes FALSE and causes X-driver out­
put line XDa to be de-energized. This is illustrated in 
FIG. 48 by the dotted portion of the output signal repre­
sentation of X-driver line XDa between TIME-4 and 
TIME-l for bit "a." X-driver line XDa now being de­
energized at TIME-4, a binary "one" representing half­
select current flows through core 885 in the Y direction 
only, and, consequently, the core is not "reset" to a binary 
"one" state, but, instead, remains in its initial binary "zero" 
state. 

It is to be noted that, during a read-write cycle, half­
select current is first applied in the X direction for a period 
of 20 microseconds-i.e., from TIME-l to TIME-3-
before a coincidental half-select current is applied in the 
Y direction through the core being "read." One reason 
f.or operating the computer memory in this manner is due 
to the physical placement of memory sense winding 871 
(FIG. 11). Due to the fact that the sense winding is 
oriented parallel with respect to the conductors threaded 
through the core in the X direction, when a half-select 
current is first applied in the X direction, a voltage im­
pulse is induced in the sense winding even though the 
magnetic state of each core remains unchanged. In fact, 
the amplitude of this voltage may be from ten to fifteen 
times greater than the amplitude of the voltage induced 
in the sense winding due to a "change-of-state" of one of 
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the cores. Consequently, it is desirable to allow sufficient 
time to lapse after application of a half-select current in 
the X direction so that this unwanted voltage impulse is 
dissipated and thus alleviate any undesirable effects there-

II from. 
Another reason for this 20-microsecond delay is that 

a half-select current through a core causes a noise im­
pulse to be induced in the sense winding especially if the 
previous half-select current through the core was in the 

10 opposite direction. The amplitude of this noise impulse 
is, in most instances, approximately 7 millivolts per core 
and requires from ten to fifteen microseconds to be dis­
sipated. As there are 100 cores in the X direction per 
row, and, as the noises from all of the cores in each roW 

15 is additive, the total maximum amplitUde of the noise im­
puse is approximately 700 millivolts. 

In an attempt to simplify the description and to in­
sure a complete understanding of the inherent complexity 
-of the mode of operation of the computer memory, it has 

20 been assumed to this point that all of the cores making up 
memory <lddresses cpcp through 99 and addresses A and B 
are magnetized in the same direction to represent either 
a binary "one" or a binary "zero." However, in the actual 
operation of the computer memory, this is not the case, 

25 the reasons for which are as follows: 
As previously described with respect to FIGS. 11 and 

12, memory sense winding 871 is sequentially threaded in 
the same direction through every other one of the forty 
rows of cores making up the entire memory. Thus, if 

30 every core in the memory was magnetically set in the 
same direction to represents, say, a binary "one," opposite 
polarity output pulses are induced in the memory sense 
winding during a read-write cycle, all of which pulses in­
dividually represent a binary "one" storage in the respec-

35 tive core. For example, the cores making up the odd­
numbered rows are responsible for output pulses of one 
polarity indicative of a binary "one" storage, where'as the 
cores making up the even-numbered rows are responsible 
for output pulses of an opposite polarity also indicative of 

40 a binary "one" storage. 
Also, as previously mentioned, it has been found that 

a subsequently-applied half-select current impulse through 
a core causes a noise impulse to be induced in the seme 
winding if the previously-applied half-select current im-

45 pulse through the core was in the opposite direction to 
the subsequently-applied half-select current impUlse; how­
ever, the subsequently-applied half-select current impulse 
through the core causes a much smaller ampltiude noise 
impulse to be induced in the sense winding if the sub-

50 sequently-applied half-select current impulse is in the 
same direction as the previously-applied half-select cur­
rent impulse. 

Therefore, to alleviate the need for sensing amplifiers 
which must be responsive to input impulses of opposite 

55 polarity, and also, during reading of a particular core, 
in order to subsequently apply a half-select current im­
pulse therethrough in the Y direction, which is in the 
same direction as the half-select current impulse previous­
ly applied in the Y direction therethrough during writing 

60 of a previously-read core, it has been found desirable 
during the operation of the memory of the present com­
puter for all of the cores making up the odd-numbered 
rows to be magnetically set in one direction to represent 
storage of a binary "one" and for all of the cores making 

65 up the even-numbered rows to be magnetically set in 
the opposite direction to represent storage of a binary 
"one." Consequently, during a read-write cycle of oper­
ation, bina-ry "one" signifying impulses of the same 
polarity are induced in the memory sense winding, and 

70 thus the sense amplifiers need only be responsive to 
single polarity impulses; and, also, much smaller ampli­
tude noise impulses are induced in the sense winding dur­
ing the reading operation. 

With the foregoing in mind, the next portion of the 
75 read-write cycle will be described and directed to bit 
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'b" of the low-order digit of the word stored in address 
b¢. 

Now that core 885 (FIG. 11) has been read and then 
'reset" to represent its initial binary "one" storage, line 
::YC (FIG. 21) goes from TRUE to FALSE at the fol- 5 
owing TIME-I, measured with respect to bit "b." As 
)reviously described in detail with respect to the bit 
:ounter shown in FIG. 22, when line CYC goes FALSE 
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binary "one." When the core representing bit-a of the 
low-order digit is read (i.e., core 885), a half-select 
"read" current in the X direction flows to the right 
through core 885 at the first TIME-I. At TIME-3, a 
helf-select read current in the Y direction flows down­
wardly through core 885 at the first TIME-3 to magneti-
cally set core 885 toward binary "zero." If the core was 
originally storing a binary "one," its magnetic state is 
therefore reversed, and a negative-going voltage pulse is for the second time, line BaM goes FALSE, line BbM 

50es TRUE, and lines BcM and BdM remain FALSE. 
A.s line XDW (FIG. 20) also goes TRUE at TIME-I, 
X-driver output line XDa is de-energized and output line 
XDb is energized at TIME-I, as shown in FIG. 11. As 
line YDW (FIG. 20) goes FALSE at each TIME-I, 
Y-driver output line YD¢ (FIGS. 25 and 11) is de­
energized, and, consequently, the half-select current in 
the Y direction through the cores of address ¢¢ is there-

10 induced in memory sense winding 871, which causes the 
half-select currents in the X and Y directions through 
core 885 to be reversed to magnetically reset core 885 
to binary "one" at TIME-4. At the second TIME-I, 
a half-select current flows to the left in the X direction 

by not permitted to flow. However, as X-grounder line 
XG¢ (FIG. 12) remains energized during TIME-I, and 

15 throu~h core 886. At the second TIME-3, a half-select 
curre~t flows upwardly through core 886 to magnetically 
set core 886 to binary "zero." If core 886 was origina lly 
storing a binary "one," a second negative-going potential 
impulse is induced in the memory sense winding to cause 

20 the half-select currents in the X and Y directions through 
core 886 to he reversed to reset core 886 to binary "one" 
at the second TIME-4. As before stated, this sequence 
of events is sequentially repeated from the lowermost to 
the uppermost of the cores making up address <1>1>. 

as X-driver line XDb is energized for the first time at 
TIME-I, a half-select current flows from right to left 
through core 886 to "half -select" the magnetic state of 
core 886 indicative of a binary "zero." It is to be noted 
that the half-select current in the X direction through 
core 885 flowed from left to right, instead of right to 25 
left, to magnetically "half-set" core 885 toward a binary 
"zero" representation. Thus, it is seen, the half-select 
read current flows in one direction through the cores in 
the even-numbered rows and in the opposite direction 
through the cores in the odd-numbered rows. 30 

At TIME-2, flipflop 6055 (FIG. 27) is reset by line 
C42 so that output line MSA is thereafter FALSE. At 
TIME-3, line YDW (FIG. 20) goes TRUE to again 
effect energization of line YD¢ (FIG. 25). Thus, as 
Y-driver output line YD¢ and Y-grounder line YG.p 35 
(FIG. 11) are both simultaneously energized at TIME-3, 
a current impulse of half-select magnitude flows up­
wardly through core 886 to cause "full-selection" of the 
magnetic state of core 886 to a binary "zero" representa- 40 
tion. If it is assumed that the magnetic state of core 
886 is indicative of a binary "one," the state of magnetiza­
tion of the core is reversed immediately following TIME-
3, and, consequently, a negative-going impulse is again 
induced in memory sense winding 871 (FlG. 1 J) with 
respect to termnal 873, approximately three microsec- 45 
onds after TIME-3, as before. 

As 'before, the negative-going impulse induced in 
memory sense winding 871 causes the reference input 
to flipflop 6055 to go FALSE shortly after TIME-3, and, 
consequently, flipflop 6055 is triggered so that line MSA 50 
is TRUE, indicating that a binary "one" had previously 
been stored in core 886. At TIME-4, (WR)' goes 
FALSE (FIG. 26) and line WR goes TRUE. Conse­
quently, X and Y-grounder lines XG¢ and TG¢ are both 
de-energized, and, simultaneously therewith, lines 55 
(XG.p), and (YG.p)' are energized. As core 886 was 
previously storing a binary "one," X and Y -driver out-
put lines VDb and YD.p remain energized for ten micro­
seconds longer to effect "resetting" of core 886 back to 
its initial binary "one" state immediately following 60 
TIME---4. 

18. SeIM'e-al11plijier strobe 

With reference to FIG. 27, inverter 4393 is effectively 
connected in series with memory sense winding 871, and 
inverter 4395 is effectively connected in parallel with re­
spect to the memory sense winding. As shown, inverter 
4395 is rendered non-conductive from TIME-3 to TIME-
4 by line C34, and inverter 4393 is rendered conductive 
from TlME-3 to TllvlE-4 by line C43. Thus, as inverter 
4395 is non-conductive during the time each of the mem­
ory cores is being read, the inverter exerts essentially no 
effect on sense winding 871; however, as inverter 4393 is 
conductive during the time each core is being read, the 
lower end of sense winding 87I-i.e., terminal 872-is 
elTectively grounded thereby during that time to complete 
the circuit therethrough. From TIME-4 to TIME-3, 
sense winding 871 is effectively open-circuited by in­
verter 4393 and effectively short-circuited by inverter 
4395, thus renuering sense winding 871 non-effective at 
all times except for the time interv~l during which read­
ing of a memory core is to take place. 

As previously described with respect to FIG. 48, if a 
binary "one" was previously stored in the core being read, 
the output of a memory sense amplifier is TRUE after a 
time lapse of approximately three microseconds after 
TIME-3. Thus, to prevent undesirable noise impUlses 
from entering the system, the output of sense amplifier 
4399 is sampled, or "strobed," for a period of approxi­
mately three microseconds, starting approximately three 
microseconds after each TIME-3. Strobing is effected 
by a three-microsecond one-shot flip-flop 6147, which is 
triggered at TIME-3 by line C31, so that the prime output 
thereof goes FALSE at TIME-3 and remains FALSE for 
a period of three microseconds, after which time the prime 
output thereof returns to a TRUE condition. The prime 
output of flip-flop 6147 is connected to the reference input 
of a three-microsecond one-shot flip-flop 6149, so that, 
after a time lapse of three microseconds after TIME-3-
i.e., when the prime output of flip-flop 6147 goes TRUE­
the reference output of flip-flop 6149 goes TRUE and 

The previously-described sequence of events is now 
repeated with respect to cores 887 and 888 and also with 
respect to the remaining ones of the forty cores making 
up address ¢¢. In the illustrative example given, as evi­
denced by the presence and absence of memory ~ense 
amplifier pulses (FIG. 48), the ,binary number stored 
in cores 885 through 888, corresponding to low-order bit 
"a" through the high-order bit "d," is "0111," thus indi­
cating that the low-order digit of the word stored in 
address .p.p is a "seven." 

65 stays TRUE for a period of three microseconds, after 
which time the reference output thereof goes FALSE. 
Therefore, the lowermost input line to logical AND 1163 
goes TRUE oly after a time lapse of three microseconds 
after TIME-3, and stays TRUE for a period of only three 

To summarize: Alternate cores of each memory address 
are magnetically set in one direction to represent a binary 
"one," whereas the remaining cores in the address are 
magnetically set in the opposite direction to represent a 

70 microseconds. 
As previously described, memory addresses A and B 

(FIG_ 12) have a common sense winding 891 separate 
from the main memory sense winding 871. Memory ad­
dresses A and B have a common pair of Y-grounder lines 

75 (ABC)' and ABG and separate Y-driver lines AAD and 
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BBD (FIG. 20), which function in the same manner as 
the just-described Y-grounder and Y-driver lines for mem­
ory addresses ¢¢ through 99. Thus, it is possible to read 
and write in only one of memory addresses A or B at 
any given time, the same as for memory addresses ¢¢ 5 
through 99. However, as addresses A and B have a sepa­
rate sense winding from addresses ¢¢ through 99, a word 
from either of addresses ¢¢ through 99 may be read out 
simultaneously with the word being read out of address 

The program is effectively carried out by the ac­
counting machine, by "sampling" each stop. starting with 
the first stop, and performing the sequence of actions 
called for by each stop as the carriage sequentially moves 
from stop to stop_ Finally, the carriage is returned to 
the first 'Stop to permit the program ,to be repeated if 
desi,red. It is to be noted, however, that only one in­
struction is carried out at any given time. The mere 
placing of the form bar on the accounting machine, or 
the placing of ,particular stops on the form bar, does 
not, in and of itself, cause the accounting machine to 
carry out the operation specified by either of the stops. 

A or B. Because of the common X-driver and X-ground- 10 
er lines, it is not possible to write separate words in both 
a memory address and either of addresses A or B. How­
ever, the same word may be written in both addresses. 
As shown in FIG. 27, the output of A and B sense ampli­
fier 4400 is strobed by single-shot flip-flops 6148 and 15 
6150 in exactly the same manner as memory sense ampli-

The second program essentially to be written is in 
the form of a sequential group of ,instruction words, that 
are to be stored in the computer memory, comprising 
a group of words ten decimal digits in length. The 

fier 4399, as was just described in detail. The strobed 
signals from sense amplifier 4400 operates a transistor 
logical AND 1164, which triggers flip-flop 6056 in re­
sponse to a negative-going impulse from A and B sense 20 
winding 891. As the complete read-write cycle of opera­
tion of addresses A and B is, for all practical purposes, 
exactly the same as the just-described read-write cycle 

computer "samples" only one of these wor,ds at any 
one time, and, after carrying out that particular in­
struction, the computer then samples the next instruc­
tion word. The mere placement of the instruction words 
in the computer memory does not cause any instruction 
to be carried out, in the same manner that the mere 
placement of a fo~m bar on the accounting machine does 
not necessarily cause any of the stops to be sampled. for memory addresses ¢¢ through 99, a description there-

of would only result in an undue repetition, which is not 25 
deemed necessary for a full understanding of the mode 

To start the ,accounting machine program, a machine 
cycle is first initiated, which allows the accounting ma­
chine to "sample" the first stop in the program and 
carry out that particular instruction. After the com­
puter carries out its instruction, it effectively "moves on" 

of operation thereof in view of the just-described read­
write cycle for memory addresses ¢¢ through 99. 

19. Format of instruction words generally 

In order to perform the functions of a "general pur­
pose" type computer, the present computer is provided 
with eighteen different .types of general purpose "in­
structions" which it, in a sen~e, "obeys" in order to 
allow the programmer to solve almost any type of math­
ematical problem. For reasons to become more ap­
parent hereinafter, the just-described magnetic core 
memory stores both "instruction" words and data words, 
which appear as one and the same as far as the com­
puter memory is concerned-i.e., a ten-digit decimal 
number-and, to alleviate the necessary of providing 
"plus" or "minus" indications to identify positive and 
negative numbers, a negative number is stored in the 
computer memory as its complement. For example, 
the minimum negative number that is effectively stored 
is 0000000001, whose complement is 9999999999; the 
maximum negative number that is effectively stored is 
1000000000, whose complement is 9000000000. Thus, 
the maximum positive number stored is 8999999999. 
Both data and instruction words may essentially be stored 
in the computer memory either by indexing the words 
in the accounting machine keyboard portion of the com­
puter, by totaling or subtotaling selected totalizers of the 
accounting machine, by reading the words from the mag­
netic strip portion of the ledger cards, or by reading 
the words from punched cards or paper tapes via con­
ventional, commercially-available paper tape and card 
readers. 

Programming the computer consists essentially of 
writing two related programs, the first program of which 
is written for the accounting machine portion of the 
computer, which programming ,consists of designing me­
chanical stops which are placed on the form"bar por­
tion of the accounting machine, in a manner fully de­
scribed in the before-referred-to Patent No. 2,626,749. 
In programming the accounting machine, the program­
mer decides at what carriage columnar position the pro­
gram is to start and the columnar position to which the 
carriage is to be moved by subsequent machine cycles. 
The stops on the form bar may be thought of as "in­
structions" to the accountin'g machine which are physically 
located in unique places on the form bar, a 'group of 
stops (Le_, instructions) being termed a "program." 

30 to the next instruction in the program, just .as the ac­
counting machine "moves on" to the next stop on the 
form bar. If desired, the computer progl'3m m3Y be so 
w.ritten that the computer returns to the first instruc­
tion after it has finished the last instruction, to permit 

35 the program to be repeated. 
As previously mentioned, there are eighteen basic in­

structions 'which the computer executes. Five of these 
basic instructions concern the ledger card and the ac­
counting machine; one concerns reading paper tape; and 

40 twdve are concerned with arithmetic and control func­
tions within the computer. Of these eighteen different 
types of instruction words, there are three types of in­
struction word fo~mats. The first type of in;;tmction 
word format is that of a "modified three" or "four ad-

45 dress" instruction word. Nine of the basic instruction 
words have a second type of format, which takes ad­
vantage of the ability of the computer to increment 
addresses in an instmction word, as will be more fully 
described hereinafter. The remainder of the basic in-

50 struction words have a third type of format, which is 
peculiar to the function effected by that particular in­
struction word. 

The structure of every instruction word is effectively 
"divided" into five groups of two decimal digits each, 

55 with each group hereinafter being called a "section." 
The first section is the two highest-order decimal digits 
of the instnlction word and represents the code number 
identifying that particular instruction, the code num­
bers ranging from 00 through 17; the second section nor-

60 mally identifies either the memory address location of 
the first data word or the address of an instruction modi­
fier; the third section normally identifies the address lo­
cation of either the first or the second d.ata words; the 
fourth section generally identifies the address of the re-

65 suIt; and the fifth section usually identifies the address 
of the next instruction word in the program. 

As an example of a format of a particular instruction 
word,an "ADD" instruction is illustratively utilized. 

70 Suppose that the two amounts are to be added, one 
amount being located in memory address 42, the other 
amount bein'g located in memory address 5¢, the sum 
of these two amounts is to be stored in memory address 
52, and the next instruction word is stored in memory 

75 address 32. As the code number for an ADD instruc-



3,302,178 

39 
tian is 08, the instruction word appe,ars as illustrated 
,belaw: 

INSTRU("l'ION WORD FORMAT 

Sect. 1 Sect .2 Srct.3 Sect. 4 Sect. 5 

08 42 50 32 

After the additian .operation is completed, the com­
puter, in a sense, '"looks" in memory address 32 for the 
neJott instruotion. Also, following the addition, the words 
in memory addresses 42 and 51> remain the same as be­
fore, even thaugh each was involved in the addition 
operation. Hawever, regardless of the ward originally 
stared in memory address 52 before the addition, memory 
address 52 now contains the sum word derived from the 
addition. The reason for this is that a memory address 
is automatically cleared prior to stomge of another word 
in that particular address. Consequently, only the sum 
word is stored in the sum address. 

A characteristic 'Of nine of the eighteen instructions 
is the ability to effectively increment seotion-3 or decre­
ment section-4 of any instruction word. That is, if one 
operation is called for which is to be sequentially per­
formed on several words that are stored in memory loca­
tions having sequential addresses, it is not necessary to 
utilize a separate instruction for each operation performed, 
or to build an address-incrementing loop. 

An example of an instruction in which address incre­
menting is utilized is the "enter-keyhoard-words" instruc­
tion, abbreviated as EKW, having a code number designa­
tion "00," and interpreted by the computer as: 'The 
words subsequently indexed in the accounting ma­
chine keyboard are to be sequentially stored in memory 
address locations X through Y, where X and Yare speci­
fied in section-3 and section-4, respectively, of the in­
struction words." Thus, if several sequential entries are 
to be indexed in the accaunting machine keyboard, it is, 
of course, obvious that these successive entries must be 
stored in adjacent memory address locations. If it were 
necessary ta utilize a separate instructian word for stor-
age of each of the keyboard entries in a designated 
memary address, ten instruction wards would then 'be 
necessary to store ten entries in memory. However, with 

5 

40 
fies the number of additions to be performed and the high­
'Order digit thereaf is a zero; the memory address of the 
first word of the pair is in sectian-3 thereof, and, after 
each additian, this particular address is inoremented 'by 
"one" to obtain the memory address of the first word 
af the following pair to be used in the subsequent addition; 
the memory address af the second word of the pair, which 
abo carresponds to the memory address 'Of the sum, is 
in section-4 of the instruction word, and, f.ollowing the 

10 additian, the address in section-4 is decremented by "one" 
to obtain the address af the second word of the £allowing 
pair of words, which address also corresponds to the 
memory address inta which the sum derived from the 
following addition is to be stared; and in section-5 'Of the 

15 instruction word is the address of the next instruction 
word. 

Suppose that "five" pairs of words are ta be added, 
the first word of the first pai'f being stared in address 15, 
the second word 'Of the first pair being stored in address 

20 72, and the next instruction word ,being stared in address 
88. An instructian word capable of initiating this particu­
lar sequence of events is 1105157288. 

In carrying out the APN instruction, the sequence of 
events is as fallaws: The word stored in memory ad-

25 dress 15 is added to the word stored in memory address 
72, and the sum resulting from the addition is stared in 
memory address 72; thereafter, the address specified in 
section-3 of the instTuction word is incremented by '"one" 
and thus becomes "address 16," instead af address 15, 

30 and, simultaneausly therewith, the address specified in 
section-4 of the instructian word is decremented by "one" 
and thus becomes "address 71" instead of address 72' 
thereafter, the word in address 16 is added to the word 
in address 71, and the sum resulting from this second addi-

35 tion is stored. in address 71; thereafter, the addresses speci­
fied in section-3 and section-4 of the instruction word 
are respectively incremented and decremented by"one," 
and, thereafter, the word stared in address 17 is added 
to the word stored in address 71>, and sa on, until the 

40 word stored in address 19 is added to the ward stored in 
address 68 and the sum resulting from the last additian 
is stored in address 68. 

It is to be noted that, upon completian of the carrying 
out of the ahave-described APN instructian, the five sums, 

45 resulting from the addition of the five pairs of numbers, 
are 'respectiVely stored in memory addresses 68 through 
72, while the first word of each of the five pairs of words 
respectively remain in a carresponding one of memory 
addresses 15 thraugh 19. 

an address incrementing instructian, aU ten entries are 
sequentially stored by the use ·of anly one instruction 
word. This incrementing feature not only simplifies pro­
gramming, but alsa reduces the required number of in- 50 
struction wards necessary for completion 'Of a given pro­
gram. When utilizing an instructian with an address-in­
crementing format, the programmer specifies, in seotion-3 

The APN instruction may be utilized, for example, in 
a payroll application where it is desired to add an em­
ployee's deductions, such as "Community Chest,'" "Union 
Dues,''' "~ICA," etc., tQ each of the respective weekly 
accumulatIOns thereaf. All of such additions are auto-of the instruction word, the memory address of the first 

word on which an operatian is required, and specifies, in 
sectiou-4 of the instruction ward, the memory address 
of the last word on which an operation is required. The 
anly restrictian is that the address specified in section-4 
of the instruct ian word must be equal ta, or greater than, 
the address specified in section-3. Thereafter, the com­
puter sequentially generates each of the address locations 
between those two specified, even if the original instruc­
tion word is no lange'f stared in memory. Hawever, after 

55 matioally performed with only ane instructiQn word, due 
to the fact that the addresses in section-3 and section-4 
of the instructian word are automatically modified by the 
computer d.uring the execution ad' the instruction. Alsa, 
as will be seen later, due to the fact that an instruction 

60 word is s~ared in a "'register" while the computer is execut­
ing t~e i~structian, the original instructian word narmally 
remaJl1S 10 memary even though the instructian specified 
by the instruction word has been previously carried out 
to campletion. the instruction has been executed, the original instruction 

word may remain in memory unchanged, if desired. 65 21. Instructioll register generally 
20. Format of Add-Pairs-of-Numbers instruction 

word (APN-11) 

By using the "add-pairs-of-numbers" 'instruction, from 
'One to nine pairs of numbers are added together, and 
the sum resulting from each addition is returned to the 
address af ane of the ape rands in each pair. 

In this instance. the mode number "11" for the APN 
instruction is in section-l of the instruction word; the 
Jaw-order digit of the number in section-2 thereof speci-

"':hiIe th: compu~er is in the process of carrying aut 
the Jl1structIOn speCified by one of the just-described in­
struction words, that particular instructian ward is effec-

70 tively stored in an "instruction register." With reference 
t~ ~lGS: 1 and 2, the. instruction register (1) is effectively 
diVided mto five sectIOns, 1 through 5, where section-l 
is c~pable. of storing the twa highest-order digits and 
sectlOn-5 IS capable of storing the two lowest-order digits 

75 of the ten-digit instruction word. Each of the five sec-
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tions is effectively divided into a high-order and a low­
order digit-register, each of which is utilized to store a 
particular-order decim81 digit of the instruction word in 
binary-coded-decimal form. For example, digit-register 
(I9) effectively stores the highest or tenth-order decim8l 5 
digit of the instruction word; digit-register (IS) effectively 
stores the ninth-order decimal digit of the instruction 
word; and so on, so that digit-register (Iq\) stores the 
lowest or first-order decimal digit of the instruction word. 

22. Sectioll-I of illstructiOlJl register 
10 

42 
reversed. That is, line (ISd)' goes FALSE, and line ISd 
goes TRUE. 

It is seen, therefore, that the states of energization of 
flipflops 6001 through 6004 collectively represent the 
binary number "1000." which, in turn, represents the 
decimal digit "eight." As the value of bit "a" of the 
tenth-order digit is "0," the state of energization of flip­
flip 6005 represents the "zero" value of the tenth-order 
digit of the instruction word. 

With reference to FIG. 16, all of the output lines from 
section-l of the instruction register are connected as in­
puts to an "instruction-code readout" having a multiplic­
ity of output lines which are selectively energized by logi­
cal combinations of the five flipflops of section-l of the 

With reference to FIG. 15, section-l of the instruction 
register is logically illustrated as including five flip flops, 
6001 through 6005, whose states of energization collec­
tively represent, in binary-coded decimal form, each of 
the previously-described instruction code numbers "q\q\" 

(EKW) through "17" (EPT). As the high-order digit of 
each of the instruction code numbers is either a "one" or 
a "zero," only one flipflop (6005) is necessary to store 
the high-order digit of the code. However, as the low­
order digit of the code may be any of the digits "zero" 
through "nine," four flipflops (6001 through 6004) are 
necessary to represent the value of the low-order digit 
thereof. 

15 instruction register and individually correspond to a 
selected one of instruction words EKW (00) through 
EPT (17). Ignoring, for the moment, those output lines 
beaTing a "prime" notation, only one of the remaining 
output lines is TRUE at any given instance; the particular 

20 line that is TRUE is dependent upon, and corresponds to, 
the particular code number stored in section-l of the 
instruction register. There are, however, certain excep­
tions, which are to be noted hereinafter. Thus, in the 
preceding example, an "08" being stored in section-l of 

As previously described with respect to FIGS. 27 and 
25 the instruction register causes the state of output line 

ADD to be TRUE, all the remaining Olltput lines being 
FALSE. It is, therefore, to be appreciated that. for an 
'"enter-key board-words" command (code 00), only line 
EKW is TRUE; for a "print-aut-words" command (code 

47, output line MSA from the memory sense amplifier 
flipflop 6055 is either TRUE or FALSE, depending upon 
whether a binary "I" or a binary "0" had just previously 
been read out of memory during a re:ld-write cycle of 
operation. If a binary "I" had just been read out of 
memory, the state of line MSA goes from FALSE to 
TRUE approximately 3 microseconds after TIME-3, and 
stays TRUE until the next TIME-2, at which time the 
state of line MSA returns FALSE. If a binary "0" had 35 
just been read out of memory, the state of line MSA 
remains unchanged; i.e., FALSE. 

30 0 I), line POW is TRUE; and so on. so that output line 
EPT is TRUE, indicative of the "enter-punched-tape" 
command (code 17). The simplified logical equations 
for the eighteen readout lines of the decoder are as fol-

Thus, after presetting section-l of the instruction reg­
ister to "00" by effecting a TRUE-to-FALSE change ,of 
state of line (PJq\)', suppose that an ADD instruction 
word was originally stored in a particular address in 
memory and it is desired to take this word from memory 
and store it in the instruction register. As the code des­
ignation for an ADD instruction is "08," the digit to be 
stored in the high-order digit register (19) of section-l 45 
of the instruction register is a "zero," and the digit to 
be stored in the low-order digit register (IS) thereof is 
an "eight." Consequently, as binary-bit "a" of the low­
order digit of the code designation is first to be read out 
of memory, line Ba is TRUE, and, as a word is to be 50 
transferred from memory to the instruction register, line 
MI is likewise TRUE, as will be seen later. However, 
in this example, as the binary value of bit "a" of the low­
order digit of the code designation is "zero," line MSA 
remains FALSE and therefore output lines (I8a) , and 55 
ISa are TRUE and FALSE. respectively. When bit "b" 
is to be read out of memory, only the line Bb from the 
bit counter is TRUE, while lines Ba, Be, and Bd are 
FALSE. As the binary value of bit "b" is likewise "zero," 
output lines (ISb)' and ISb remain TRUE and FALSE, 60 
respectively. When bit "c" is to be read out of memory, 
only line Be from the bit counter is TRUE. As the binary 
value of bit "e" is also "zero." output lines (1Sc)' and 
ISe remain unchanged. When the high-order bit "d" is 
to be read out of memory, only line Bd from the bit 65 
counter is TRUE. As the binary value of bit "d" is now 
a "one," when line C41 goes TRUE at TIME-4, all the 
inputs to logical AND 963 are TRUE, and, consequently, 
line BdL likewise goes TRUE at TIME-4. As the high­
order digit of the code designation is next to be read in 70 
this particular example, only line DS from the digit 
counter is TRUE at this particular instance. Therefore, 
the reference input to flipflop 6004 goes TRUE at TIME-
4. At TIME-l, the reference input thereto goes FALSE, 
so that the states of output lines (ISd), and ISd are 75 
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For reasons to be set forth hereinafter, it is to be noted 
that line ADD is TRUE whenever either an "08" or an 
"09" is stored in section-l of the in'tru~tion register. i.e., 
for either an "add" or a "substract" command; however, 
line SUB is TRUE only for a "subtract" comm:md, i.e., 
"09." In addition, line MUS is TRUE when either a "12" 
or a "13"' is stored in section-l of the instruction register, 
i.e., for either a "multiply-dollar-decimal" or a "mulliply­
and-shift" instruction; however, line MDD is TRUE only 
for a "multiply-dollar-decimal" command, i.e., code "12." 
An additional readout is provided by line MOD, which is 
essentially a logical OR of lines MUS :lnd DIV and which 
signifies that either a multiplication or a division opera­
tion is being carried out. 

23. Sectioll-2 of illstructioll registe,. 

With reference to FIG. 17, section-2 of the instruction 
register includes eight flipflops. 6006 through 6013, which 
store the seventh and eighth-order digits of the instruction 
word. As previously mentioned with respect to that part 
of the foregoing description relating to the "Instruction 
Word Format," section-2 of the instruction register is 
utilized to store the address of either the first or the 
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second operands, the destination address, or a special 
code, depending upon the particular instruction. A de­
c?der f~r the high-order digit-register of section-2 is pro­
vided with seven readout lines H<p through H6 to respec­
tively indicate a digit having a value "zero" through "six" 
bemg stored in the high-order digit-register; the decoder 
for the low-order digit-register is provided with readout 
lines L<p through L3, which respectively indicate a digit 
having a value of "zero" through "three" being stored 
in the low-order digit-register. 

For example, in an instruction calling for a particular 
motor bar operation of the accounting machine portion 
of the computer, readout lines H<p through H6 indicate 
which motor bar should be depressed and what type of 
depression is desired-i.e., "touch" or "hold"-in carry­
ing out a "shift" instruction (SHF-04), and readout lines 
H2 through H5 indicate the direction and type of shift 
desired. The simplified logical equations for each of 
readouts H<p through H6 are as listed below. 11 is to 
be noted, however, as shown in the logical circuit dia­
gram 17, that readout lines H2 and H4 cannot go TRUE 
during a "multiply-dollar-decimal" instruction (MDD-
12), while readout line H3 is permitted to go TRUE un· 
conditionally. 

111>= (l7d) '(T7c)'(I7iJ)' (lia)' 
Ill'~(17c1)'(I7c)'1171i)' licr 
1l2= (17c)' lit, (17a) , 
1l3= (I7c)' l,b 17a 
H4= lie (Ti/I)'(lia)' 
H5= 17e (17/)), 'ria 
Il6= 17c Iii, (I7a)' 

(:\J1)D)' 
+ Mlll! 
(M1llJ) 

Readout lines L<p through L3 not only are utilized in 
an "enter·card·words" instruction (ECW-02) but also 
are utilized in any of the instructions which call for a 
particular motor bar operation, such as "enter-key board­
words" (EKW-OO) and "print-out-words" (POW-OI). 
For an EKW and a POW command, readout lines L<p 
through L3 selectively indicate the particular decimal 
point lamp on the keyboard that is to be illuminated and/ 
or the particular "order-hook" solenoid that is to be en­
ergized. The simplified logical equations for readout 
lines L¢ through L3 are as given below; 

L¢"- i1lid)".llic)'(lllb)'(Ifi")' 
Lt= lltj(f)'(1tk);(If~f)r IHu 
L~~ (IHe)' 11\& ill,")' 
L3~ (Hie)' Ilib Ilk! 

It is to be noted that output lines 17a through I7d 
of the high-order digit-register of section-2 of the instruc­
tion register are respectively connected as an input to one 
of tlipflops 6047 through 6060 of the high-order section of 
the word·selecting register previoLlsly described with re­
spect to FIG. 24. It is also te be noted that output lines 
16a through 16d of the low-order digit-register of section-2 
of the instruction register are respectively connected as an 
input to flipflops 6051 through 6054 of the low-order 
section of the word-selecting register previously described 
wtih respect to FIG. 25, all of which may more clearly 
be seen by reference to the block diagram shown in FIGS. 
1 and 2. Thus, as lines I7a through I7d of FIG. 24 and 
lines I6a through 16d of FIG. 25 are each logically 
ANDED with line TT2, which originates in FIG. 21, after 
the word-selecting register is preset to "00" by effecting a 
TR UE-to-FALSE reversal of the state of line (PW <p)', 
the high- and low·order digits stored in section-2 of the 
instruction register are permitted to respectively be 
simultaneously transferred directly into the high- and 
low·order digit positions of the word-selecting register by 
effecting selective energization of line TI2, selective ener­
gization of line TI2, therefore, effecting the transfer of 
the contents of section-2 of the instruction register into 
the word-selection register. 

44 
24. Section-3 of illstruction reg/sre, 

As previously mentioned, section-3 of the instructIou 
register normally stores either a destination address or 

5 the address of one of the operands. With reference to 
the left·hand portion of FIG. 18, section-3 of the in­
slfuction register comprises eight flipflops, 6014 through 
6021, flip flops 6014 through 6017 being a part of the 
high-order digit·register (IS) and flipflops 6018 through 
6021 being a part of the low-order digit-register (14) 

10 thereof, as illustrated in the block diagram of FIGS. 1 
,IOU 2. The two digit·registers (14) and (15) are inter­
connected in such a manner that, when so combined, they 
function essentially as a binary-coded-decimal counter 

15 II hich is capable of effectively counting from 00 to 99 
in units of "one." 

To accomplish this, flipflops 6018 through 6021 of 
digit-register (14) are connected together to collectively 
functLon as a "powers-of-two" binary counter that in-

20 crements one unit each time the state of line 1N4 changes 
from TRUE to FALSE. After a count of "nine" (binary 
1001) is reached, digit-register (14) recycles back to 
"zero" (binary 0000) on tbe next change of state of line 
IN4 from TRUE to FALSE. Flipflops 6014 through 

25 6017 of digit-register (IS) are connected together to also 
cDllectively function as a "powers-of-two" binary counter 
that effectively increments by one unit each time digit­
register (14) recycles from "nine" back to "zero:' Thus, 
it can be said, it four flipflop powers-of-two forward-

30 counting binary counter is one in which a change of state 
of the reference output of any or all of the four flipflops 
from a TRUE state to a FALSE state causes a corre­
sponding reversal of the state of the next succeeding high­
order flipflops. Therefore, each flipflop effectively "di-

3;' vides" the reference output of the succeeding low-order 
J1ipflop by a division of "two." 

With all four flipflops of each of digit-registers (14) 
and (J5) connected in a conventional manner, each of 
the registers would normally count from "zero" (binary 

40 0000) to "fifteen" (binary 1111) and then return to 
:'zero" to again start the count cycle. However, in the 
lnstant case, digit-register (14) includes a logical AND 
gate 1067 (FIG. 19), which detects a count of "nine" 
being held by digit-register (14), a count of "nine" (binary 

45 1001) being indicated by a TRUE state of each of the 
amplilied reference outputs of flipflops 6018 and 6021. 
Thus, it is evident that, when reference output lines 14a 
and 14d are both simultaneously TRUE, output line 149 
from gate 1067 (FIG. 19) is likewise TRUE each time 

50 the counter reaches a count of "nine," line (149)', of 
'course, being FALSE at that particular moment. As 
line (149)' is FALSE only during a count of "nine," the 
state of the prime input to flipflop 6014} (FIG. 18) is 
prevented from being changed from TRUE to FALSE 

55 during the next succeeding TRUE-to·F ALSE change of 
state of line 14a. Consequently, lines 14b and 14c re­
main FALSE. At the same time, a logical AND (1029) 
of lines 149 and IN4 effectively returns the state of line 
14d back to FALSE, thus returning digit-register (14) to 

60 "zero," whereby output lines 14a through 14d are FALSE 
indicative of binary 0000. Each time the state of lin~ 
14d goes from TRUE-to-FALSE-i.e., when digit-regis­
ter (14) recycles-the state of flipflop 6014, thence the 
state of output line 15a, is reversed thereby. It is to be 

65 noted, however, that digit-register (IS) is not recycled 
when a count of "nine" is reached therein, as in the case 
of digit-register (14). 

With reference to FIGS. 24 and 25, lines 15a through 
I5d and 14a through 14d of section-3 of the instruction 

70 register are each logically ANDED with line TI3 in such 
a manner that, after the word-selecting register has pre­
viollsly been preset to "00," the contents of section-3 
of the instruction register is transferred to the word-se­
lecting register hy effecting a TRUE·to-FALSE change of 

75 state of line Tl3. 
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25. Section-4 of instruction register 

46 
in high-order digit-register (11) and flip-flops 6034 through 
6037 being included in low-order digit-register (1¢). 
Digit-registers (11) and (I¢) are of conventional circuit 
configuration and indicate, in binary·coded decimal form, 

Section-4 of the instruction register, as previoLlsly men­
tioned, is utilized to store either the address of one of 
the operands, the address of the result, or the address of 
an alternate instruction. As shown in FIG. 18, and also 
in the block diagram of FIGS. 1 and 2, the fourth section 

5 the value of the decimal digit stored therein, and, consc­
qucnlly, a more detailed description thereof is not deemed 

of the instruction register incl udes a high-order digit­
register (13) comprising four electrically-interconnected 
flipflops 6022 through 602S, and a low-order digit-regis-
ter (I2) likewise comprising four electrically-interconnect- 10 
ed fJipflops 6026 through 6029. Each of digit-registers 
(12) and (13) independently operates essentially as a 
power-of-two binary counter. However, instead of being 
capable of counting in a forward direction as digit-regis- 15 
ters (I4) and (IS) of section-3, digit-registers (2) and 
(13) are connected in such a manner as to collectively 
count in a reverse direction, in units of "one," from 99 
to 00 for each succeeding TRUE-to·FALSE change of 
state of line DE2. Consequently, it can be said that 20 
each flipflop in such a forward-counting register is essen­
tially a scale-of-two binary counter which effectively "di­
vides" by two the reference output binary notation of a 
successive low-order flipflop, whereas each flipflop in such 
a reverse counting register effectively "divides" by t'.'iO 25 
the prime output binary notation of a successive low­
(;rder flipflop. 

With flipflops 6026 through 6029 of digit-register (12) 
interconnected in a conventional manner to function as 
a reverse counter, digit-register (12) would then norm::i1ly 30 
count backwards in units of "one" until a "zero" cOllnt 
(binary 0000) is reached, and then would return to a 
count of "fifteen" (binary 1111) to start the cOLint cycle 
again. However, in the instant case, digit-ret:ister (12) 
includes a logical AND gate 1066 (FIG. 19), which de- 35 
tecls a cOllnt of "zero" condition of digit-register (12), 
acounl of "zero" (binary 0000) being indicated by a 
FALSE state of each of output lines 12a through 12d from 
f1ipflops 6026 through 6029, respectively, or by a TRUE 
state of each of prime outputs (l2a)' through 02d) '. 40 
Thus, when all of lines (l2a)' through (J2d)' are 5imul­
taneously TRUE, output line 12¢ from gate l066 (FIG. 
19) is likewise true each time the digit-register reaches 
a cOllnt of "zero," line (l2¢)', of course, being FALSE 
at that particular moment. As line (l2¢)' is FALSE 45 
only during a count of "zero," the state of the prime input 
to flipflop 6027 is prevented from being changed from 
TRUE to FALSE during the next succeeding TRUE-to­
FALSE change of state of line (12a)'. Consequently, 
the states of lines (I2b)' and (l2c)' remain TRUE. 50 
Simultaneously therewith, a logical AND of lines DE2 
and 12¢ (1041) effectively returns the state of line I2d 
back to TRUE, thus returning digit-register (I2) to a 
count of "nine," whereby Olltput Jines 12a and 12d are 
TRUE and lines I2b and I2e are FALSE, indicative of 55 
binary 1001. Each time the state of line (12d)' changes 
from TRUE to FALSE-i.e., when digit-register (12) 
recycles back to a count of "nine"-the state of flipflop 
6022, thence the state of line 13a, is reversed thereby. It 
is to be noted that digit-register (13) is not recycled when 60 
a {;Ollnt of "zero" is reached, as in the case of digit-regis-
ter (12). 

With reference to FIGS. 24 and 25, the reference out-
put lines from section-4 of the instruction register are 
each logically ANDED with line TI4 in slich a manner 65 
that the contents of section-4 of the imtruction register 
is transferred to the word-selecting register by effecting 
selective energization of line TI4, assuming, of course, 
that the word-selecting register is initially preset to "00." 

necessary. 
With reference to FIGS. 24 and 25, output lines Ita 

through Ild and I¢a through I¢d from section-S of the 
instruction register are each logically ANDED with line 
TI5 in such a manner that the contents of se{:tion-S of 
the instruction register is transferred to the word-selecting 
register simply by effecting a TRUE-to-FALSE change 
of state of line TI5, assuming, of course, that the word­
~,electing register is initially preset to ''~O,'' as before 
stated with respect to sections 2 through 4 of the instruc­
tion register. 

27. illstruetion register presets 

There are 1\'/0 "preset" lines for the instruction register, 
which are utilized to preset each section thereof to there­
after be representative of a specifk two-digit numerical 
designation. For example, section-l of the instruction 
regi"ter (FIG. 15) is preset to "00" by effecting a TRUE­
to·FALSE change of state of line (PI¢)', which presets 
the state of output lines 19a and 18a through 18d FALSE, 
indicative of "OU"; section-2 of the instruction register 
(FIG. 17) is simultaneously preset to "00" by line (PI¢) " 
which presets a FALSE state of output lines 17a through 
I7t!, and 16a through I6d, also indicative of "00"; section-
3 (FIG. 18) is also simultaneously preset to "00" by line 
(PT1')', which presets the states of output lines TSa throllgh 
lSd, and 14({ through 14d, FALSE, indic;}tive of "00"; 
each of the digit-registers of section-4 (FIG. 18) is, how­
ever, simultaneously preset to binary 1111 by a TRUE-
to-FALSE change of state of line (PI¢)', whkh presets 
the states of output lines I3a through I3d TRUE, indica­
tive of binary 1111, and presets the states of output lines 
12a through 12d TRUE, also indicative of binary 1111; 
and sc~tion-5 (FIG. 19) is simultaneously preset to "00" 
by line (PI¢)', which presets the stales of output lines 
Ila through lId and l¢a through I¢d FALSE, indicative 
of "00." 

From the foregoing, it is seen that selective energiza­
tion of preset line (P!¢)' causes each section of the in­
struction regi~tcr to be preset to "00," with the exception 
of section-4, each section of which is preset thereby to 
binary 1111. In other words, the reference outputs of all 
the flip-flops in sections 1, 2, 3, and S of (he instruction 
regi~ter are preset FALSE, whereas the reference outputs 
of the flip-flops of section-4 thereof are preset TRUE 
by (PI¢)' prior to the "loading" of a word from memory 
into the instruction register. The reason for this type 
of preset is that, due to the previously·described decrem­
enting ability of section-4, it has been found expedient, 
circuitwise, to first preset the reference output of each 
of the flip-flops of sectiol1-4 to a TRUE representation and 
then reverse the stale of each particular reference output 
whenever its corresponding binary bit from memory is 
"zero," contra to presetting the reference outputs FALSE 
and tlH!l1 reversing the state of each when the correspond­
ing bit from memory is a binary "one," However, to 
avoid confusion, and for the purpose of convenience in 
tbe following description, the above presetting technique 
of the instruction register by line (PI</>)' will, nevertheless, 
be hereinafter referred to as presetting the instruction 
register to "zero." 

\Vith reference to FIG. 18, the second preset line PRB 

26. Section-5 of instructioll register 
70 is a logical AND (104S) of lines SP and FG and is 

utilized to preset section-4 of the instruction register to 
"99" after (he instruction register has previoLlsly been 
preset by line (PI¢) '. The purpose for such a preset is 

As previously mentioned, section-S of the instruction 
register stores the address of the next regular instruction 
and, as shown in FIG. 19, comprises eight flip-flops 6030 
through 6037, flip-flops 6030 through 6033 being included 75 

to be covered hereinafter. 
As previollsly described with respect to the memory 
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sense amplifiers shown in FIG. 27 and the wave-form 
chart of FIG. 47, each time a binary "one" is read out of 
memory, the state of line MSA is changed from FALSE 
to TRUE at a time approximately three microseconds 
after TIME-3, and then its state returns to FALSE at 5 
the next succeeding TIME-2. Thus, with reference to 
FIG. 15. it is seen that from TIME-4 to the next succeed-
ing TIME-l during a "memory-to-instruction-re~i~ter" 
word-cycle in which line MI is TRUE for approxi;;:'ately 
1600 microseconds, line BaL is TRUE if the binary bit 10 
"a" just read out of memory is a "one," otherwise line 
BaL remains FALSE; during the next succeeding time 
interval of ten microseconds from TIME-4 to TIME-l 
line BbL is TRUE if the binary bit "b" just read out of 
memory is a "one," otherwise line BbL remains FALSE; 15 
during the next succeeding time interval, line BeL is 
TRUE if binary bit "e" just read out of memory is a 
"one," otherwise line BeL remains FALSE; and. during 
the next succeeding ten-microsecond time interval from 
TlME-4 to TIME-I, line BdL is TRUE if binary bit 20 
"d" just read out of memory is a "one," otherwise line 
BdL remains FALSE. 

As shown in FIG. 19, lines BaL through BdL are each 
individually ANDED with the .Jaw-order read-out line D¢ 
of the previously-described digit counter (FIG. 23) and 25 
then respectively connected to the reference inputs of llip­
flops 6037-6{)34 of the low-order digit-register (l¢) of 
section-S of the instruction register; lines BaL through 
BdL are also individually ANDED with the second-order 
read-out line Dl of the digii-counter and then respec- 30 
tivdy connected to the reference inputs of flipflops 6{)33-
6030 of the high-order digit-register (It) of the fifth sec­
tion of the instruction r,"gister. Thus, if it is assumed that 
the instruction word stored in memory address ¢¢ is to 
be transferred into the instmction register the state of 35 
flipflop 6037 is first "set" in a manner to' be indicative 
of the magnetic state of core 885 (FIG. 11), forty micro­
seconds later the state of flipflop 6036 is "set" indicatIve 
of the magnetic state of core 886, forty microseconds 
,later flipflop 6,035 is "set" indicative of the state of core 40 
887, and so on, unHl the first eight binary hits of the 
word in address ¢¢ are effectively stored in sect,ion-5 of 
the instruction register, the first four hits, of course, 
representing the low-order digit and the second se,t of 
four bits representing the second-order digit of the word 45 
in address ¢¢. 

Input lines BaL through BdL are similarly ANDED 
with the remaining output lines D4 through D9 from the 
digit counter to effect transfer of the corresponding digits 
of ~he word in memory and subsequent storage thereof 50 
in sections I through 3 of the instmction register. For 
example, in section-3 (FIG. 18) are stored the fifth-
and sixth-order digits, in section-2 (FIG. 17) are stored 

48 
28. Summary of instruction register 

In summary, the instruction register is provided with 
a binary "bit" serializer at the input of each digit-register 
t~ereof and also is provided with a serializer on a digit-by­
digit baSIS for sequentially se;lecting each of the ten diQ"it­
~'egis(e]'s thereof, starting with the lowest-order digit-r~g­
Js~er and ending with the highest-order digit-register there­
of. Consequently, by means of a "memory-to-instruction­
register" transfer instruction, the word stored in memory 
IS tran~fer~'ed into the instruction register, digit by digit, 
starling. With the low-order digit thereof, the low-order 
digit bemg stored in digit-register (1¢) of section-5 and 
lhe high-order digit being stored in digit-register (19) of 
sectlOn-1 of the instruction register. 

. As previou~ly descr~bed, and as illustrated in the block 
diagram of FIGS. 1 and 2, the digit stored in a selected 
one ~f low-order digit-registers (I¢), (12), (14), or 
(16) IS selectively stored in the low-order digit-register 
~W rp) .o,f the wor~-selectin.g register, and, simultaneously 
t;,creWltl1, the digit stored III a selected one at high-order 
mglt-reglsters (11), (13), (IS), or (17) is selectively 
stored m the high-order digit~register (WI) of the word­
,ele~tlng regist~r. Additionally, the low-order digit of 
sec(lon-2 of the instruction register is selectively stored 
in an "R-counter," which is next to be descri'bed in 
detaiL 

29. R-coulltcr 

With reference to FIG. 28, there is ,logically illustrated 
a reverse-counting counter, hereinafter termed "R-coun­
ter," which includes four interconnected flipfiops 6057 
tnrough 6060. The R-counter operates essentially in the 
su,me manner as low-order digit-register (12) of section-4 
of bile instruction r..:gisler, previously described in detail 
in t~,at it is a singl~ digit counter capable of counting j~ 
a, bmary-coded-decuual code in a reverse digita~ order. 
For example, If the R-counter is initially at a count of 
"nine," on ea~h occurrence of a TRUE-la-FALSE ohange 
01 state of lille DR, the R-counter is effectively decre­
mented by one deCImal digit until a count of "zero" is 
rcac~ed. However, as no recycling of the R-counter is 
prOVided, on the next subsequent change of state of line 
~R the R-c~)t1l1ter is returned to a count of binary 1111, 
JI1stead of bmary 1001 as in digit-register (I2). The two 
pre.sets provided for the R-counter are preset line PR¢, 
w~lch presets the counter to "zero" by causing the states 
of fhpflops 6057 through 6060 to be such that each of 
,the reference outputs thereof is FALSE (,hereinafter 
known as setting a fiipflop "FALSE"), and preset line 
PRS, which presets the counter to "eight" by setting flip­
flop 6060 TRUE and setting fiip,flops ()057 through b059 
FALSE. 

Anr single decimal digit, from "zero" to "nine," is 
selectlve.]y loaded into the R-counter from two different 
sources .. For example, the digit stored in the low-order 
?JgJt-reg}ster (~6) of section-2 of the instruction register 
IS tra!1s1erred mto the R-counter by means of selective 
energlz.ation of line RLR. However, prior to loading, all 
[our fhpfiops 6057 through 6051} of the R-counter are 
first preset F ALSEby means of preset line PR¢. Theie-

the seventh- and eighth-order digits, and in section-l 
(FIG. 15) are stored the ninth- and tenth-order digits 55 
of the word located in address ¢¢. As previous,ly de­
scribed, the reference output from each of flipflops 6,022 
throu£ih 60'29 (FIG. 18) of section-4 of the instruction 
register is initia1ly preset TRUE just prior to a memory-to­
instruction-register word transfer. Thus, if the binary bit 60 
just read out of memory is a "zero," line (M SA), re­
mains TRUE, and, consequently, output line S4L is ren­
dered TRUE from TlME-4 to TIME-l. Therefore as­
suming that low-order bit "a" of the third-order digit' is a 
"zero," the prime input to flipflop 6026, goes from TRUE 65 
to FALSE at TIME-l approximate,ly forty microseconds 
after the state of flipflop 6030 (FIG. 19) is "set" indica-
tive of bit "d" of the second-order digit of the word 
in address ¢¢; a TRUE-to-FALSE reversal of the prime 
input to flipflop 6026, of course, "sets" the state thereof 70 
so that output line 12a is rendered FALSE, indicative of 
binary "zero." The remaining hits of the third and fourth 
order digits are sequentiaUy store,d in section-4 in the 
same manner as just described. 

atler, Lhe state of each flupflop is selectively set by line 
l~LR to. co~respond to the state of the corresponding 
~lpfio~ m. dJglt-reglster (16) of the instruction register. 
1 hus, If dIgit-register (16) were storing the numeral "six;' 
so. that fliptlOPS 6,011 and 6Cl2 (FIG. 30) were TRUE 
(~Ipflops 60l? anc! 6G13 being FALSE), when the state 
01 hne RLR IS rendered FALSE after being TRUE for 
at least twenty microseconds, both of flipflops 6058 and 
6059 (FlG. 28) are simultaneous'!y set TRU E. There­
fore, it is evident that any digit from "zero" to "nine" is 
selectively transferred from digit-register (16) to t'he R­
counter. 

After the R-countcr has previou,ly been preset to 
75 "zero" by line PR¢, any digit being read out of memory is 
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selectively stored in the R-counter by effecting sequential 
energization of line RLM simultaneously with one of out­
put lines Ba through Bd from the bit-counter (FIG. 22). 
Thus, the bit-counter operates as a so-called "serializer" 
at the input of the R-counter to effect selective setting of 5 
the stutes of the four flipflops therein to correspond to the 
four binary bits being sequentially read out of memory 
and corresponding to the particular memory digit to be 
stored in the R-counter. 

The R-counter is u'ed in various of 1he instructions for 10 
different purposes. For example, in a "shift" instruction, 
the R-counter is first loaded with the low-order digit 
stored in section-2 of the instruction register, which digit 
specifies the number of places the word in memory is to 
be shifted. After the entire word has been shifted one 1;:; 
digital order, the R-counter is effectively decremented by 
one demical digit by line DR and then is essentially 
"checked" to determine if the R-counter is at a count of 
"zero." In that way, the R-counter is used to serve as 
an indication as to the remaining number of digital orders 20 
the word is to be shifted. In a division operation, suppose 
that it is necessary to perform a series of subtraction op­
erations during which eight shift operations of both thC) 
quotient and the remainder is required. In this instance, 
the R-counter is initially preset to a count of "eight" and 25 
thereafter decremented by one decimal digit after each 
shifting operation is completed, until a count of "zero" 
is reached. In other words, the R-counter counts down­
wardly from "eight" and thus keeps a record of the num-
ber of shifts remaining. In a "multiply-and-shift" in- 30 
struction, the R-counter is sequentially loaded with each 
one of the digits of the multiplier word in memory. The 
R-counter then 'controls the number of times that the 
multiplicand is added into an accumulating register, and 
signifies when the required numbers of additions have 35 
been performed. In a "multiply-and-shift" or a "mul­
tiply-dollar-decimal" instruction, the R-counter is utilized 

50 
and F1¢" which respectively indicate a count of "zero," 
"eight," "nine," and "ten" thereof. 

31. Compare F-coulltcr alld digit-counter 

With reference to the upper right-hand portion of FIG. 
33, the states of oulput lines Fa through Fd and (Fa)' 
through (Fd)' from the F-countc[ are logically compared 
with respect to the states of output lines Da through Dd 
and (Da)' through (DIl) , from the digit-counter, pre­
viously described with respect to FIG. 23. Thus, the 
state of output line UFO)' is TRUE whenever the digital 
count of the F-coullter is equal to the digital COllnt of the 
digit-counter; however, the state of output line (IFD)' is 
FALSE as long as there is inequality bel\'leen the contents 
of the F-Coullter and the digit-counter. 

32. J digit-register 

With reference to the lower right-hand portion of FIG. 
32, there is logically illustrated a digit-register, hereinafter 
termed J digit-register, \vhich includes four electrically­
interconnected flipflops 6067 through 6070 collectively 
capable of storage of any number from binary 0000 
through and including binary 1111. The J digit-register 
is selectively preset to "zero" by effecting a TRUE-to­
FALSE change of state of input line PJ1>. Thereafter, 
the states of Jlipfiops 6067 through 6070 are selectively 
conditioned to collectively represent either of decimal 
digits "one" or "five" by effecting a TRUE-to-FALSE 
change of state of a corresponding one of input lines PH 
and PJ5. 

The J digit-register is capable of being loaded, via line 
1L, with any digit previollsly stored in anyone of memory 
addresses 1>1> through 99, or addresses A or B, or, as will 
be seen later, with a digit magnetically read from a ledger 
card. However, prior to loading the 1 digit-register, 
each of the flipflops therein is efTectively preset to "zero." 
Thereafter, the states of flipflops 6070. 6069, 6068, and 
6067 .arc sequentially conditioned to respectively corre-

to record the number of times that the product has been 
shifted, and, as a result, determines the number of shifting 
operations remaining to be completed. 

The R-counter is capable of providing three 10gicalIy­
derived readout signals from output lines R1>, R1, and R8. 
Among other purposes, the states of readout lines R1> and 

40 spond to a different one of the four binary bits which 
arc sequentially read from memory or the ledger card 
in the following manner: As illustrated in FIG. 32, out­
put line MSA from the memory sense amplifier flipflop 

Rl are respectively utilized during a "shift" operation to 
indicate when the R-counter is at a count of "zero" or 45 
"one"; the state of readout line R1> is utilized during both 
multiply instructions to indicate a "zero" count of the R­
counter; and readout line R8 is utilized during all mUltiply 

6055 (FIG. 27) for addresses 1>¢ through 99, output line 
ASA from the memory sense amplifier flipflop 6056 for 
addresses A and B (FrO. 27), and output line CSA from 
the ledger card sense amplifier flipflop 6144 (FIG. 46), 
essentially are each logically ANDED, via line JL, with 
each of output lines Ba through Bd from the bit-counter 
(FIG. 22). Consequently, if bit "a" of the digit is a 
binary "one," the state of the reference output of flipflop 

and divide instructions, during which time the R-counter 
is effectively recording the progress of the instruction as it 50 
is bei ng carried out. 

30. F-counter 

With reference to FIG. 33, there is logically illustrated 

6070 is rendered TRUE; if bit "!>" is a binary "zero," the 
state of the reference output of flipflop 6069 remains 
FALSE, and so on. 

a single-digit forward-counting counter, hereinafter 55 
termed "F-counter," which includes four electrically-in­
terconnected flipflops 6073 through 6076. The specific 
mode of operation of the F-counter is essentially the same 

Logically illustrated directly above flipflops 6067 
through 6070 are three additional readout lines 11>, J9, 
and EOW, whose individual state of encrgization is indic­
ative of a particular number stored in the J digit-register. 
For example, the st1te of output line J 1> is rendered as that of the previously-described high-order digit-regis­

ter (IS) of section-3 of the instruction register (FIG. 18), 
and, consequently, a detailed description is not deemed 
necessary for a full and complete understanding thereof. 
Like digit-register (IS), the F-counter is capable of count-
ing from "zero" to "fifteen" and then recycling to a count 
of "zero." 

Prior to a mathematical computation, the F-counter is 
general,lypreset to "zero" by means of a FALSE-to­
TRUE change of state of pre~et line PF1>. Thereafter, 
on each successive TRUE-to-FALSE change of state of 
line AF, the F-counter is incremented from a "zero" 
count and advanced by one decimal digit for each change 
of state of line AF. It is to be noted, however, that selec­
tive energization of line PF1> presets the F-counter back to 
"zero" regardless of the count held therein. The F­
counter is provided with four readout lines, F1>, F8, F9 

60 TRUE whenever a binary ooon is stored in the register; 
the state of output line 19 is rendered TRUE whenever a 
binary 1O~1I is stored therein; .'nd a TRUE state of output 
line EOW is indicative of a binary 1111 being stored 
therein. In addition to the availability ofa parallel type 

65 of read-out, the output of the J digit-register is also effec­
tively .serialized, in that Gut;mt lines 1a through Jd thereof 
are logic:lIly AND:::D IV'ith the bit-counter Olltput lines 
Ba through Bd \"i~ lo,!;c:ll /\.ND gates 1432 through 1435, 
line Ja bein!" A~·ID';D\·.i[h line B:!. line 11, being ANOED 

70 with li:1e Bb, and ,0 ('n. The outputs of logical AND 
gates 1432 through H35 are logically OREO together 
and terminate at output line J S. Ou1put line JS, for ex­
ample, is logically connected as an input line to the "write­
control" circliitry (FIG. 20), so that the digit in the J 

75 digit-register is capable of being selectively stored in any 
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one of memory addresses ¢¢ through 99, or addresses A 
or B. 

33. Compare F-collllier alld J digit-register 

With reference to FIG. 33, a compare circllit is illus­
trated as comprising eight logical AND gates 1462 
through 1469, which are logically ORED together and 
terminate at output lines IF] and (IF]),. The output 
lines from the} digit-register (FIG. 32) and the output 
lines from the F-counter (FlG. 33) are logically con­
nected to selected ones of AND gates 1462 through 1469 
in slLch a manner that the value of the di!!it stored in the 
F-counter is eff,ectively compared with the value of the 
digit stored in the} digit-register. When the two digits 
are of unequal magnitude, the state of output line IF] is 
rendered TRUE. However, when the value of the two 
digits is of equal magnitude, the state of Olltput line 
(IF})' is rendered TRUE, indicative of equality. 

34. K digit-register 

In FIG. 31 there is logically illustratcda second digit­
register, her,einaftcr termed K digit-register, comprising 
four electrically-interconnected flip flops 6062 through 
6065, which are collectively capable of storage of any 
number from binary 0000 through and including binary 
1111. The K digit-register is preset to "zero" by effect­
ing selective energization of line PK¢. Thereafter, the 
register is selectively preset to binary 1001 by effecting a 
TRUE-to-FALSE change of state of line PK9. 

Like the previously-described } digit-register, the K 
digit-register is capable of being loaded with any digit pre­
viously stored in anyone of memory addresses ¢¢ 
through 99, or one of addresses A or B. However, prior 
to loading, the register is preset to "zero." Thereafter, 
the states of flipfIops 6065, 6064, 6063, and 6062 are se­
quentially conditioned in the following manner to respec­
tively correspond to ,a different one of the four binary 
bits which are sequentially read from memory: Output 
line MSA from the memory sense amplifier flipflop 6055 
for addresses ¢¢ through 99 (FIG. 27) and output line 
ASA from the memory sense amplifier flipflop 6056 for 
addresses A and B (FIG. 27) are each essentially logi­
cally ANDED, via line KL, with each of the output lines 
Ba through Bd from the bit-counter (FIG. 22). Conse­
quently, bit "a" of the digit just read out is a binary "one," 
the state of the reference output of flipflop 6065 is ren­
dered TRUE by a change of state of the flipflop; if bit 
"b" is a binary "zero," the state of the reference output 
of flipflop 6064 remains FALSE, and so on. 

Logically illustrated directly above flipflops 6062 
through 6065 is an additional readout line K¢, whose 
TRUE state is indicative of binary 0000 being stored in 
the K digit-register. In addition to the availability of a 
parallel type of read-out, the output of the K digit­
register is also effectively serialized, in that output lines 
Ka through Kd thereof are each logically ANDED with 
a corresponding one of bit·counter output lines Ba 
through Bd, via logical AND gates 1393 through 1396, 
line Ka being ANDED with line Ba, line Kb with Bb, 
etc. The outputs of AND gates 1393 through 1396 are 
logically ORED together and terminate in outpllt line 
KS, which, in turn, is logically connected as an input line 
to the "write-control" circuitry (FIG, 20) in such a man­
ner that the digit stored in the K digit-register is permitted 
to be selectively stored in any preselected one of the mem­
ory addresses. 

35. A dder-sllbtracter 

Before proceeding with a detailed description of the 
adder-subtracter portion of the computer logically illus· 
trated in FIGS. 13 and 14, a brief description will first 
be given, setting forth the various salient operations 
which are sequentially executed in the performance of a 
simple addition and subtraction mathematical computa­
tion; such a description is deemed desirable in expeliiting 
and assuring a clear understanding of the various prin-
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·ciplcs involved in the construction and mode of operation 
of the adder-subtracter unit. 

Preceding an "add" instruction (ADD-OS), for exam­
ple, both the addend and augend data words are first 

5 stored in memory. To begin the "add" instruction, one 
of the data words is transferred to address-A, with the 
second data word remaining in one of memory addresses 
</)¢ through 99. Thereafter, the low-order decimal digit 
of the word in address-A is read out and stored in the 

10 J digit-register via line ASA, as illustrated in the block 
diagram of FIGS. I and 2. SimultaneolLsly therewith, 
the low-order decimal digit of the word remaining in 
memory is read out and stored in the K digit· register via 
line MSA. The output lines from the } and K digit-

15 regioters are connected as input lines to the adder-sub­
tracter lInit in a manner such that the two decimal digits 
stored therein are effectively added together by the adder­
subtracter unit, so that, if the sum is equal to "nine" or 
less, a "sum" digit and a zero "carry" digit are derived 

20 therein. However, if the sum is greater than "nine," a 
"sum" digit and a "carry" one digit are derived. 

Following the addition of the two low-order digits, the 
sum digit is stored in the low-order digital position of 
address-A, and the carry digit is stored in a carry nip-

25 flop. Next, the second-order digit of the word in ad­
dress-A is stored in the J digit-register, and, simultane­
ously therewith, the second-order digit of the word re­
maining in memory is stored in the K digit-register. 
Thereafter, both digits are, in a sense, simultaneolLsly 

30 transferred to the adder-subtracter unit, wherein they are 
added together with the carry digit previously stored in 
the carry flipflop. If the sum of the two second-order 
digits plus the carry digit is greater than "nine," a sum 
digit is obtained and stored in the second-order digital 

35 position of address-A. and a carry "one" digit is obtained 
and stored in the carry flipflop. This sequence of opera­
tions is repeated for each digital order of the words until 
each digit of one of the data words is added to the cor­
responding digit of the other data word. Following the 

40 addition, the sum thereof is located in address-A. Con­
sequently, the final step in the "add" instruction is to 
store the slim data word in the particular address in 
memory as previously specified. 

A "subtrad" instruction (SUB-09) is carried out in 
45 essentially the same manner, with the exception that the 

data word remaining in memory is subtracted from the 
data word in address-A, rather than being added thereto. 
:-'10re specifically, the fLrst step to be carried alit for a 
"subtract" instruction is to transfer to address-A the 

50 minuend which is previously stored in one of memory 
addresses ¢¢ through 99. As before, the first-order digit 
of the word in address-A is stored in the} digit-register, 
and, simultaneously therewith, the first-order digit of the 
data word remaining in memory is stored in the K digit-

55 register. Thereafter, the digit in the K digit-register is 
subtracted from the digit in the} digit-register, a differ­
ence digit is derived therefrom and stored in the low­
order digital position of address-A, and the carry digit 
derived therefrom is stored in the carry flipflop, as before. 

60 Due to the fact that there is no "borrowing" of digits 
in the present lype of computation, the carry digit is 
added to the next higher-order digit stored in the K digit­
regis1er rather than being subtracted from the corre­
sponding next higher-order digit in the J digit-register. 

65 In other word~, any carry "one" digit effectively incre­
ments the next succeeding digit in the K digit-register 
rather than decrementing the next slLcceeding di~it in the 
J digit-register. ~ 

The jllst-de~,cribed subtraction operation is sequentially 
70 repeated for each of the next sllccessively higher-order 

digits until the remainder derived from the subtraction 
operation is in address-A. As in the "add" instruction, 
the final step in the "sl;btract" instruction is to copy the 
remainder data word into the particular address in mem-

75 ory, as previously srccified. 
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From the foregoing, it is evident that the adder-sub­

tracter unit is capable of adding two decimal digits and 
a carry digit, either "zero" or "one," and to obtain there­
from a decimal sum digit and a new decimal carry digit. 
The adder-subtracter is also capable of subtracting one 5 
decimal digit, plus a carry digit of either "zero" or "one," 
from a second decimal digit and of obtaining therefrom 
a decimal remainder digit and a new decimal carry digit. 

Essentially, the adder-subtracter unit is an "adder" and 
a "subtracter" combined into one circuit-sharing unit, the 10 
adder portion being selectively capable of individually 
performing the necessary arithmetic computation when­
ever an addition operation is required, and the subtracter 
portion being selectively capable of individually perform-
ing the necessary arithmetic computation whenever a l;j 

subtraction operation is required. 
As previously mentioned, the adder-subtracter unit is 

capable of sequentially performing an addition operation 
with respect to two binary-coded decimal digits and a 
decimal carry digit of "0" or "1" magnitude. The mag- 20 
nitude of the sum, derived from such an addition opera­
tion, may be as large as "19" (binary 10011). For ex­
ample, if the digit "9" is added to the digit "9" plus a 
carry of "1," the sum thereof is "19." Consequently, 
upon completion of each addition operation, the binary 25 
form of the sum is essentially "checked" to determine if 
the magnitude thereof is equal to decimal" 10" or more. 
H the sum has a magnitUde of decimal" 10" or more, the 
amount binary 1 010 is effectively subtracted therefrom 

(a) Bit Addition (/)) Bit Addition 
.. 

I 
, 

Illputs Outputs In[lllts Outputs 
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tnacted therefrom, "5" plus "5" also equals binary 0000 
plus a binary "1" carry. 

Listed below, in "truth-table" form, are representations 
of input bits "a" through "d" for each of the digits 
previously stored in the J and K digit-registers, together 
with the carry bit, and the desired output bit for each 
additive combination thereof, TRUE being denoted by 
"1" and FALSE 'being denoted by "0," as before. In this 
inst'ance, Ja and Ka are representative of the "a" bits 
of the digits in J and K digit-registers, respectively; Ib 
and Kb are representative of the "b" bits; "Ie" and "Kc" 
are representative of the "c" bits; and "Jd" and "Kd" are, 
respectively, representative of the "d" bits of the digits 
in the J and K digit-registers. "ANa" is representative of 
the binary sum of the "a" bits plus the previous digit 
carry; "PCI" is representative of the previous digit carry; 
"pc" is representative of the bit ·carry derived from the 
binary sum of the "a" bits plus the previous t digit carry; 
"q" is representative of the binary sum of the "b" bits 
plus the previous bit carry; "qc" is representative of the 
bit carry derived from the ,binary sum of the "b" bits 
plus the previous carry bit; "r" is representative of the 
binary sum of the "c" bits plus the previous carry bit; 
"rc" is representative of the bit carry derived from the 
binary sum of the "e" bits plus the previolls carry bit; 
".I''' is representative of the binary sum of the "d" bits 
plus the previous carry bit; and "f" is representative of 
the bit carry derived from the binary sum of the "d" 
bits plus the previous carry bit. 

(0) Bit Arlditioll (d) Hit. A,lrlitioll 
-----------_.-

In!luis OU!.IHlts 
-

Inpnts I Outputs 
---------------- -1--

.Ta Ra I PCl ANa pc Jb Kb pc q qc Jc Kc flC I r rc .Ttl !Cd rc , t 
-'---- ._---- --- --- --- --- ------ --. ------~ .--- -_. --- ---.-- -- ---

Il 0 0 () 0 0 0 II 0 0 0 Il 0 0 0 0 {I n {I (I 

Il 1 I) 1 Il 0 1 (I 1 0 0 1 (I 1 II 0 1 (I 1 {) 

1 () 0 1 0 1 0 (I 1 0 1 0 {I I 0 1 0 [) 1 II 
1 L 0 Il 1 IJ 0 1 1 0 1 1 () U 1 0 (I 1 1 II 
0 0 1 1 0 L 1 0 0 1 0 IJ 1 1 1I 1 

I 
1 0 0 I 

0 1 1 IJ 1 0 1 1 0 1 0 1 1 () 1 () 1 I Il I 
1 0 1 0 1 1 0 1 0 1 1 0 1 0 1 1 0 1 

I 
0 I 

I 1 1 1 I 1 1 1 1 1 1 1 1 1 1 1 1 1 1 J 

to obtain a binary-coded sum digit, plus a decimal "1" 
carry digit. However, if the sum is less than decimal 
"10," the single sum digit represents the actual sum, and, 
thus, a carry "0" digit is generated. 

Reducing the above truth tables to the "canonical" form 
of the logical equations thereof in a well-known man-

55 ner: 

In order to add the four binary bits of a digit to the 
four binary bits of a second digit, coDresponding bits of 
each digit are added together with the previous oarry 
bit, and the carry bit derived from such addition is added 
to the next successively high-order bit of that particular 
digital group. The oarry bit resulting from the highest­
order bit addition of the digital group is added to the 
low-order bit of the next succeeding digital group. For 
example, suppose that the digit "5" (binary 0101) is 
to be added to the digit "4" (binary 0100), the rules 

60 

()5 

70 

for binary 'addition, of course, being: binary "0" plus 
binary "0" equals binary "0"; binary "1" plus bin.ary "0" 
equals binary "1"; binary "0" plus binary "1" equals 
binary" 1 "; and binary" 1" plus binary "I" equals binary 
"0" plus a hinary "I" carry. Applying the just-mentioned 
rules for binary addition, binary 0101 plus binary 0100 
equals binary tOOl, or "9". By the same token, the 
decimal digit "5" plus the decimal digit "5" equals binary 
10lD. However, if decimal "10" (binary 10lD) is sub- 75 

(\) A lVa= (Ja) 'Ka(PCI) ' +Ja(Ka) '(PCl) , 
+ (JaY (Ka)' PC/+JaKaPCl 

(2) pc=JaKa(PCl) '+ (Ja)'KaPCI 
+Ja(Ka) 'PCl + JaKaPCI 

(3) q= (Jb)' Kb (pc)' +Jb(Kb)' (pc)' 
+(Jb)'(Kb) 'pc+JbKbpc 

(4) qc=JbKb(pc) , + (Jb)' Kbpc 
+Jb(Kb)'pc+JbKhpc 

(5) r= (ley Kc(qc)' +Jc(Kc) ' (qc)' 
+ (Jc) '(Kc) 'qc+JcKcqc 

(6) rc=leKc(qc), + (]c)' Kcqc+le(Kc)'qc+JcKcqc 
(7) s= (Jd)' Kd(rc)' +Jd(Kd)' (rc)' 

+ (Jd) '(Kd) 'rc+JdKdrc 
(8) t=JdKd(rc) , + (Jd),Kdrc+Jd(Kd)'rc+JdKdrc 

Listed below, in "truth table" form, are input bit rep­
resentations of the sum of the two digits at present stored 
in the J .and K digit-registers and the carry derived from 
the previous addition. Also listed are the desired bjnary 
coded decimal output plus any output carry, where ANa 
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through ANd represent the binary coded output of the 
sum, and EAS represents the decimal carry digit: 

Binary ('od~ of Bil1~1,.rv Cor1e of Decimal NumllCfs 
Decimnl !'.'"umbers (0:19) Will! Decimal Carry 

(0-19) 

Decimal Dreador Inpllts Decoder Outputs 
NUlIlbers 

----------~~----

l-::-~-~~~~- ASd ANc ANb A~a HAS 
----- ----~------- --~- ----- --- ----
0 ___________ o 0 0 0 0 o 0 0 0 0 
L __________ 0 0 0 0 1 0 0 0 1 0 
2 ___________ 0 11 Il 1 0 0 0 1 0 0 
3 ___________ , 0 () (I 1 1 0 0 1 1 0 
4 ___________ 0 0 1 1I 0 0 1 0 0 0 
5 ___________ 11 Il 1 0 1 (I 1 0 1 0 
6 ___________ 0 1I 1 1 0 0 1 1 0 0 
._---------- 0 0 1 1 1 0 1 1 1 IJ 
8 ___________ 0 1 0 0 0 1 0 0 IJ 0 
9 ___________ 1I 1 0 0 1 1 0 0 1 0 
HL ________ 0 1 0 1 0 0 I) (] 0 1 
1L ________ 0 1 11 1 1 () I) 11 1 1 
12 _________ 

11 1 11 
11 0 0 () 1 0 1 

13 __________ 
011 1 11 1 0 0 1 1 1 1L _________ o 1 1 1 0 II 1 0 11 1 

15 ____ Il 1 1 1 1 0 

~ I 
0 1 1 

HL ___ 1 0 0 IJ 0 0 1 (I 1 
17 ______ 

1 11 III 
11 1 0 1 

~ I 
1 

l~ ___ 
1 lOll 1 II 1 iii 

1 
19 __ 1 1I 0 1 1 1 IJ 1 

I 1 

Reducing the above truth table to the "canonical" form 
of the logical equations thereof, and thereafter simplify­
ing, it is seen that: 

(9) ANa= (Ja)'Ka(PCI) '+Ja(Ka)'(PCI)' 
+(Ja)'(Ka) 'PCI+JaKaPCI 

(10) ANh=q(EAS}'+q'EAS 
(11) ANc=r(EAS)' +qrs+tq 
(12) ANd=s(EAS)'+tq 
(13) EAS=sq+sr+t 

As previously mentioned, the subtracter portion of the 
adder-subtracter is utilized to perform a subtraction 
arithmetic operation of two binary-coded decimal data 
digits and a carry digit, and obtain therefrom a binary 
remainder digit plus a carry digit. As long as the minu­
end data digit is larger than .or equal to the subtrahend 
data digit plus the previous carry digit, the value of the 
remainder digit is between binary 0000 and binary 1001 
with no carry digit output. However,should the miml­
end be less than the subtrahend plus the previous carry, 
the value of the remainder digit will be between binary 
o III and binary 1111 plus tU1 output carry digit. There­
fore, in order to obtain the decimal remainder digit, the 
binary remainder is subtracted from binary 10000, com­
monly termed "taking the sixteens complement and ignor­
ing the carries beyond the four low-order bits." 

Using the laws of binary subtraction, whereby binary 
"0" subtracted from binary "0" results in a remainder 
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no carry. However, decimal digit "8" (binary 1000) 
subtracted from decimal digit "3" (0011) results in a 
binary remainder of lOll. Thus, to obtain the decimal re­
mainder digit, the binary remainder of 1011 is subtracted 

5 from binary 10000, resulting in a new binary remainder 
of 0101, representative of the decimal digit "3," and 
a carry of "1," denoting a negative remainder. 

Listed below, in truth table form, are representations 
of input bits "a" through "t!" for each of the digits stored 

10 in the J and K digit-registers, together with the carry 
bit and the desired output bit for each combination there­
of. As before, Ja and Ka are representative of the "a" 
bits of the digit stored in the J and K digit-registers, re­
spectively; Jb and Kb are representations of the "b" bits; 

l:j Je and Kc are representative of the "c" bits; and Jd and 
Kd are representative of the "d" bits of the digits re­
spectively stored in the J and K digit-registers. How­
ever, in this instance, ANa is representative of the re­
mainder obtained from a subtraction of the "a" bits; 

20 PCI is representntive of the previous bit-carry; "pc" is 
representative of the bit-carry derived from subtraction 
.of the "a" bits; "q" is representative of the remainder 
derived from subtraction of the "b" bits; "qe" is repre­
sentative of the bit-carry derived from the "b" bit sub-

~:j traction; .or" is representative of the remainder derived 
from "c" bit subtraction; "re" is representative of the 
bit-carry derived from "c" bit subtraction; "s" is repre­
sentative of the remainder derived from "d" bit sub­
subtraded from decimal digit "9" (binary 1001). In 

:30 this instance, the ren1ainder is binary 0100 or "4~' with 

traction; and "/" is representative of the bit-carry de­
rived from "d" bit subtraction. 

Reducing the above truth tables to the canonical form 
of the logical equations thereof: 

50 (14) ANa=(Ja)'Ka(PCI)'+Ja(Ka)'(Pci)' 
+ (Ja)'(Ka)'PCI+JaKaPCI 

(15) pc= (Ja)'Ka(PCI) + (Ja)'(Ka)'PCI 
+ (Ja)' KaPCI +JaKaPCI 

(16) q= (Jb )'Kb(pc)' +Jb (Kb) '(pc)' 
55 + (Jb),(Kb),pc+JbKbpc 

(17) qc= (Jb )'Kh(pc)' + (Ib )'(Kb) 'pc 
+ (Jb),Kbpc+JbKbpc 

(J 8) r= (Jc)' Kc( qc)' +Jc(Ke)'( qc)' 
+ (Jc)'(Ke)'qc+JcKcqc 

60 (19) re= (Ie)' Kc( qc)' + (lc)'(Kc )'qc 
+ (Je) 'Kcqc+JcKeqc 

(20) s= (Ill)' Kd(rc)' +Jd(Kd) '(re)' 
+(Jd)'(Kd) 'rc+JdKdrc 

(21) t= (Jd)' Kd(rc)' + (Jd )'(Kd)'rc 
65 +(Jd)'Kdrc+JdKdrc 

of binary "0," binary "O"subtracted from binary "1" 70 
results in a remainder of binary "1," binary "1" sub­
tracted from binary" 1" results in a remainder of binary 
"0," and binary "1" subtracted from binary "0" results 

Listed below, in truth table form, are input bit rep­
resentations of the remainder plus carry which are ob­
tained from subtracting the digit stored in the K digit­
register from the digit stored in the J digit-register. Also 
listed are the desired binary coded decimal output plus 
any output carry, where ANa through ANd collectively 
represent, in this instance, the binary coded output of the 
remainder, and EAS represents the decimal carry digit 
obtained from the subtraction .operation. 

in a remainder of binary "I" plus binary "I" carry, 
suppose that the decimal digit '"5" (binary 0101) is 75 
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Decimal 

Rillary Code 01 
Dccimai Numuers 
"~" through "-10" 

57 

Hillary Code of O(1('imal ~unllJrrs 
H9" thruugh "-lOP vlith Dceimnl 
Carry 

Digits Inpllis Outputs 

-1-.-1-:-;· ANa -ANd A:'.Ic I A:'.II! I A:'.Ia }~AH 
---- ~---'-- ---- .. -- ----------

9 __________ 0 1 0 0 1 1 0 a 1 0 

8:________ 0 ~ ~ ~ ~ b ~ ~ ~ ~ 
7 ___________ g 0 1 1 0 0 1 1 0 0 
6___________ 0 1 0 lUI U 1 0 
5 ___________ 0 0 I 0 0 0 1 0 0 0 
4 ___________ 0 0 0 1 1 a 0 1 1 0 
3 ___________ 0 1 0 0 

L_______ g g g b ~ g g 0 1 0 
L_ - - - - - -- - - 0 0, 0 0 0 0 0 0 0 
~----.----- 0 1 1 1 1 1 0 0 1 1 

-1:::::::: ~ 1 1 1 0 1 0 0 0 1 

=t::::::: ~ ~ ~ g ~ g i i b l 
-L ______ 1 1 0 1 1 0 ~ Z ~ l 
=~-----:::I i i g 5 ? g 0 1 1 1 -K------ 1 1 0 0 0 0 0 1 0 1 _9--------- 1 0 1 1 1 0 0 0 1 1 
-10:::::::: 1 0 1 1 0 0 0 0 0 1 

---- --

Reducing the above truth table to the canonical form 
of the logical equations thereof and then simplifying to 
remove redundancies therein, the four bit line and decimal 
carry representations of the decimal difference are: 

(22) ANa= (Ja)'Ka(PCl) ' +Ja(Ka)'(PCl)' + (Ja)' 
(Ka)'PCI+JaKaPCI 

(23) ANb=qt'+q't or q(EAS)'+q'EAS 
(24) ANc=rt' +I(rq' +r' q) 
(25) A Nd=st' +qrs 
(26) EAS=t 

Having essentially derived the logical equations f~r an 
adder and a subtracter separately, the next step IS to 
logically combine the two sets of equations thereof an.d 
obtain therefrom a circuit sharing adder-subtracter UOit 
that is capable of performing an addition mathematical 
operation when the state of line (SA~)' is TRUE, a!ld, 
additionally, is capable of performmg a subtraction 
mathematical operation \vhen line SAS is TRUE. 

By comparing the previously-derived non-simplified 
forms of the logical equations for lines "NAa," "q," H r," 
and "s" for an addition operation (Equations 1, 3,5, and 
7) with (Equations 14, 16, 18, and 20). for a sub~raction 
operation, it is observed that the logical equation for 
each line is the same in each instance. Thus, whether the 
adder-subtracter unit is to carry out an wJdition or a sub­
traction operation, the sum and the difference digits in 
the binary answer are also the same in each instance. By 
comparing the logical equation for line "pc" for an add~­
tion and a subtraction operation (Equations 2 and 15), It 
is observed that two terms "(Ja)'KaPC[" and "JaKaPCI" 
in each equation are identical in each operation and the 
remaining terms thereof are different, the two like lerms 
obviously being reducible to the simplified term "KaPCI." 
Hence, the logical equation for output line "pc" for. eit~er 
an addition or a subtraction mathematical operatIOn IS: 

(27) pc=KaPCI+(Ja) 'Ka(PCI) 'SAS+ (Ja) '(Ka)' 
PCISAS +JaKa(PCl)'(SAS), +Ja(KA )'PCI(SAS), 

The logical equations for output lines "qe," "re," "s," 
and "t," likewise modified in the same manner, are as 
given below, where: 

(28) qe=Kbpe+ (Jb) '(Kb(pc) 'SAS + (Jb) '(Kb) 'pr::SAS 
+JbKb(pe)' (SAS)' +Jb(Kb) 'pc(SAS)' 

(29) re=Keqc+ (Jc)'Kc(qc)'SAS+ (Jc)'(Kc)'qcSAS+ 
JcKc(qc)' (SAS)' +Jc(Kc)'qc(SAS)' 

(30) I=Kdrc+ (]d)' Kd(rc)'SAS+ (Jd)'(Kd) 'rcSAS+ 
JdKd(rc) '(SAS)' 

By likewise combining the logical equations for "ANa" 
through "ANd" and "EAS" for both an a~ldition operat.ion 
(Equations 9 through 13) and a subtractIOn mathematlcal 

58 
operation (Equations 22 through 26), it is seen that the 
combined logical equation for each output line is: 

(31) EAS=sq+sr+f 
(32) ANa= (Ja)'Ka(PCl) , +Ja(Ka)'(PCl)' + (Ja)' 5 

(Ka)'PCI+JaKaPCI 
(33) ANb=q(EAS)'+q'EAS 
(34) ANc=r(EAS)' -j-Irq'SAS+lr' qSAS+qrs(SAS) ' + 

tq'(SAS) 
(35) ANd=s(EAS)' +qrsSAS+tq(SAS) ' 

10 
Therefore, with reference to the logical diagrams of 

the adder-subtracter unit as illustrated in FIGS. 13 and 
14, it is seen that the above-stated logical equations num­
bered 27 through 35 are satisfied thereby and thus cor-

15 respond to the circuit configuration thereof. 
As an illustrative example of an addition and a subtrac­

tion operation being carried out by the just-described 
adder-subtracter arithmetic unit, suppose that the first­
order digit of the addend word located in memory address 

20 ¢¢ is a "nine," and the first-order digit of the augend word 
in address ¢1 is a "seven." 

To begin an "add" instruction, as previously mentioned, 
the augend word is first read out of memory addressed 
¢l and stored in aJdress-A. Thereafter, the low-order 

2;) digit of the augend is sequentially read out of address-A, 
bit by bit, starting with the low-order binary bit "a" there­
of, and is sequentially stored, bit by bit, in the J digit­
register (FIG. 32) via lines ASA and JL. Simultaneously 
therewith, the addend is sequcntial!y read alit of address 

30 ¢¢, bit by bit, starting with the low-order binary bit "a" 
thereof, and is sequentially stored, bit by bit, in the K 
digit-register (FIG. 31) via lines MSA and KL. As the 
assumed value of the decimal digit stored in the J digit-

.,_ register (FIG. 32) is a "seven" (binary 0111), the state 
",) of output line Jd is FALSE, whereas the states of output 

lines Ja through Jc are each TRUE, the prime output 
lines of flip-flops 6067 through 6070, of course, being of 
opposite states from the corresponding reference output 
lines thereof, as previously described. As the assumed 

,1Il value of the decimal digit stored in the K digit-register 
(FIG. 31) is a "nine" (binary 1001), the states of output 
lines Kd and Ka thereof are TRUE, whereas the states of 
output lines Kb and Kc are FALSE. 

Reference is now made to that portion of the adder-
45 subtracter unit logically shown in FIG. 14, in addition 

to periodic reference to the simplified block diagram of 
the adder-subtracter shown in FIG. 3. As the low-order 
bit of the digit stored in each of the J and K digit­
registers is a binary "1," output lines Ja and Ka are both 

50 TRUE, as just mentioned. Also, as the previOllS decimal 
carry is a "0" in this instance, the state of line (PCI)' is 
TRUE, and, as an "add" operation is to be carried out, 
the state of line (SAS)' is previously rendered TRUE­
Therefore, as none of AND gates 956 through 959 have 

55 all of the inpnts thereto simultaneously TRUE, the state 
of output line ANa is FALSE, indicative of binary "0_" 
Consequently, the sum of the "a" bits of the first-order 
digits in the J and K digit-registers is "0." 

With reference to the "a" bit carry circuitry shown in 
GO FIG. 13, as the states of lines Ja, Ka, (PCI)" and (SAS)' 

and TRUE, as previously stated, the states of all of the 
inputs to AND gate 901 are simultaneously TRUE. 
Consequently, the state of ontput line pc is TRUE, in­
dicative of a binary" 1" carry resulting from addition of 

fl5 the "a" bits. 
As the "b" bit in the J digit-register is a binary "I" 

and the "b" bit in the K digit-register is a binary "0," 
the state of line Jb is TRUE and the state of line Kb 
is FALSE, as previously noted_ As none of AND gates 

70 911 through 914 have all of the inputs thereto simulta­
neously TRUE, the state of output line q is FALSE, in­
dicative of binary "0"; consequently, the sum of the "b" 
bits plus the "a" bit carry is "D." However, as the states 
of a!l of lines Jb, (Kb)', pc, and (SAS)' are TRUE, the 

75 states of the inputs to AND gate 917 are simultaneously 
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TRUE. As a result, the state of output line qe is TRUE, 
indicative of a binary "1" carry reslilting from addi­
tion of the "b" bits plus the "a" bit carry. 

The "e" bit in the J digit-register being a binary "1" 
and the "e" bit in the K digit-register being a binary 
"0," the state of line Je is TRUE and the state of line Ke 
is FALSE. As none of AND gates 920 through 923 
have all of the inputs thereto simultaneously TRUE, the 
state of output line r is FALSE; consequently, the sum of 
the "e" bits plus the "b" bit carry is "0." 

As the respective states of lines Je, (Ke)', qe, and 
(SAS)' are each TRUE, all of the inputs to AND gate 
926 are simultaneously TRUE. Consequently, the state 
of output line re is TRUE, indicative of a binary "1" 
carry resulting from addition of the "e" bits and the "b" 
bit carry. 

The high-order or "d" bit in the J digit-register being 
a binary "0" and the "d" bit in the K digit-register being 
a binary "1," the state of line Jd is FALSE and the state 
of line Kd is TRUE. With reference back to FIG. 14, 
as none of AND gates 934 through 937 have all of the 
inputs thereto simultaneously TRUE, the state of output 
line s is FALSE, thus indicating that the sum of the "d" 
bits plus the "e" bit carry is a binary "0." 

Finally, as the states of both of lines Kd and re are 
TRUE, all of the inputs to AND gate 929 are simulta­
neously TRUE. As a result, the state of output line t 
is TRUE, thus indicating a binary "1" carry resulting 
from addition of the "d" bits plus the "e" bit carry. 

Therefore, as the state of output line t is TRUE and 
the state of each of output lines s, r, q, and ANa is 
FALSE, the sum of the digit "7" (binary 0111) and the 
digit "9" (binary 1001) is therefore indicated as being 
"16," or binary 10000. The binary sum-i.e., 10000-is 
converted to a binary-coded-decimal form in the follow­
ing manner: As the state of the single input to AND gate 
948 (FlG. 14) is TRUE, the state of output line EAS 
is TRUE, thus indicative of a decimal "1" carry, There­
fore, as the state of each of lines EAS and (q)' is TRUE, 
the state of output line ANb is likewise TRUE, thus 
indicating that the value of the "b" bit of the sum digit 
is a binary "l." As the state of each of lines (q)', t, and 
(SAS)' is TRUE, all the inputs to AND gate 942 are 
TRUE, thus rendering output line ANe TRUE and there­
by indicating that the value of the "e" bit of the sum digit 
is a binary "1." As none of AND gates 945 through 
947 have all of the inputs thereto simultaneously TRUE, 
the state of line ANd is FALSE and thereby indicates 
that the high-order bit "d" of the sum digit is a binary "0." 

It is now evident that, upon completion of the just­
described addition operation of the two decimal digits 
"7" and "9," the state of output line ANa is FALSE, the 
state of output line ANb is TRUE, the state of output 
line ANe is TRUE, and the state of output line ANd is 
FALSE. Thus, the states of output lines ANa through 
ANd and collectively represent the sum digit "6" (binary 
0110). As the state of output line EAS is simultaneously 
TRUE, as before stated, its state is indicative of the 
decimal" 1" carry digit. 

Following the just-described addition operation of the 
two first-order digits taken from the data words stored 
in address ¢¢ and address A, there is derived thereby a 
sum digit which is written in the low-order digit position 
of address-A and a decimal "I" carry digit which is 
stored in carry flipflop 6000 (FIG. 13) via line EAS. 
Thereafter, the second-order digit of the word in address 
¢¢ is transferred to the K digit-register, and the second­
order digit of the word in address-A is transferred to 
the J digit-register. As the output lines from the J and 
K digit-registers are conneeted as input lines to the adder­
subtracter unit, as previously described, the two second­
order digits are simultaneou~ly "presented" to the adder­
subtracter unit, wherein they are added together, along 
with the decimal "1" carry in flipflop 6000, in exactly the 
same manner as just described with respect to the first-

60 
order digits of the two data words. The above sequence 
of operations is sequentially repeated for each higher­
order digit until the tenth-order decimal digits have been 
added and the sum digit stored in the tenth-order digital 

5 position of address-A. As previously mentioned, the 
final step of an "add" instruction is to effect the copying 
of the sum data word from address-A into the particular 
memory address as previously specified. 

A "subtract" instruction is carried out in essentially the 
10 same manner as the just·described "addition" operation, 

with the exception that prior thereto, the state of line 
(SAS)" originating in FIG. 13, is selectively rendered 
TRUE, the state of line SAS, of course, being simulta­
neously rendered FALSE. Consequently, in the previous 

15 example, the adder-subtracter unit now effectively sub­
tracts the word in address ¢¢ from the word in address-A, 
after which the difference word is transferred from 
address-A to a particular address in memory as specified. 

As the mode of operation of the adder-subtraeter unit 
20 in carrying out an addition or a subtraction mathematical 

operation is essentially the same in both instances, in light 
of the just-described detailed mode of operation with 
respect to an addition operation, a further detailed mode 
of operation thereof with respect to a subtraction opera-

25 tion is not deemed necessary in order to insure a full and 
complete understanding and appreciation of the adder-sub­
tracter portion of the instant computer. 

36. Control eOIllHer generally 
30 With reference to the upper left-hand portion of FIG. 

1, there is diagrammatically illustrated a "control counter" 
comprising a multitude of flipflops and a maze of other 
electronic control circuitry. As will become more ob­
vious hereinafter, the control counter portion of the com-

35 puter functions in many ways as a central regulatory 
means which electronically controls the proper sequence 
of all data handling and transfer within the computer, 
and, additionally, controls all communication between the 
control portion of the computer and the various input-

40 output equipment uti1i7.ed by the computer. Conse­
quently, due to the inherent complex functional nature of 
the control counter, it is not readily susceptible of being 
described as a separate entity as such. 

As an example of the foregoing, the first step to be 
carried out in the execution of each instruction is to read 

·1:} out from memory the next instruction word in the pro­
gram and store the instruction word in the instruction 
register. After the instruction word is stored in the 
instruction register, the two decimal digits stored in sec­
tion--! thereof are "examined" to determine the particular 

50 type of instruction, or sequence of operation, to be car­
ried out next. For example, as previously deseribed, 
if the two-digit decimal number in section-! is an "eleven," 
an "add-pairs-of-numbers" instruction is carried out, and 
all data thereafter transferred between data-handling sec-

55 tions of the computer is in aecordance with a particular 
pattern dictated by this instruction. 

Each instruction concludes by effecting the storage in 
the word-selecting register, the address in memory of the 
next instruction word; the memory address usually is 

60 specified in section-5 of the present instruction word, 
also as previously described_ After the address of the 
next instruction word is stored in the word-selecting regis­
ter, the computer may immediately read out the next in­
struction word from memory, or may pause for a predeter-

65 mined period of time before reading out the instruction. 
Whether or not the computer immediately proceeds to 
carry out the next instruction in the program depends upon 
the particular mode of operation preselected by the opera­
tor. If the computer is operating in an "automatic" mode, 

70 the next instmction in the program is immediately carried 
out upon completion of each preceding instruction. How­
ever, if the computer is operating in a "manual" mode, all 
computation stops upon completion of each instruction 
and is not resumed until either the manual or the auto-

75 matic-resume-program push-button is depressed. There-
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after, the next instruction word, as specified by the word­
selection register, is stored in the instruction register, the 
two decimal digits in section-1 of the instruction register 
are examined to determine the particular instruction to be 
carried out, and the computer then proceeds to carry out 5 
that particular instruction. 

Upon completion of the execution of the previously 
initiated "MI" word-cycle, during which time the next 
instruction word is read out from the particular address 
in memory specified by the contents of the word-selecting 
register and stored in the instruction register, if the con­
tents of section-1 of the instruction register thereafter 

Listed below in somewhat tabular form, and also 
graphically illustrated by the flow diagram of FIG. 107B, 
is a step-by-step description of the various previously 
described sub instructions to whioh the computer is se­
quentially responsive in executing a POW instruction: 

-------------------------- ------

Step Description SubillstrllctiollS I 
-i-----------------------------

L _____ !l!I-O-Z ________ _ 

2 ______ PF¢-0-3 _______ _ 

3 ______ 00-0-4. _______ _ 

4 ______ AD-0-5 ________ _ 

5 ______ ::\iIJ-3-6 ________ --

Copy into the instruction rt'gjster the 1H'\'t 
instruction ",,'ord stured ill 1Il('llIorv at j Ito 
address specified by the contents of the 
word-Rclcctillg register; thereafter, if the 
llllmher thus stored in scction~l or the 
instruetion registr,r i~ "01/' carry out t110 
suiJillstruction listed in Step 2 of the 
followillg POW subpl'Ogrnm. 

Preset the F-coulltcr to 1'0"; thereafter, go to 
Step 3. 

Go to Step 4 in the 8ubprogrnm "\vhl'llC'ver 
depression of a nlOtor har will initiate a 
nUlchinc cyrle. 

Int'rl'meIlt the uigit..-colllltcr; then'after, go to 
Step 5. 

Copy, digit hy digit, into the J digit-rcgi~ter 
the word stored in Inf'Illory at the address 
indicRted by sectioIl-3 of the ins.truction 
register; thereafter, go to Step 6. 

37. Detailed description of APN instructions 

corresponds to the code designation for an APN instruc­
tion (i.e., "11"), the state of line APN is rendered TRUE 
in the manner previously described with respect to FIG. 

10 16, and, as a result, an APN instruction is thereafter 
executed in the following manner: 

With reference to FIG. 51, wherein there is illustrated 
a logical diagram of the particular portions of the com­
puter circuitry utilized in executing an APN instruction, 

15 when line MIN is rendered FALSE upon completion of 
the previously-initiated "MI" word-cycle, the states of 
flipfiops 601J1 and 6088 are simultaneously reversed, 
whereby lines MA and JHR are respectively rendered 
TRUE thereby. When line JHR is thus rendered TRUE, 

20 line RLR is likewise rendered TRUE. However, at 
TlME-1 after line JHR is rendered TRUE, the state of 
flipflop 6088 is again reversed, so that lines JHR and 
RLR are both rendered FALSE thereby. As a result of 
line RLR thus experiencing a TRUE-Io-FALSE reversal 

25 of state, the R-counter is pre~et to a count corresponding 
to the value of the low-order digit of scction-2 of the in­
struction register in the same manner as previollsly de­
scribed with respect to FIG. 28. As is evident, the count 

In executing a single APN instruction, a plurality of 30 
pairs of words are algebraically added together, and their 
sums are thereafter stored in consecutively-numbered ad­
dresses in memory. For example, if the APN instruction 

of the R-counter is thereafter indicative of the number 
of word-pairs to be added. As line TS4 is likewise ren­
dered TRUE when line MA is initially rendered TRUE, a 
MA word·cycle is thereafter execllted, whereby the word 
stored in memory at the address specified by ~ection-4 
of the instruction register is rcad Ollt and thereafter stored 
in address-A. 

is directed toward the four words stored in memory ad­
dresses 11 through 14, so that "11" is stored in section-3 35 
and" 14" is stored in section-4 of the instruction register, Upon completion of the MA word-cycle, the state of 

flipflop 6091 is again reversed, and line l\lA is thereby 
rendered FALSE. When line MA is thus rendered 
FALSE, the state of flipflop 6097 is reversed and linc 
RAD is thereby rendered TRUE, which, in tU~1, renders 

the word stored in address-ll is algebraically added to 
the word stored in address-14, and their sum is there­
after stored in address-14. Thereafter, sections 3 and 4 40 
of the instruction register are respectively incremented 
and decremented, after which the word stored in address- line TS3 likewise TRUE. In response to lines RAD and 

TS3 thus being rendered TRUE, a RAD subcommand 
is thereafter executed, whereby thc word stored in mem-

12 is algebraically added to the word stored in address-
13, and their sum is thereafter stored in address-13. 

Listed below in somewhat tabular form is a step-by­
step description of the various previously-described sub- 45 
instructions to which the computer is sequentially respon­
sive in executing an APN instruction: 

ory at the address specified by section-3 of the instruc­
tion register is added to the word stored in address-A. 
Upon completion of the RAD subcommand, the state of 
flipflop 6097 is again reversed, and line RAD is thereby 
rendered FALSE. However, jllst prior to completion of 
the previously-initiated RAD subcommand, line DR ex-Step Description Subinstructions I 

-\-----------.-------------
L _____ MI-O-Z _________ _ 

2 ______ RLR-0-3 ______ _ 

3 ______ MA-4-4 ________ _ 

4 ______ RAD-3-D ______ _ 

5 ______ AM-4-6 __ • _____ _ 

6 ______ DR-O-L _______ _ 

7 ______ R¢-8-l0 _______ _ 

8 ______ IN4-G-9 ________ _ 

9 ______ DEZ-0-3 _______ _ 

10 _____ 8'1'D-5-* _______ _ 

Copy into the instruction register the next 
instruction word stored in memory at the 
address specified by the contents of the 
word-sele<ting register; thereafter, if the 
contents of section-l of the instmction 
register is "11," go to Step 20fthe following 
subprogram. 

Preset the count of tbe R-eounte,' to corres­
pond to the low-order digit of section-2 of 
the instruction register; thereafter, go to 
Step 3. 

Copy into addrcss-A the word from the 
address in memory as specified hy the con­
tents of scction-4 of the instruction register, 
and, simultaneously therewith, copy the 
word, digit by digit, Into theJ digit-register; 
thereafter, go to Step 4. 

Add to thcword stored in address-A the word 
stored in memory at the oddress speeiOrd 
by section-3 of the instruction register; 
thereafter, go to Step O. 

Copy the word stored in address-A into 
memory at the address specified by the 
contents of section-4 of the instruction 
register; thereafter, go to Step 6. 

Decrement the R-counter; thereafter, go to 
Step 7. 

If the R-countcr is at a count of HO," go to 
Step 10; otherwise, go to Step 8. 

Increment sectioll-3 of the instruction regis­
ter; thereafter, go to Step 9. 

Decrement scction-4 of the instruction 
register; thereafter, go to Step 3. 

Copy the contents of sectioll-5 oC the instruc­
tion register into the word-selecting rogister. 

50 periences a TRUE-to-FALSE reversal of state and there­
by causes the R-counter to be decremented by a co lint of 
'"1." 

When li~e RAD is rendered FALSE, the state of flip­
flop 6077 IS reversed, so that line AM is thereby ren-

55 dered T~UE. Line AM, beillg rendered TRUE, likewise 
renders ilJle TS4 TRUE. Thus in response to lines AM 
and TS4 being rendered TRUE, and AM word-c\cle is 
thereafter executed whereby the word in addres~-A is 
stored in memory at the address specified by section-4 

60 of the instruction register. Upon completion of the AM 
word-cycle, the state of flipflop 6077 is again reversed so 
that line AM is thereby rendered FALSE. When Lne 
AM is thus rendered FALSE, lines IN4 and DE2 arc 
likewise rendered FALSE. Consequently, sections 3 and 

65 4 of the instruction register are respectively incremented 
and decremented by a cOllnt of "I." 

If, ·after being decremented, the R-counter is at a 
count other than "0," indicating that there are additional 
word-pairs to be added, the state of flipflop 6091 is again 

70 reversed when line AM is subsequently rendered FALSE, 
and, as a result, line MA is again rendered TRUE for 
the second time. Thereafter, the above-described se­
quence of events is sequentially repeated until the R­
counter is decremented to a count of "0;' indicating that 

75 there are no other word-pairs to be added. \Vhen the 
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R-counter reaches a count of "0," so that line Rq, is 
rendered TRUE, thc state of flipflop 6107 is reversed when 
line AM is subsequently rendered FALSE and line STD 

64 
causing an instruction word manifestation stored in ~aid 
storage device at the storage 10c"1tio11 dictated by said 
address selecting means 10 be reproduced and thereafter 
stored in said instruction register; means operable at pre­
determined programmed times for alternately condition­
ing said address selecting means to be first indicative of 
the contents of said one section of said instruction regis­
ter and next to be indicative of the contents of said an­
other section of said instruction register; control means 

is thereby rendered TRUE. Line STD, being rendered 
TRUE, likewise renders line TS5 TRUE. Thus, in re- 5 
sponse to lines STD and TS5 being rendered TRUE, a 
"STD" subinstruction is thereafter executed, whereby the 
contents of seclion-5 of the instruction register is copied 
into the word-selecting register, thus terminating the se­
quence of operations executed in response to initiation 10 responsive to the contents of still another section of said 

instruction register for initi'ating a succession of cycles 
of operation of said read-write means; and means for 
selectively incrementing the contents of said one section 
and for decrementing the contents of said another section 

of an APN instruction. 
While particular embodiments of the invention have 

been shown and described in detail, it will be obvious 
to those skilled in the art that changes and modifications 
may be made without departing from the invention in 
its broader aspects, and, therefore, the aim in the ap­
pended claims is to covcr all stich changes and modifica­
tions as fall within the true spirit and scope of the in-
vention. 

What is claimed is: 
1. Tn an electronic digital computing machine, the 

combination comprising: a storage device of a type pro­
viding a plurality of separate storage locations each be-
ing capable of having either a data word or an instruc­
tion word manifestation stored therein; address selecting 
means associated with said storage device for obtaining 
access to any chosen storage location thereof; read-write 
means associated with said storage device and operable 
during a cycle of operation thereof for selectively stor­
ing a word manifestation or reproducing a word m~ni­
festation previously stored at the particular storage lo­
cations individually selected by said address selecting 
means; an instruction register having a plurality of sec­
tions each of which is c,lpable of having stored therein a 
particular portion of an inSlrllction word manifestation, 
the contents of one of said sections being indicative of 
a first storage location in said storage device and the con­
tents of another one of said sections being indicative of 
a second storage location in said storage device; means 
operable at predetermined programmed times for alter­
nately conditioning said address ,electing means to be 
first indicative of the contents of said one section of said 
instruction register and next ,to ,be indicative of the con­
tents of said anotber section of said instruction register; 
control means responsive to the contents of still another 
seclion of said instruction register for initiating 'a suc­
cession of cycles of operation of said read-write means; 
and means for selectively incrementing the contents of 
said one section and for decrementing the contents of 
said another section of said instruction register upon 
completion of each two cycles of operation of said read­
write means such that a plurality of pairs of word mani­
festations are selectively stored or reproduced with respect 
to sllccessive order storage locations of said storage de­
vice in response to the same instruction word manifesta­
tion initially stored in said instruction register. 

2. In an electronic digital computing machine, the com­
bination comprising: a storage device of a type provid-
ing a plurality of separate storage locations each being 
capable of having either a data word or an instruction 
word manifestation stored therein; address selecting me,ans 
associated with said storage device for obtaining access 
to any chosen storage location thereof; read-write means 
associated with said storage device and operable during 

15 of said instruction register upon completion of each two 
cycles of operation of said read-write means such that a 
plurality of pairs of word manifestations are selectively 
storcd or reproduced with respect to successive order 
storage locations of said storage device in re5ponse to 

20 the same instruction word manifestation initially stored 
in said instruction register. 

3. In an electronic digital computing machine, the com­
bination comprising a storage device of a type provid­
ing a plurality of separate storage locations each being 

25 capable of having either a data word or an instruction 
word manifestation stored therein; address selecting means 
,associated with said storage device for obtaining access 
to any chosen storage location thereof; read-write means 
associated with said storage device and operable during 

30 a cycle of operation thereof for selectively storing a word 
manifestation or reproducing a word manifestation pre­
viously stored at the particular storage locations individ­
ually selected by said address selecting means; an instruc­
tion register having a plurality of sections each of which 

35 is capable of having stored therein a particular portion 
of an instruction word manifestation, the contents of one 
of said sections being indiclltive of a first storage location 
in said storage device and the contents of another one 
of said sections being indicative of a second storage 10-

40 cation in said storage device; means operable at prede­
tcnnined programmed times for alternatively condition­
ing said address selecting means to be first indicative of 
the contents of first said one section and then to be in­
dicative of the contents of the said another section of 

45 said instruction register; control means responsive to tbe 
particular instruction word manifestation stored in said 
instruction register for initiating a programmed succes­
sion of cycles of operation of said read-write means; 
arithmetic means responsive to the contents of still an-

50 other section of said instruction register for performing 
a specific arithmetic operation on the pair of reproduced 
data word manifestation previous stored in said storage 
device at the two storage locations indicated by the con­
tents of said one and said another sections of said in-

55 struction register; and means for incrementing the con­
tents of said one section of said instruction register and 
decrementing the contents of said another section of said 
instruction register upon completion of each arithmetic 
operation sllch that the same ,arithmetic operation is se-

60 quential1y performed with respect to a plurality of pairs 
of reproduced data word manifestations in response to the 
same instruction word manifestation initially stored in 
said instruction register. 

a cycle of operation thereof for selectively storing a word 65 
manifestation or reproducing a word manifestation pre­
viously stored at the particular storage locations individ­
ually selected by said address selecting means; an in­
struction register having a plurality of sections each of 
which is capable of having stored therein a particular 70 
portion of an instruction word manifestation, the con­
tents of one of said sections being indicative of a first 
storage location in said storage device and the contents 
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